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SOME EXPERIENCES WITH PULSE HEIGHT ANALYSIS USING A DISK 

David W. Jenson 
Lawrence Radiation Laboratory 

University of California 
Berkeley, California 

ABSTRACT 

A partial description of two systems for pulse-height anal­
ysis that store histograms on a movable-head disk is given, 
with emphasis on techniques for continuously updating histo­
grams stored on a disk and for controlling data flow through 
asynchronous parallel processes of differing priorities. One 
of the systems is capable of updating 16,384 channels of his­
togram on the disk at a continuous rate of 750 events per sec­
ond using a PDP-5. Some projected data-handling rates for 
a PDP- 8 and a head-per-track disk are given. 

INTRODUCTION 

With the use of better detectors and multiple­
parameter techniques, it is becoming more com­
mon for an experimenter to require that 8 to 16 
thousand single- or double-precision channels of 
histogram be accumulated. To provide enough ran­
dom access core memory to store the entire histo­
gram is expensive, but if the data rate is not too 
high, it is often feasible to accumulate the histo­
gram on a disk. This paper discusses some of the 
techniques evolved during development of two pulse­
height analysis systems that store the entire histo­
gram on a movable-head disk, one using a PDP-8 
and one a PDP-5. The PDP-8 system collects data 
onto a buffer track for 1 second out of every 6, then 
uses part of the 5-sec dead time to update the his­
tograms on the disk. The PDP-5 system contin­
uously updates the histogram on the disk simulta­
neously with data taking. The intent of this paper 
is to indicate the potential of this type of system 
and to provide some guidance to those who may 
be contemplating a similar endeavor. Some pro­
jected data-handling rates for a system using a 
PDP-8 to continuously update histograms on a head­
per-track disk are given. 

Description of the Disk 

The disk in both systems is a Data Disc M6, 
which has a movable head with access to 130 tracks 
on a removable disk surface and three fixed heads 
on a nonremovable surface. The time for one rev­
olution of the disk is 50 msec. The movable head 
steps from one track to another at a rate of 5 msec 
per track, with a 100-msec head-settling time after 
stopping. Thus the average access time to an adja­
cent track is 130 msec (5 + 100 + 25) and the max­
imum possible access time is 795 msec 
(5 X 129 + 100 +50). 

Each track is formatted with 29 data sectors of 
128 words each, and associated with each data sec­
tor is a one-word address sector and a one-word 
write-protect sector. Each address sector con­
tains a unique 12- bit address composed of seven 
bits of track number (only 128 or the 130 head posi­
tions are used) and five bits of sector number 

. (where only numbers 0 through 28 are used). The 

-1-

controller, which was designed and built at Lawrence 
Radiation Laboratory, allows one to issue commands 
such as read or write the next address sector, data 
sector, or protect sector, and to step the head one 
track in either direction. It is the program's re­
sponsibility to find the desired data sector. Typ­
ically, the program issues a read-address-sector 
command to find where the head is, steps the head 
to a new track if necessary, then issues read­
address-sector commands until the disk revolution 
has brought the desired data sector into position. _It 
can then issue a read- or write-data command. Nor­
mally interrupts are used so the computer may carry 
out other tasks while the correct sector is being 
sought. All data transfers must start at the begin­
ning of a data sector, but inay then continue for any 
number of words from one up to a full track. The 
controller uses the three-cycle data break with the 
PDP-8 and the one-cycle data break with PDP-5. 
The data rate is one word every 13 fJ.Sec while data 
is being transferred. The disk controller automat­
ically generates and checks parity for each word. 

The Display 

A display controller was also built that accepts 
simple display commands from one or two of the 
fixed-head tracks on the disk. Each command con­
sists of a 10-bit position value, one bit that indi­
cates load X or load Y buffer, and one bit that spec­
ifies whether or not to intensify the point. Thus the 
commands are analogous to the standard display 
commands on the PDP-5/8. When one track is used, 
a total of 1856 random points can be displayed at a 
refresh rate of 20 pictures/ sec, and when two tracks 
are used 3712 random points can be displayed at 10 
pictures/ sec. This display controller thus removes 
the need for the program to continuously refresh the 
display. For a new system, one would probably 
specify a storage scope to serve this function. 

GENERAL PROGRAMMING PHILOSOPHY 

In a situation in which the display does not need 
to be continuously regenerated and a disk is avail­
able for rapidly loading programs into core, it is 
reasonable to partition the system into as many in­
dependent tasks as possible, each one to be handled 
by a separate program loaded from the disk. Each 
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program may operate on common variables and ex­
periment parameters that are kept permanently res­
identin core, and on the histograms on the disk. 
While data is being taken and the histograms up­
dated, only the routines that are necessary for these 
tasks are in core. Any other functions, such as cal­
culating a new display or responding to experimenter 
commands from the teletype, cause data taking to 
cease and other programs to be loaded in from the 
disk. If each function, or command, that the exper­
imenter wishes to initiate is carried out by a sep­
arate program loaded in from the disk, a simple key­
board monitor with a program directory will serve 
as the "command decoder" of the system. Each pro­
gram may then request further parameters via the 
teletype if necessary. It is also generally desirable 
to allow the experimenter to specify intervals at 
which the system will automatically interrupt data 
taking and recalculate the display. 

Appendix A contains an example of how the pro­
gram partitioning was carried out for the PDP-5 
system. In the PDP- 5 system each program was 
stored on a separate track on the disk as a direct 
image of a part of core. A simple permanently res­
ident routine quickly loads in a new program when 
called with the track number of the desired program. 
One of the programs that can be loaded is a keyboard 
monitor with a program directory in it that allows 
programs to be called by name from the teletyp~. 
Each task that the experimenter may wish to initiate 
is then carried out by a program called by name 
from the teletype. 

Careful partitioning of the system and use of the 
disk to quickly load one part of the system at a time 
into core eliminate the need to spend large amounts 
of time producing very compact code. These tech­
niques have the additional benefit of making it easy 
for different persons to write different parts of the 
code. In connection with these points, it is some­
times distressing to note how much time can be 
wasted producing elegant or compact or fast code in 
a situation where elegant, compact, or fast code is 
not needed. The true measure of a programmer's 
usefulness is not how tightly he can code a particular 
routine by spending considerable time on it, but 
rather how well he can allocate his limited resources 
as a programmer to those portions of his system that 
really need to be short or fast. Use of the disk saves 
a large amount of programming time by eliminating 
the need to make programs short. 

PDP-8 SYSTEM 

Experiment Background 

The first system written uses a PDP-8 to collect 
data for an experiment on the Bevatron, which has a 
1-sec beam spill every 6 sec. The experimenters 
wanted to be able to handle up to 1000 events during 
each 1- sec beam spill. Each event has four param­
eters of 10 bits each. They wanted to save the "raw" 
data on magnetic tape for later analysis by the PDP-8 
and by larger computers, and to accumulate event 
counts in three double-precision histograms (of 512, 
1536, and 4096 channels each) on the basis of some 
simple calculations on the raw data (using windows 
and selection of bits from various parameters). 
Since a total of 12,288 words is required for the his­
tograms, it is clear that they must be stored on the 
disk. It is also clear that the 5 sec between each 
beam spill can be used for updating the histograms 

and recalculating the display. The intermittent a·r­
rival of data may not be typical of most experiments, 
but some of the methods for handling the flow of data 
through the system may be of general interest. 

PDP- 8 General Data Flow 

The general data flow is as follows (refer to Figs. 
1 and 2). The raw data, which may be coming in 
either from the ADC or from a previously recorded 
magnetic tape, is entered into one of the raw-data 
buffers. This raw-data buffer is then emptied to the 
magnetic tape (if the data came from the ADC) and to 
a "thawing" routine that does the simple operations 
on the raw data that are necessary to determine the 
histogram channels to be incremented, and puts this 
new information in thawed-data buffers. The thawed­
data buffers are emptied to one of the fixed-head 
tracks on the disk, which can hold the data for a total 
of 1143 events. After the beam spill has ended (or 
after the buffer track on the disk is full, if the raw 
data is coming from magnetic tape), a section of the 
histogram on disk is brought into core, the buffer 
track is scanned for histogram channels' in the sec­
tion of histogram currently in core, those channels 
are incremented, the histogram section is written 
back onto disk, and the next section is brought into 
core. When all the sections- of the histograms have. 
been updated in this manner, the display is recalcu­
lated. 

PDP-8 Buffers 

The histogram updating is thus divided into two 
phases, one taking place during the 1 sec of data­
taking, the other occurring after the burst of data. 
During the first phase there are two kinds of buffers 
(refer to Fig. 3) in use: raw-data buffers of 512 
words and thawed-data buffers of 384 words each. 
Both kinds of buffers hold the appropriate form of 
data for 127 events, and the first word of each buf­
fer tells how many events the buffer contains. The 
raw-data buffers use four consecutive words for 
each event to store the original 4 parameters of 10 
bits each from the ADC. The thawed- data buffers 
have three words for each event, each word contain­
ing the channel to be incremented in each of thethree 
histograms. The thawed-data buffer is divided into 
three 128-word parts, and each part contains the data 
relative to one of the tliree histograms. Thus the 
data words for each event are not consecutive, but 
128 locations apart, and every third 128-word sec­
tor on the buffer track contains the data for a given 
histogram. There are several buffers of each kind, 
and there is a raw-data buffer list and a thawed-data 
buffer list. The entries in the lists point to the word 
before the buffer, and this word is used to hold sta­
tus information about the buffer (refer to Appendix 
B). 

During the second phase, when the histograms are 
updated, there is one 2048-word buffer to hold a sec­
tion of the histogram from the disk and a pool of 128-
word buffers to hold sections from the buffer track 
on the disk. The buffers for the second phase can 
obviously overlay the buffers for the first phase. 

PDP-8 First Phase and Program Control 

During the data-taking phase several processes 
are proceeding asynchronously and in parallel to fill 
and empty buffers. The ADC process is filling a 
raw-data buffer. The magnetic tape process and the 
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thawing process are emptying a raw-data buffer. 
The thawing process is filling a thawed-data buffer, 
and the disk process is emptying a thawed-data buf­
fer to the buffer track on disk. Each process con­
sists of a driver subroutine and a main module. 
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When the driver subroutine is called it initiates the 
process and sets up the main module of the process 
to continue as time or the condition of I/O devices 
warrants. The driver subroutine then returns with­
out completing the task. The task is completed un­
der control of the main module. For example, the 
thawing-process driver sets up pointers to the ap­
propriate buffers, changes the statuses of the buf­
fers, and sets a software flag indicating that thawing 
is in progress, then immediately returns. The main 
idle loop of the system, upon detecting this flag, 
jumps into the thawing main module. For processes 
which are I/O device handlers, the procedure is 
slightly different. For example, the disk-handler 
driver subroutine. sets up pointers to the thawed­
data buffer to be written, determines the disk ad­
dress at which it is to be written, sets the buffer sta­
tus to "emptying to disk," issues a read-address­
sector command to the disk controller, and sets up 
the interrupt routine to return to the appropriate 
place in the main module of the disk handler when an 
interrupt arrives from the disk. Thereafter the 
main module of the disk handler is called by the in­
terrupt routine whenever action is needed, until the 
process of writing the buffer onto the disk is com­
plete. 

All processes are activated (by calling their driv­
er subroutines) by a "check status" routine. This 
routine has a section for every process. Each sec­
tion checks the statuses of the buffers and the pro­
cess to see if the process is now inactive and can be 
activated. For instance, one section of the status­
check routine tests to see if the ADC handler process 
is now inactive and if there is an empty raw-data buf­
fer. If both these conditions are satisfied, it starts 
the ADC handler process by calling its driver sub-, 
routine. As another example, there is a section to 
determine if there is a full raw-data buffer, an emp­
ty thawed-data buffer, and an 1nactive thawing rou­
tine. If all these conditions are satisfied the thawing 
process driver subroutine is called. 

Whenever a process completes its task, it sets 
the status of any buffers it has used to the appropri­
ate value, sets its own status to inactive, sets a 
check status flag,' and "dies" (the thawing l?rocess 
simply returns to themain idle loop; the I/0 handler 
processes return to the interrupt routine without ini­
tiating any I/O activity that would cause a later inter­
rupt). The check- status flag is really a software in­
terrupt that tells the system to make a pass through 
the check- status routine, whenever it is convenient, 
to see if any processes may now be activated. Thus 
the completion of one task does not directly initiate 
another task, but rather it causes various status bits 
to be set, reflecting the new state of the data and the 
system. Processes are then initiated when the neces­
sary conditions for their operation are satisfied. 

This technique has several advantages. It makes 
it easy to use pools of buffers and change the number 
of buffers. It provides a good way to control all the 
processes that are operating in parallel and that are 
starting and stopping asynchronously. It makes it 
easy to handle the case in which more than one pro­
cess is emptying a buffer at the same time. And 
finally, it makes a modular system in which it is 

easy to introduce new ·processes and new paths of 
data flow without having to worry about detailed tim­
ing cons ide rations. 

PDP-8 Second Phase 

During the second phase the data on the buffer 
track on the disk is used to update the histograms on 
the disk. Each histogram on the disk is divided into 
sections of a maximum of 2048 words each, and each 
section is stored on a separate track. Thus one sec­
tion is required for the 512-channel histogram, two 
sections for the 1536-channel histogram (all histo­
grams are double precision), and four sections for 
the 4096-channel histogram. To begin the updating 
process, one of these sections is read into core. 
Then the program begins reading in the 128-word 
sectors of the buffer track that correspond to the his­
togram whose section is being updated. At the same 
time another process scans the data in these 128-
word buffers and increments the indicated channels in 
the section of histogram in core. Since only every 
third sector must be read for any given histogram, 
and a pool of several 128-word buffers is maintained, 
it is usually possible to complete the updating of the 
histogram section in core in one revolution of the 
disk. Since there is a total of seven sections of his­
tograms to be updated, and it takes approximately 
280 msec per section ( 130 msec head- step and laten­
cy time, 50 msec read section, 50 msec read buffer 
track, 50 msec write section), it takes approximately 
2 sec to update the entire 6,144 channels of histo­
grams. 

PDP-5 SYSTEM 

PDP- 5 Experiment Background 

The second system uses a PDP-5 to collect data 
from an experiment on the 184-inch synchrocyclotron. 
In this experiment the data arrives continuously (on 
the time scale of the disk- revolution time of 50 msec). 
Each event produces a 12-bit number from an ADC 
and two routing bits. The experimenters wanted to 
accumulate 4X4096 single-precision channels of his­
togram. The goal was to design a system that could 
continuously update the histogram on the disk simul­
taneously with data-taking. It was assumed that data 
taking would have to be temporarily interrupted when­
ever it was desired to calculate a new display. 

PDP- 5 Data Flow 

The basic method for updating the histogram on 
disk is similar to that used in the PDP-8 system. 
The entire histogram is divided into sections, in 
this case 16 sections of 1024 channels each. As each 
14-bit datum arrives (refer to Fig. 4) it is divided 
into a four- bit and a 10-bit part. The four- bit part 
is used to select one of the 16 first-in-last-out "hash" 
buffers that correspond to the 16 sections of histo­
gram. The 10-bit part indicates which channel in 
the section is eventually to be incremented, and is 
entered into the selected hash buffer. While the in­
coming data is being sorted into these buffers, the 
histogram on the disk is being brought into core for 
updating one section at a time. Each section in turn 
is read into core. The 10- bit numbers in the hash 
buffer·corresponding to this histogram section are 
taken out of the buffer and used to indicate which 
channels to increment, and the histogram section is 
written onto the disk again. 



If a hash buffer becomes full before the system 
finishes updating all the other sections and gets back 
to this one, the data taking must be turned off. If 
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the events are evenly distributed over, all the histo­
gram sections, the maximum data rate is thus a func­
tion of the total number of words devoted to the hash 
buffers and the total amount of time needed to com­
plete one full scan of all the sections of the histo­
gram. Unfortunately, histograms of uniform height 
are not of much interest. In order to more uniformly 
distribute the events over all the buffers, the four 
bits that indicate the histogram section are taken 
from the least significant bits of the 14- bit datum. 
Thus each of the 16 histogram sections on the disk 
actually contains every sixteenth channel of the" real" 
histogram. This technique seems to do a good job of 
randomizing, or "hashing," the distribution of events 
among the 16 sections. The disadvantage of this 
technique is that the histogram on the disk must be 
sorted every time the real histogram is needed, such 
as whenever the display is recalculated. This sort­
ing process, however, is quite simple and-takes 
about 2.5 sec for every 2048 channels sorted. 

In this particular system an additional complica­
tion existed because timing considerations (one 
word every 13 fJ.Sec from the disk, 6 fJ.Sec core cycle 
time on the PDP-5) dictated that while data was 
being transferred to or from the disk, the program 
could not execute any indirect memory references, 
any JM~, or any JMS instructions (one can, how­
ever, execute an effective jump by depositing an 
address in core location 0, the program counter on 
the PDP-5). For this reason a buffer with a capac­
ity of 50 events was added to accept data directly 
from the ADC prior to sorting it to the hash buffers. 
In this way the sorting operation could be avoided 
during disk data transfers. 

PDP- 5 Program Flow 

The program is initiated by issuing a command 
(to the disk-handling routine, which uses the inter­
rupt) to-read the first section of the histogram from 
the disk. When the section has been brought into 
core a flag is set indicating which section is available 
and the command to write the section out again is 
given. Just before starting to write the section out· 
the disk routine clears the "histogram section avail­
able" flag. Completion of the write operation causes 
a command to be issued to read the next section. 
Thus the histogram is continuously scanned under 
control of the interrupt routines. Normally the ADC 
is handled by the interrupt routine, with each event 
placing two words in the ADC buffer. Whenever a 
data transfer to or from the disk is taking place there 
is the previously mentioned restriction on the in­
structions that may be executed, so the interrupt is 
left off for the.duratiori of the transfer and a special 
routine is executed that checks for ADC data and puts 
it in the ADC buffer by means of instruction modifi­
cation (to avoid indirect memory reference). The 
·main ·"interrupt-on" loop checks first to see if there 
is a histogram section available in core and if the ap­
propriate hash buffer has any data in it. If so, the 
process of updating the histogram section from the 
data in the hash buffer is continued until either the 
buffer is empty or the histogram section is no longer 
in core. After completing all histogram updating 
that can be done, the main interrupt-on loop then 
checks to see if there are any events in the ADC buf­
fer to be sorted into the histogram section buffers. 

PDP-5 Program Control 

The technique for controlling the flow of the pro­
gram is similar to that in the PDP- 8 system. In a 
system in which many different processes proceed 
in parallel, it is difficult, if not impossible, to have 
the completion of one operation .directly start the 
operation of another. Rather, the communication 
between processes is handled by flags and status 
words, most of them indicating the status of various 
buffers. The prionties of the processes are then 
established, in part, by the order in which the flags 
and statuses are scanned for jobs to be done. As an 
example, it would be very difficult to have the inter­
rupt-off disk routine directly start the interrupt-on 
histogram updating routine when a section has just 
been read into core, since the interrupt-on proces­
sor may have been interrupted in the middle of some­
thing. Instead, a word is set indicating that a histo­
gram section is available, and the interrupt-on pro­
cessor can then initiate the updating when it is con­
venient. 

PDP- 5 Timing 

As· previously mentioned, if the events are evenly 
distributed over all the histogram sections, one lim­
itation on the maximum data rate is imposed by the 
number of events that can be stored in the hash buf­
fers and the time it takes to make one complete scan 
of the histogram on the disk. In this system each 
track on the disk has two of the 16 sections. To 
read and then write both the sections on a track takes 
three revolutions of the disk, which, with the head­
stepping time to the next track, adds up to a nominal 
280 msec for every two sections. To scan all 16 
sections and step the head back to the first section 
would then take about 2.3 sec. Since there is a total 
of 2048 words of hash buffers, the maximum data 
rate would nominally be 890 events per second (2048 
divided by 2.3). It turned out that the disk used in 
this system had been adjusted to have a head-settling 
time of slightly more than 100 ms, and this, together 
with the effect of random fluctuations in the distribu­
tion of events in the hash buffers, gave rise to an ob­
served maximum rate of 750 events per second. 

The other factor that might limit the maximum 
data rate is the speed of the computer in the internal 
handling of the data. This is particular.ly a problem 
on the PDP-5·, which has a 6-fl.sec memory cycle 
time and an extra memory cycle for each instruction 
to fetch the program counter, making it only about 
one sixth as fast as the PDP- 8. It was found that the 
most critical area was the routine to fetch a word 
out of a hash buffer and increment the indicated chan­
nel in the histogram section in core. In this system, 
there is a 34-msec interval after the histogram sec­
tion is completely in core and before it is written 
out again. To keep up the maximum data rate, the 
hash buffer must be completely emptied during this 
time. After some attention to this area, it was found 
that the computer speed was just adequate at 750 
events/ sec. 

PROJECTIONS 

Single Precision 

On the basis of this experience with a system us­
sing a PDP-5 to continuously update histograms on 
a movable-head disk it is possible to make some 
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projections on what might be achievable with a PDP-
8, a PDP-8/I, or a PDP-8/L and a head-per-track 
disk. If one adopted the same basic data organiza­
tion, with 16 sections of histogram of 1024 channels 
each and a total of 2048 words of hash buffers, the 
limiting factor would be the time it takes to scan the 
16 sections on the disk. Using, for example, a DF-
32 disk, it would take 66 msec to read or write a 
1024-word histogram section. Thus if one allows 
one revolution (33 msec) after reading and before 
writing to update the section in core, the time per 
section will be 165 msec or 2. 64 sec for the entire 
histogram. This assumes that the disk addresses of 
the sections are staggered so as to avoid any read­
latency time after writing the previous section. Thus 
the maximum data rate would be around 750 events/ 
sec. Although the DF-32 does not require head­
stepping time, this advantage is counteracted by the 
much higher data-transfer rate of the Data Disc disk. 
With a RF-08 disk, which is faster as well as larger 
than the DF-32, the time to transfer one section 
would be 16 msec, with 16 msec time between read­
ing and writing. In this case the time to scan the 
histogram would be 0.8 sec, implying a data rate of 
around 2500 events/ sec. If one were to use a com­
puter with 8 K of memory, and to use the extra 4 K 
for increasing the size of hash buffers, the expected 
maximum data rates would be 2300 events/ sec for 
the DF-32 and 7500 events/sec for the RF-08. By 
developing a scheme to overlap the reading or writ­
ing of one section with updating of another (i.e., 
double buffering the histogram section transfer pro­
cess) one might even be able to achieve a rate of 
10,000 events/ sec. Such a scheme would probably 
require rewriting histogram sections in a different 
place from where they had just been read, in order 
to eliminate latency time and to reduce the time be­
tween successive transfers to only the time, involved 
in processing the disk and ADC interrupts. At the 
highest data rate, one may be approaching a limit 
due to the speed of the computer in internalhandling 
of the data. It is probable that at least 7500, and 
very possibly 10,000, events/ sec is attainable, based 
on experience with the PDP-5 system (taking into ac­
count the approximate factor-of- six difference in the 
speed of the machines a'nd the considerable extra 
work and lost time due to the restrictions imposed 
on instructions executed during disk data transfers). 
More channels could be handled at proportionally 
lower data rates. Thus with a RF-08 and an 8 K 
memory one could easily accumulate in a 64-K chan­
nel histogram at a rate of 1800 events/sec. 

Double Precision 

Although the PDP-5 system as written does not 
have double-precision channels in the histogram, it 
does not appear that there would be much reduction 
in the maximum data rate if this provision were in­
cluded. The high-order words for each channel 
would be stored on a different area of the disk from 
the low-order words. Thus the histogram sections 
brought into core in the course of normal scanning of 
the histogram would contain only the low-order part. 
An entry would be made in another buffer for every 
channel whose low-order part overflowed. When 
this buffer is full, or on a semicontinuous basis, the 
high-order parts of the appropriate channels could 
be incremented. With 12 bits for the low-order part, 
the rate at which high-order parts need to be incre­
mented is on the order of only one channel per sec­
ond. 

CONCLUSION 

A PDP-8 system was developed that can handle 
intermittent bursts of 1150 events in one second, with 
two additional seconds required to update the 6144 
double-precision channels of histogram on the disk. 
If a second buffer track were used, the system would 
be capable of accepting 2300 events during a 1- sec 
period and then updating the histograms on disk in 
4 sec. A PDP- 5 system was developed that can up­
date 16,384 channels of histogram on the disk at a 
continuous rate of 750 events/sec. A similarly or­
ganized system using a PDP- 8 with 8 K of memory 
and a RF-08 head-per-track disk could easily update 
the same number of channels at a rate of 7500 events/ 
sec, and possibly at a rate of 10,000 events/sec. 

APPENDIX 

A. Commands (Partitions) in PDP-5 System 

SET: Allows experimenter to set the value of 
various parameters, such as type and 
scales of display, gain stabilization an­
chor point, display recalculation interval. 

STORE: Starts data-taking proc'ess. Automatical­
ly interrupted at intervals specified by 
the experimenter to recalculate display. 
Return to monitor indicated by "CTRL 
D." 

LOOK: Recalculate display. 

ZERO: Zero out the histogram on disk. 

DUMP: Provide decimal dump of indicated por­
tions of histogram on the teletype. 

SUM: Sum the indicated channels. 

DRAW: Plot histogram on X- Y plotter. 

TAPE: Dump histogram onto magnetic tape. 

B. Buffer Status Bits in PDP-8 System 

Raw-Data Buffers 
1. Empty. 
2. Filling from ADC 
3. Ready to empty to magnetic tape. 
4. Ready to empty to "thawing'.' 
5. Emptying to magnetic tape. 
6. Emptying to "thawing." 

Thawed-Data Buffers 
1. Empty. 
2. Filling. 
3. Full. 
4. Emptying. 
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LEGAL NOTICE 

This report was prepared as an account of Government sponsored work. 
Neither the United States, nor the Commission, nor any person acting on 
behalf of the Commission: 

A. Makes any warranty or representation, expressed or implied, with 
respect to the accuracy, completeness, or usefulness of the informa­
tion contained in this report, or that the use of any information, 
apparatus, method, or process disclosed in this report may not in­
fringe privately owned rights; or 

B. Assumes any liabilities with respect to the use of, or for damages 
resulting from the use of any information, apparatus, method, or 
process disclosed in this report. 

As used in the above, "person acting on behalf of the Commission" 
includes any employee or contractor of the Commission, or employee of 
such contractor, to the extent that such employee or contractor of the 
Commission, or employee of such contractor prepares, disseminates, or pro­
vides access to, any information pursuant to his employment or contract 
with the Commission, or his employment with such contractor. 
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