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SILICON DETECTORS: NEW CHALLENGES 

Jack T. Walton 
Lawrence Berkeley Laboratory 

University of California 
Berkeley, California 94720 U.S.A. 

Abstract 

An introduction is given to the areas of current interest in silicon radia-

tion detector design and fabrication. Problems associated with detector grade 

silicon are reviewed. Passivation of detector surfaces with silicon dioxide 

or amorphous silicon is described. Two examples of silicon detector applica-

tions in x-ray detection and x-ray angiography are presented. 

1. Introduction 

In the thirteen years since the First European Symposium on Semiconductor 

Detectors, there has been an incredible increase in the number of semiconductor 

radiation detector applications. This increase is founded on materials im-

provements, detector fabrication technology and pulse electronics. High 

resistivity silicon crystals with diameters approaching 100 mm have become 

available permitting the fabrication of very large area (- 50 cm2) detectors, 

while the development of high-purity germanium has dramatically altered the 

range of possible applications for germanium detectors. 

Concurrent with the material and detector developments have been the 

innovations and improvements in pulse electronics. X-ray systems with spectral 

resolutions of the order of better than 100 eV are commercially available and 

~ find applications not only in laboratories but also in industrial settings. 

While the emphasis in the past decade or so has been on increased semicon-

ductor aetector size and improved spectral resolution, there has recently been 

-1-



-2-

a growing interest in detectors with improved spatial resolution. The dedica­

tion of this conference, the Third European Symposium on Semiconductor Oetec-

tors, to new developments in silicon radiation detectors and in particular, 

detectors with spatial resolution underscores this shift in interest. 

The desire for improved spatial resolution was first formally articulated 

at the Brookhaven Workshop in 1979 where Sandweiss1 and his associates 

detailed a proposal to build a high-energy particle track detector (vertex 

detector) employing silicon detectors with spatial resolutions of the order of 

50 ~m or less. Heijne2 subsequently demonstrated that high-energy particle 

tracks could be successfully reconstructed employing, initially, surface 

barrier strip detectors and then later the excellent ion implanted oxide 

passivated strip detectors developed by Kemmer3. 

With the development of the strip detectors having 50 ~m or less strip 

widths came the challenge of reading the signals from these strips. Proposals 

for the efficient readout from strip detectors range from di screte ampl ifi ers 

to entirely novel device structures, one of which has been proposed by Gatti 

and Rehak4• This symposium should provide the synergism for indicating 

specific avenues to be pursued in this area. 

While the principal focus of this symposium is on silicon micro strip 

detectors--their fabrication, readout and application, we will discuss in this 

paper results of other work being done on silicon detectors which we believe 

is important and which will illustrate other challenging areas in silicon 

detector fabrication. Consequently, we will leave the description of the 

micro-strip-related activities to the other invited papers. 
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2. Silicon radiation detectors 

Before going into any details of the broad field of semiconductor radiation 

detectors, it will be useful to briefly summarize the basic features of a 

semiconductor detector. Figure 1 shows a schematic cross section of a planar 

+. + . d 
n 1 p dlO e • The incident radiation, gamma rays, x-rays or charged 

particles produce electrons and holes which are swept by the applied electric 
. + + . fleld to the n or p contacts respectlvely. To perform as a high-quality 

radiation detector, the sensitive region must be free of charge trapping 

centers. The contacts need to be thin enough to allow the passage of the 

incident radiation and at the same time remain non-injecting for reverse bias 

field strengths of 102 to 104 V cm-1• Finally, the surfaces need to be 

passivated against changes in the ambients which may produce extensive surface 

leakage currents. 

Single crystal silicon employed in detector fabrication is high-resistivity 

N or P type (500 - 100,000 ohm-cm) or lithium-compensated P type. In the 

latter, lithium ions are drifted into P-type silicon to produce compensated 

material with a net impurity concentration of 2 - 3 x 109 cm-3 (- 100 K ohm-cm). 

As shown in the figure, there are two contacts on the detector. Common 

practice is to refer to the one with higher electric field as the IIrectifying 

contact ll while the other is called the IIblocking contact ll
• 

+ structure (n refers to high-resistivity p silicon), the n 

. + + Wl th ann p 

is the rectifying 
+ contact and the p is blocking. With high resistivity n material, the roles 

of contacts are reversed. In the limit of absolutely pure or perfectly com-

pensated silicon, this distinction between the contacts disappears because the 

electric field strength is equal on both contacts. 

Surface passivation or protection of silicon detectors has been accomplish-

ed through the use of silicon dioxide, organic coatings or semiconductor films. 
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Silicon dioxide is commonly used to passivate integrated circuits and is also 

used in detector fabrication. However, the high temperature processing typi-

cally employed to grow silicon dioxide precludes its use with silicon lithium­

compensated [Si(Li)] detectors due to rapid redistribution of the lithium at 

high temperatures. Consequently, organic coatings and, more recently, semicon-

ductor films have been employed to passivate the surfaces of Si(Li) detectors. 

A special class of organic coatings are epoxy resins which have been used for 

many years in the assembly of surface barrier detectors. The details of the 

various fabrication techniques employed with silicon detectors were reviewed 

recently5 and need not be considered in detail here. However, some specific 

comments on the availability of detector grade silicon and detector passivation 
. ~ 

Wl~J be made in the following sections. 

3. Semiconductor detector silicon 

It is encouraging that the symposium organizers have arranged for a repre-

sentative of a major silicon supplier to address this meeting. 'The supply of 

high-quality silicon for detector fabrication has at best been tenuous over 

the years and improvements in the situation would be most welcome. Unlike 

germanium which has benefitted from a close collaboration between the crystal 

grower and detector fabricator, detector grade silicon has been available for 

detector fabrication as a byproduct. Most of the high-resisitivity silicon is 

neutron transmutation doped for use in high power devices. The differences in 

the availability of these two elemental semiconductors is due in part to the 

strong interest over the past twenty years by nuclear chemists and physicists 

in gamma ray spectroscopy which has been revolutionized by the use of lithium-

compensated and, subsequently, high-purity germanium detectors. A second 

aspect in the availability of silicon and germanium crystals for detectors is 

.. 
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the fact that germanium technology is both cheaper and easier because of its 

substantially lower melting point (TGe = 936°C, TSi = 1412°C). Detector 

grade silicon has not experienced the in depth spectroscopic interest enjoyed 

by germanium. Silicon used for detector fabrication has been obtained from 

commercial suppliers whose interest in detector grade silicon is, for the most 

part, peripheral, with the result that the understanding of the silicon 

crystal growth parameters affecting detector performance is fragmentary. 

Illustrative of the problems which can occur between the silicon crystal 

supplier and detector fabricator is the experience we had when our supplier 

changed their crystal growing conditions and we suddenly found that the silicon 

could no longer be lithium ion compensated by our techniques. A subsequent 

study6 suggested that micro defects (pre B swirls) produced by the modifi~d 
~ 

crystal growth conditions might have been responsible for the low lithium\on 

mobility whiCh we observed. The new growing conditions improved the silicon 

for its use in the electronics industry, but made the material practically 

useless for detector fabrication. 

While we have had our difficulties with commercial silicon suppliers, we 

have also obtained some very remarkable material. For example, shown in Fig. 

2 is the capacitance-voltage (C-V) characteristic for a small x-ray detector 

we recently made with high-purity N-type silicon. From the.C-V data, we can 

estimate the net impurity concentration, IN O - NAI, as: 

I I 2tV 3 109 -3 NO - NA = -2 = x cm 
qw 

(1) 

where V is the voltage at which total depletion occurs (- 300 V) q = 1.6 x 

10-19 C, t = 8.85 x 10-14 F cm-1 and w is the detector thickness (0.33 cm). 

This crystal is intrinsic at room temperature since INA - Nol < ni(T) = 1.45 x 

1010 cm-3 (T = 20°C) where n. is the intrinsic carrier concentration. 
1 
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The 55Fe spectrum shown in Fig. 3 for this high-purity detector is com­

parable to that which we obtain with similar sized Si(Li) detectors. However, 

the performance on higher energy x-rays indicates the presence of charge trap­

ping centers in this crystal. ~e found an effective Fano factor of 0.17 

instead of 0.11 which we commonly obtain with Si(Li) detectors5• Neverthe­

less, the impurity level of 3 x 109 is impressive and we are presently inves­

tigating whether we can improve the crystal performance through passivating the 

deep traps with atomic hydrogen. 

The presence of trapping centers in the high-purity crystal and of micro­

defects in the crystal employed in Si(Li) detector fabrication clearly serve 

to illustrate that the measurement of resistivity and minority carrier lifetime 

are insufficient for characterizing silicon for detector fabrication. Photo­

thermal Ionization Spectroscopy and Deep Level Transient Spectroscopy are 

employed in the evaluation of high-purity germanium7 and to obtain a better 

understanding of the problems in detector grade silicon techniques such as 

these should be more commonly employed. Darken8 in a recent review on the 

characterization of semiconductors strongly emphasized the absence of defect 

characterization in silicon intended for radiation detection. Therefore, a 

challenge on the path to more complex silicon detectors would appear to be 

better characterization of silicon crystals for detector applications. 

4. Silicon detector technologies 

4.1. Contacts 

~hile silicon detector fabrication has survived or prospered employing 

what might be called nonstandard crystals for the semiconductor industry, the 

processes used in making these detectors have benefitted greatly from the 

technological advances made by the electronics industry. For example, the 
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early semiconductor radiation detectors used metal Shottky barrier contacts. 

The development of the first diffusion processes and subsequently ion implanta­

tion techniques by the semiconductor industry have been exploited in detector 

fabrication to make contacts much more rugged than the metal contacts. Fur­

thermore, it is to be expected that ion implantation will be employed to an 

even greater extent in the fabrication of the more complex devices proposed, 

since the impurity concentration and location can be easily controlled. 

4.2. Surface passivation 

4.2.1. Silicon dioxide - Industry's interest in the silicon/silicon 

dioxide interface has resulted in this system being the most thoroughly studied 

and perhaps understood solid phase system. A model for this system is shown 

in Fig. 49• While a detailed review of this model is beyond the scope of 

this paper, the major features can be highlighted. There are four types of 

charge: mobile ionic charge, oxide trapped charge, fixed oxide charge and 

interface trapped charge. Of these, the fixed oxide charge and the interface 

trapped charge are of most interest in detector fabrication assuming that the 

processing is sufficiently well controlled that the concentrations of mobile 

ions and oxide trapped charge are insignificant. The fixed oxide charge is 

positive and is assumed to be produced by structural defects in the oxide 

layer adjacent to the silicon/silicon dioxide interface. The interface trapped 

charge can be either positive or negative and, unlike the fixed oxide charge, 

it can flow to or from the unaerlying silicon. Consequently, the amount of 

interface charge can be changed. Furthermore, this charge center can be 

neutralized by low temperature annealing in a 10% hydrogen atmosphere. After 

neutralization, we find that the positive fixed charges are the dominant 

species in high quality silicon dioxide. These positive charge centers play 
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an important role in device performance since they will attract electrons to 

the interface. In the case of high-purity silicon, the density of electrons 

can be large enough to invert the surface region of the p-type silicon under 

the silicon dioxide. The consequence of this is shown in the cross sections 
+ + + of a p n and a n p diodes shown in Fig. 5. With the p n diode, the n 

surface should have little influence on the device leakage current at low 

reverse bias voltages. + However, with the n p diode, the inverted n surface 
+ can act as an extension of the n contact thereby increasing the diode 

leakage current. Consequently, from this simple model it would be expected 
+ + that silicon n p diodes will have higher leakage currents than p n. 

This model has been demonstrated experimentallylO. 

Methods for measuring the charge center densities at the Si/Si02 inter­

face are well developed. These measurements typically involve the use of a 

metal oxide semiconductor (MaS) structure with hign (10 kHz) and low (quasi­

static) frequency capacitance measurements l1 • Representative results for 

these measurements are given in Fig. 6 along with typical values of the para-

meters. The MaS measurement technique is readily performed and provides a 

convenient monitor on silicon dioxide passivated device processing. A concern 

with this technique in the past has been its application to high resistivity 

silicon since the device resistance, with certain capacitance meters, can 

obscure the capacitance measurement. With recently available impedance 

bridges, capacitance measurements can be performed in the presence of high 

series resistance. The results given in Fig. 6 were obtained with 2 kQcm 

n-type silicon and similar values have been obtained with 8 kOcm p-type sili-

con. We have successfully used this technique to monitor improvements in our 

oxide growth conditions and also in subsequent device processing. 
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4.2.2. Amorphous semiconductor films - For a variety of reasons, 

passivation coatings other than Si02 have been employed over the years both 

in the semiconductor industry and in radiation detector fabrication. Recently 

amorphous semiconductor films have been introduced to passivate the surfaces 

on high-purity germanium12 and Si(Li)13 detectors. These films are inter­

esting in that it is possible to tailor the film properties with the introduc-

tion of suitable gases during deposition to produce a neutral surface on 

high-purity germanium as opposed to the n-type surface produced by Si02 on 

silicon. 

In Figs. 7 and 8 the results are shown of scans down the sides of n-type 

and p-type high-purity germanium detectors with a collimated gamma source. If 

there is a net surface charge present on the detector, the field lines near 

the surface will not reach from the n+ to the p+ contact and consequently 

over regions near either the n+ or p+ contact, the signal charge will not 

be collected within the measurement time. However, if the net charge is zero, 

the Fermi level will be flat at the surface (flat band condition), the surface 

can be considered neutral and the field lines near the surface will reach from 
+ + the n to the p contact. As seen in Fig. 7, the 17.5% hydrogenated 

amorphous germanium (a-Ge:H) coating provides a neutral surface on the n-type 

germanium detector, while in Fig. 8, both the 7% and 17.5% a-Ge:H films are 

equally effective in producing a neutral surface on the p-type device. 

The reverse leakage currents on the same high-purity germanium detector 

with and without a-Ge:H coatings are shown in Fig. 9. The activation energy, 

EA, for the leakage currents, IL, given in the figure were derived assuming 

that: 

(2 ) 



-10-

For an intrinsic semiconductor diode at low temperatures: 

E 
IL a e - ~ (3) 

where Eg is the semiconductor bandgap energy14 Therefore it would be 

expected that EA = Eg/ 2, which is in fact observed for the bare detector 

(Eg = 0.73 eV for Ge). 

The activation energy measured for the a-Ge:H coated device was found to 

be independent of the hydrogen concentration (0.5, 7.0 and 17.5%) present in 

the argon atmosphere during the sputtering of the a-Ge:H coating. The lower 

activation energy of the leakage current for the device coated with a-Ge:H 

could be explained by: 1) the a-Ge:H coating shunting the detector junction, 

2) a lower bandgap energy for a-Ge:H than for Ge, or 3) the presence of a high 

density of neutral states at the Ge/a-Ge:H interface. Since the detector 

leakage current showed little sensitivity to variations in voltage, the shunt-

ing of the junction is unlikely. Second, a-Ge:H has a higher banagap than 

GelS. Consequently, the density of states must be the contributing factor 

to the leakage current. 

Application of hydrogenated amorphous silicon (a-Si:H) to Si(Li) detectors 

suggests that the situation may be somewhat more complex with silicon than 

germanium. Leakage current measurements on devices coated with different 

hydrogen concentrations present during the film deposition are shown in Fig. 

10 where it can be seen that unlike germanium, the activation energies of the 

leakage currents are dependent on the hydrogen concentration. However, the 

leakage current for the bare Si(Li) detector, like germanium, has EA = Eg/2 

(Eg = 1.1 eV for Silo Again, for the same reasons as with germanium, the 

observed activation energy of the leakage current is related to the density of 

states at the Si/a-Si:H interface. The increase in the activatioll energy for 
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the Si(Li) detectors is consistent with the reported decrease in the density 

of states with increasing hydrogen concentration in a_Si:H16 . While we do 

not fully understand the results on silicon, we have employed these films on a 

number of Si(Li) x-ray detectors. These results are reported in the next 

sect ion. 

In summary, the leakage currents achieved by Kemmer3 with oxide passivat­

ed detectors are outstanding and unchallenged, demonstrating that high quality 

oxidation can produce almost defect-free diodes. The use of materials other 

than silicon dioxide in the fabrication of high voltage silicon rectifiers, 

etc., would suggest that surface passivants other than silicon dioxide might 

also be successfully employed in silicon detector fabrication. Chemical vapor 

deposition of polysilicon films, for example, has long been used on h~gh 

voltage devices to overcome the problems of the positive oxide fixed charge 

and interface trapped charge, characteristic of thermally-grown silicon diox­

ide17 . High voltage integrated circuits, which share the problem with 

radiation detectors of fabrication on high resistivity silicon are becoming of 

increased commercial importance. Consequently, improvements are to be expected 

in passivation techniques and the challenge will be to successfully incorporate 

these improvements into the planned more complex radiation detectors. 

5. Applications 

5.1. Six-detector x-ray spectrometer 

Applications involving semiconductor detectors are employing increasingly 

complex detectors and detector systems. An example of the increased complexity 

is the x-ray spectrometer with six Si(Li) detectors which we are currently 

assembling at LBL 14. 
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Interest in improving the monitoring capabilities for trace radioactive 

nuclides in the environment has prompted our development of these specializea 

x-ray spectrometers (shown schematically in Fig. 11) which are characterized 

by having a close sample-detector geometry and Si(Li) detectors with thin 

entrance contacts on both sides. The six-detector spectrometer is designed to 

use Si(Li) detectors 9 cm2 in area, 7 mm thick, and a lithium contact thick­

ness of - 20 ~m versus 100 - 150 ~m for standard Si(Li) detectors. Mounted in 

a liquid-nitrogen-cooled cryostat, these detectors which are surface passivated 

with 7% a-Si:H gave the system noise performance shown in Fig. 12. Also shown 

in this figure is the expected noise contribution due to a detector leakage 

current of 1 pA. However, the measured leakage currents of those detectors 

with 800 V bias were typically - 0.1 pA and consequently, the noise due to the 

detector leakage current is negligible in these measurements. There are, 

however, differences in the detector noise performance at the longer amplifier 

time constants which may be due to the a-Si:H coating or other factors. At 

long measurement times, the system becomes very susceptible to extraneous 

noise sources such as mechanical vibrations and 11f noise. While considerable 

care was taken to exclude such sources from our system, we are not certain 

whether the variations in noise performance of the various detectors are due 

to the surface coating or to external factors. 

Spectra of Np L x-rays from 241Am incident on the lithium and gold 

barrier contacts of one of these detectors are shown in Figs. 13a and b, 

respectively. A careful comparison of the two spectra show that the peak-to­

valley ratio of the L x-rays is only slightly smaller for photon incidence on 

the lithium contact than on the gold contact (6.5 versus 7.6). The stability 

of these a:Si-H coated detectors to date has been excellent and the use of 

a-Si:H has greatly facilitated the assembly of the six-detector spectrometer. 
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5.2. Strip detectors--multielement detectors 

While we have not discussed micro strip detectors, we have been active in 

this area by fabricating devices and assisting others with their designs. The 

detectors to be reported on by Bosisio15 and Rehak16 at this symposium 
. ., 

were fabricated at LBL. Furthermore, we are working with Parker17 to inter-

~ face micro strip to an integrated circuit readout multiplexer. 

" 

'. 

In addition to micro strip detectors, we have fabricated multielement 

detectors with strip widths (- 1 mm) as shown in Fig. 14. These Si(Li) detec­

tors have been used in studies at SLAC with the synchrotron x-ray source aimed 

at reducing the risk in producing heart angiogramsl8 . The individual detec­

tor elements are coupled to current sensing amplifiers to measure the changes 

in the x-ray intensity. More recently, this detector design has been used in 

experiments on computed tomography (CT) scansl9• The experimental arrange­

ment is shown in Fig. 15 where the sample, an excised pig heart into which 

iodinated vaseline has been placed into the cardiac chambers and arterial 

tree, is incrementally rotated in the x-ray beam. The x-ray beam energy i·s 

switched above and below the K absorption edge of iodine at each position with 

the variations in the x-ray intensity being detected by the detector. From 

those incremental views the composition of the heart can be reconstructed by 

first taking the difference between the two absorption measurements and then 

employing various algorithms and a high speed computer to produce the cross 

sectional views of the heart shown in Fig. 16. The arteries are approximately 

1 - 2 mm in diameter and the ventricle is approximately 3 x 4 cm. 

The multielement detectors used in these experiments and in performing the 

earlier angiography experiments were approximately 1.5 x 4 cm and had 60 

strips. We are currently fabricating Si(Li) detectors that are 15 cm long and 

have 300 strips. When used with the new x-ray beam line planned at SLAC, 
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these latter devices will permit scanning of the heart to be accomplished in 

one pass taking 1 - 2 seconds, thereby reducing the radiation exposure to 

- 1/100 now required to produce a heart angiogram. 

6. Discussion 

Pointing out new challenges and directions in an area which changes as 

rapidly as silicon device technology is difficult. However, some of the prob­

lems facing silicon detector fabrication have been present for a long time and 

have yet to find a satisfactory solution. Two of these have been mentioned in 

this paper--si1icrin detector grade material and silicon detector passivation. 

In fabricating the new generation of silicon detectors, additional chal­

lenges are evident in incorporating detector and integrated circuit technolo­

gies, and insights into the melding of these will be presented at this sympo­

sium by Host;cka23 and Zimrner24. It would appear, however, that the 

fabrication of these new devices will employ techniques not traditionally 

associated with silicon detector fabrication. The required merging of detec­

tor, integrated circuits and materials is beyond the prevalent arrangements 

where relatively small individual groups excel at one particular detector 

fabrication technique. This will have to change if the new silicon detector 

designs are to be realized. Hopefully, this symposium will provide the impetus 

for making these changes to meet the challenges ahead. 

Acknowledgements 

I would like to thank E. E. Haller for his assistance with this paper and 

to F. S. Goulding for his continued support of silicon detector development. 

Discussions with S. J. Pearton and W. L. Hansen on amorphous semiconductor 



• 

-15-

films were very beneficial. The C-V analysis was performed by B. L. Dougherty. 

The heart angiograms were generously supplied by A. C. Thompson. 

This work was supported by the Director's Office of Energy Research, Office 

of Health and Environmental Research, U.S. Department of Energy under Contract 

No. DE-AC03-76SF00098. 

References 

[lJ J. Sandweiss, Brookhaven Workshop, Semiconductor Detectors in High-Energy 

Physics, Dec. 1979. 

[2J E. H. M. Heijne, L. Hubbeling, B. D. Hyams, P. Jarron, P. Lazeyras, F. 

Piuz, J. C. Vermeulen and A. Wylie, Nucl. Instr. and Meth. 178 (1980) 

331. 

[3J J. Kemmer, P. Burger, R. Henck and E. Heijne, IEEE Trans. Nucl. Sci. 

NS-29 (1982). 

[4J E. Gatti and P. Rehak, Brookhaven National Laboratory Publication No. 

33523 (1983). 

[5J J. T. Walton and E. E. Haller, in Proc. Materials Research Soc. 1982 

Annual Meeting, Symposium F, Vol. 16 (Elsevier Science Publishing Co., 

Inc., New York, 1982) 141. 

[6J A. Fong, J. T. Walton, E. E. Haller, H. A. Sommer and J. Guldberg, Nucl. 

Instr. and Meth. 199 (1982) 623. 

[7J E. E. Haller, W. L. Hansen and F. S. Goulding, Adv. in Phys. 30 (1981) 

93. 

[8J L. S. Darken, in Proc. Materials Research Soc. 1982 Annual Meeting, Vol. 

16 (Elsevier Science Publishing Co., Inc., New York, 1982) 47. 

[9J B. Deal, IEEE Trans. ED, ED-27 (1980) no. 3, 606. 

[10J Y. C. Kao and E. D. Wolley, Proc. IEEE 55 (1967) no. 8 (1967) 1409. 



-16-

[llJ E. H. Nicollian and J. R. Brews, MOS physics and technology (John Wiley 

and Sons, New York, 1982). 

[12J W. L. Hansen, E. E. Haller and G. S. Hubbard, IEEE Trans. Nucl. Sci. 

NS-27 (1980) no. 1, 247. 

[13J J. T. Walton, R. H. Pehl, Y. K. Wong, C. P. Cork, to be published in 

IEEE Trans. Nucl. Sci. (1984). 

[14J A. S. Grove, Physics and technology of semiconductor devices (John Wiley 

and Sons, New York 1967) 177. 

[15J G. A. N. Connell and J. R. Pawlik, Phys. Rev. B 13 (1976) no. 2, 787. 

[16J R. Weisfield, P. Viktorovitch, o. A. Anderson and W. Paul, Appl. Phys. 

Lett. 39 (1981) no. 3, 263. 

[17J B. J. Baliga, Silicon integrated circuits, part B, ed. O. Kahng (Academic 

Press, New York 1981). 

[18J L. Bos is i 0, this symposium. 

[19J P. Rehak, this symposium. 

[20J S. Parker, this sympos i urn. 

[21J A. C. Thompson, F. S. Goulding, H. A. Sommer, J. T. Walton, E. B. Hughes, 

J. Rolfe and H. O. Zeman, IEEE Trans. Nucl. Sc i. NS-29 (1982) no. 1, 793. 

[22J A. C. Thompson, J. Llacer, L. C. Finman, E. B. Hughes, J. N. Otis, S. 

Wilson and H. O. Zeman, to be published in the Proc. of Natl. Conf. on 

Instrumentation for Synchrotron Radiation, Brookhaven (1983). 

[23J B. J. Hosticha, this symposium. 

[24J G. Zimmer, this symposium. 



-17-

Figure Captions 

Fig. 1. Cross section of an idealized semiconductor radiation detector. 

Fig. 2. Capacitance-voltage characteristic of a high-purity silicon detector. 

Fig. 3. 55Fe spectrum obtained with the detector of Fig. 2 with 1000 V 

bias and 17 ~sec amplifier peaking time. 

Fig. 4. Model for the charge centers9 present in Si02• 

. f + () + () Fig. 5. Cross sectlons 0 p n A and n p B structures indicating 

the presence of electrons attracted to the Si/Si02 interface 

causing this region to be in accumulation or inversion. 

Fig. 6. (A) The low frequency/high frequency capacitance measurements on a 

MOS structure on 2 k n cm n-type [l,l,lJ orientation silicon. The 

interface state density (D it ) derived from the capacitance measure­

ments as a function of the silicon bandgap energy is shown in (B) 

along with representative values of Dit , the fixed oxide charge, 

Nf , and the flat band voltage, Vfb • 

Fig. 7. Results of scanning with a collimated gamma source along the surface 

of a n-type germanium detector coated with different surface passi­

vants. A neutral surface is indicated by a flat response along the 

surface. 

Fig. 8. Similar to Fig. 7 but showing that the a-Ge:H coatings are equally 

effective in p-type germanium detectors in producing neutral sur-

faces. 

Fig. 9. Reverse leakage currents on a high-purity Ge detector with and 

without a-Ge:H coating. 

Fig. 10. Reverse leakage currents on Si(Li) detectors with and without a-Si:H 

coating. 
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Fig. 11. Simplified cross section of an x-ray detector system intended for 

soil sample analysis. 

Fig. 12. Noise performance as a function of amplifier peaking time constant 

for the Si(Li) detectors coated with 7% a-Si:H. 

Fig. 13. Np x-ray spectra obtained for photon incidence on the thin lithium 

contact (A) and on the gold barrier contact (B) of a Si(Li) soil 

analyzing detector. 

Fig. 14. Schematic of the multielement detector employed in producing the 

cross-sectional angiograms of Fig. 16. 

Fig. 15. Experimental arrangement for the production of the cross-sectional 

angiograms of Fig. 16. 

Fig. 16. Cross-sectional angiograms of an excised pig's heart. The arteries 

and ventricle are indicated. 
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