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2.1. ANALYSIS OF AN INDUCTION LINAC DRIVER SYSTEM 
FOR INERTIAL FUSION 

J. Hovingh 
Lawrence Livermore National Laboratory 

V. O. Brady. A. Faltens. D. Keefe. and E. P. Lee 
Lawrence Berkeley Laboratory 

ABSTRACT 

A linear induction accelerator that produces a 
beam of energetic (5 to 20 GeV) heavy (130 to 210 amu) 
ions is a prime candidate as a driver for inertial 
fusion. Continuing developments in sources for ions 
with charge state greater than unity allow a 
potentially large reduction in the driver cost and an 
increase in the driver efficiency. The use of high 
undepressed tunes (0' ::::: 85°) and low depressed tunes 
(0' ::::: 8.5°) also coRtributes to a potentially large 
reduction in the driver cost. 

The efficiency and cost of the induction linac 
system is discussed as a function of output energy and 
pulse repetition frequency for several ion masses and 
charge states. The cost optimization code LIACEP. 
including accelerating module alternatives. transport 
modules. and scaling laws is presented. Items with 
large cost-leverage are identified as a guide to 
future research activities and development of 
technology that can yield substantial reductions in 
the accelerator system cost and improvement in the 
accelerator system efficiency. Finally. a 
cost-effective strategy using heavy ion induction 
linacs in a development scenario for inertial fusion 
is presented. 

INTRODUCTION 

The use of heavy ion accelerators as drivers to initiate inertially 

confined fusion reactions has been under study since 1975. 1
•

2 Early heavy 

ion accelerator concepts to provide 1 to 10 MJ of 5 to 20 GeV ions of atomic 

mass between 130 and 210 amu included an rf linac-accumulator system. a 

synchrotron-accumulator system. and an induction linac system. 2
•

3 Recent 

designs have concentrated on the rf linac-accumulator system as an ICF driver 

for the HIBALL4 and the HIBLIC _IS studies centered. respectively. in Germany 
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and Japan. The Heavy Ion Fusion System Assessment (HIFSA) study in the LSA 

assumes an induction linac, which does not require an accumulator because of 

the more intense ion bunches that are accelerated. This paper describes the 

model, computational tools and results of a cost-performance study of an 

induction linac to drive an inertial fusion power plant. Also given is a 

strategy for reducing the buy-in cost of heavy ion fusion for a single pulse 

test facility through an experimental power reactor by multiple pulsing, and 

increasing the p~lse repetition frequency of the accelerator. 

INDUCTION LINAC SYSTEM 

An induction Linac driver shown in Figure 2.1-1 is now envisioned as a 

multiple beamlet transport lattice consisting of (N) closely packed parallel 

FODO transport channels. Each focussing channel is composed of a periodic 

system of focussing (F) and defocussing (D) quadrupole lenses with spaces (0) 

between successive lenses. Surrounding the lattice are massive induction 

cores of ferromagnetic material and associated pulser circuitry which apply a 

succession of long duration, high voltage pulses to the N parallel beamlets. 

Longitudinal focussing is also achieved through the detailed timing and shape 

of the accelerating waveforms (with feedback correction of errors). A 

multiple beam injector of heavy ions operates at 2-3 MV, producing the net 

charge per pulse required to achieve the desired pellet gain. Initial 

current (and therefore initial pulse length) are determined by transport 
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Fig. 2.1-1. Schematic of current concept for a 3.3 MJ driver that uses 
ions with A = 200, q = 3. 
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limits in the lattice at low energy. The use of a large number of 

electrostatic quadrupole channels (N - 16-64) appears to be the least 

expensive focal option at low energies (below - 50 MV). This is followed by 

a lower number of superconducting magnetic channels (N - 4-16) for the 

rest of the accelerator. Merging of beams may therefore be required at this 

trans it ion. Furthermore, some splitting of beams may be requi red after 

acceleration to stay within current limits in the final focus system. 

The' use of multi p le beams increases the net charge which can be 

accelerated by a given cross section of core at a fixed accelerating 

gradient. Alternatively, a given amount of charge can be accelerated more 

rapidly with multiple beams since the pulse length is shortened and a core 

cross-section of specified volt-seconds per meter flux swing can supply an 

increased gradient. Thus the cost of the accelerating subsystem can be 

decreased. However, an increase in the number of beamlets increases the cost 

and dimensions of the transport lattice and also increases the cost of the 

core for a given volt-sec product since a larger core volume is required. 

For a core of given cross section (<< volt-seconds/m), the volume of 

ferromagnetic material increases as its inside diameter is increased. Hence 

there is a tradeoff between transport and acceleration costs with an optimum 

at some finite number of beamlets. The determination of this optimum 

configuration is a complex problem depending on projected costs of magnets, 

core, insulators, energy storage, pulsers and fabrication. The induction 

linac design code LIACEp
6 

is used for this purpose. 

The choice of superconducting magnets for the bulk of the linac is 

mandated by the requirement of system efficiency; overall, this must be at 

1 east - 10% in an ICF dri ver and idea lly ~ 20% to avoid large ci rcul ati ng 
power fractions (which result in a high cost of electricity (COE». 

Induction cores are most likely to be constructed from thin laminations of 

amorphous iron, which is the preferred material due to its excellent 

electrical characteristics and flux swing. At a projected cost of - 4 $/lb 

(insulated and wound) this is a major cost item for the first 2-4 GV of a 

typical linac. At higher voltage the cost of pulsers and fabrication of the 

high gradient column with insulators dominates. 

COST OPTIMIZATION CODE LIACEP 

The LBL 1inear Induction Accelerator £ost 1valuation frogram (LIACEP) is 

an optimization program that varies several of the physical parameters of an 
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induction linac in search of a minimum cost combination. 6
,7 In additior. to 

estimating the accelerator system cost and efficiency, LIACEP can be usee! to 

identify the components and materials that have a high leverage on the I:Ost 

and efficiency of the accelerator system. These high· leverage items are 

logical areas for research and technology development to reduce the cost and 

increase the efficiency of the accelerator system. 

In using LIACEP, the ion mass and charge, the normalized transverse 

emittance, single particle and depressed tunes (betatron phase a'dvance per 

period of the transport lattice), number of beamlets, charge per beamlet, and 

pulse repetition frequency are set. Also set are engineering parameters such 

as clearances, the acceleration module core material, and various limits to 

insulator voltages, module size, etc. Then, for a given particle kinetic 

energy, current and focussing system packing fraction, the required field at 

the beamlet edge, the maximum beamlet envelope radius, and the half period of 

the transport lattice are determined using the approximation of Lee et al.
8 

These are used as input into a focussing system subroutine, which consists of 

a description of either electrostatic or superconducting quadrupoles. From 

the focussing system subroutine, the quadrupole length and the transport 

channel inner radius are obtained, as well as focussing system costs and power 

consumption that satisfy constraints on the maximum pole tip field and beam 

radius and the minimum focussing system length-to-bore ratio. The 

acceleration system subroutines are then used to determine the accelerator 

module dimensions, power requirements, and costs for each module design. A 

cost comparison subroutine selects the minimum cost alternative of the various 

acceleration module designs. Successively higher values of current are then 

selected throughout a range limited by focal constraints; the minimum cost 

current is then selected. Next, the ratio of the focussing system length to 

the half period length is increased and the calculations repeated. After the 

optimization at one particle kinetic energy point is completed, the process is 

repeated at a higher kinetic energy level. Finally, the total cost, length, 

power, efficiency, etc., are determined for this minimum cost accelerator 

system. 

The module options investigated in the LIACEP are of three types.
7 

The 

first type consists of cores external to the beam but internal to the 

insulator. The second type has the insulator external to the beam and 

internal to the cores. The third type is similar to the second type, but has 

4 

.. 



' .. 

,w 

, .. 

... 

an accelerator core wrapped around the focussing element. In most runs, the 

cost-optimized design option uses the third type modules in the low-to-medium 

voltage portion of the accelerator « 1000 MV) and the second type module!; in 

the high voltage region. The core material options in LIACEP include 

amorphous-iron, nickel-iron, silicon-iron, and ferrite. 

COST STUDIES 

Four cost studies were completed. The purpose of the first study was to 

exam; ne the state of LIACEP, and to vary some of the phys i ca 1 parameters of 

an induction linac to examine their cost leverage. The purpose of the second 

study was to examine, throughout a large parameter space of ion species, 

kinetic energies, emittances, beam energies, pulse repetition frequencies, 

and number of beamlets, the minimized cost and the resultant efficiencies of 

an induction linac to be used in a variety of power plant systems. The third 

study was based on several possible power plant sizes, reactor chamber target 

yield capabilities, and target gain curves to identify the requirements of 

the linear induction accelerator driver, and using LIACEP, to determine their 

cost and efficiency. The fourth study was performed to verify the modeling 

of the accelerator cost and efficiency for the various combinations of power 

plant subsystems for which the cost of electricity is near to a minimum. 

In all but the third study, the accelerator system assumes an initial 

voltage of 50 MV, and the costs do not include the low voltage « 50 MV) 

portion of the accelerator, nor do they include the final compression, 

transport, and focussing portion of the energetic ion beam to the target. 

These sections receive a separate treatment in the systems study due to their 

distinctive roles and technologies. However, their costs are expected to be 

small compared to the accelerator (on the order of 20%). For the third 

study, the initial voltage of the accelerator was 3 MV, using magnetic 

focussing through the length of the accelerator. 

EFFECTS OF PHYSICAL PARAMETERS ON COST 

A pre 1 imi nary problem was run to determi ne the current state of LIACEP . 
9 

This exercise reproduced the results presented by Faltens et al. for a 200 

amu, unity charge state ion (Hg+) using 4 beamlets of 75}JC of charge per 

beamlet and a total output energy of 3 MJ. The accelerator input voltage is 

50 MV and the output voltage is 10 GV. The normalized transverse emittance 
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is 1.17xlO-s meter-radians per beamlet and the tune is depressed from 60° to 

24°. The acceleration cores are of amorphous-iron, and the focussing is by 

superconducting quadrupoles. The pulse repetition frequency is 1 her~z, 

which is lower than will be used for a fusion power plant and results in a 

relatively low efficiency because the transport system and acceleration 

system power requirements are comparable at 1 Hz. Increasing the pulse 

repetition frequency increases substantially the accelerator system 

efficiency. 

The Reference Case given above is used as a base for comparison with 

other runs with changes in some of the material properties assumed in the 

acce 1 erator des i gn. One such property is the vacuum insulator fl ashover 

limit expressed as a function of pulse duration, which has an appreciable 

effect on the system cost and efficiency. The assumed design limits for 

flashover gradient vary from more than 20 kV/cm for sub-microsecond pulses to 

5 kV/cm for pulse lengths of 1 ~s and longer. There are few, if any, 1 meter 

diameter, several meter long graded accelerating columns with several 

megavolts applied across them, let alone data on their time dependent 

flashover. Thus it is desirable to examine the consequences of different 

assumptions about these limits. Increasing the short time flashover field by 

a factor of 2.5 will decrease the system cost by 13% and increase efficiency 

by 7.5%. Doubling the long pulse flashover field will reduce the cost by 14% 

and increase efficiency by 13%. Doing both will reduce cost by 24% and 

increase efficiency by 11%. Clearly, this provides motivation for 

investigation of the usable fields in a realistic structure and environment. 

Increasing the breakdown voltage across vacuum gaps does not affect the 

cost of the accelerator system. This is due to the high cost of the 

insulator which requires the insulator to be located between the acceleration 

core and the beam such that the regions between the acceleration cells in the 

module can be insulated. However, if the cost of the insulators can be 

reduced such that the core costs prevai 1 and the insulators must be placed 

outboard of the cores for a minimum cost acceleration module, the breakdown 

voltage across vacuum gaps will become important to the cost of the system. 

The effect of the high voltage breakdown of ceramic insulators in vacuum 

as a function of length on the cost and efficiency of the accelerator system 

was a 1 so investigated. The voltage-breakdown des i gn curves that were used 

allow only about 38% of the voltage hold-off properties of high-power. 
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microwave tubes presented by Staprans, ~o which is in turn about 80% of the 
voltage breakdown gradient of porcelain. By using a design curve at 40% of 

Staprans holdoff properties (the breakdown gradient for porcelain) the C<.lst 

of the accelerator can be decreased by about 11%, and the efficiency 

increased about 14%. Re-X, a General Electric castable insulator, has about 
80% of the voltage breakdown gradient of porcelain, such that it lies on the 
current design curve. Faltens recommends operating at about half the voltage 

breakdown gradient,l1 which wi 1 1 change the cost of the accelerator system.' 
However, the performance of the insulators can be increased by more frequent 

subdivisions using gradient rings. But because the cost of the Re~X 

insulators is expected to be substantially less than that of porcelain 

insulators, there may be a cost advantage to using the somewhat lower 

performing Re-X insulators in the accelerator system. 

To date we have identified the surface vacuum flashover gradient as a 

function of pulse duration for short pulses as a potential high-leverage 

field of research for induction linacs to be used as inertial fusion 
drivers. An experimental program that identifies the variables that affect 

short pulse flashover and determines the effects of lOB pulses on flashover 
will be very cost-effective. 

In addition, further studies on voltage breakdown as a function of length 
for ceramic insulators in vacuum may be cost effective. Of special interest 

is the effect of size and configuration on the breakdown. 
Using the reference case, but with the pulse repetition frequency 

increased to 5 hertz, the cost was examined as a function of beam energy, 

where the beam energy was varied by varying the beam charge and holding the 

final voltage at 10 GV. The cost was found to vary as a constant plus a 

linear term with energy. An increase in energy from 1 to 10 MJ results in an 

increase in cost by a factor of 3.3. For an output beam energy of 3 MJ, the 

cost varied as a constant plus a linear term with the pulse repetition 

frequency. For an increase in frequency from 1 to 10 hertz, the cost 

increased by only 8 percent. For the reference case at 5 hertz the number of 

beamlets was varied between 1 and 16, with the minimum cost of 8 beamlets 

only 3.5% less than the cost of 4 beamlets. 

HEAVY ION FUSION SYSTEMS ASSESSMENT PROJECT ACCELERATOR COST STUDY 

The Heavy Ion Fusion Systems Assessment (HIFSA) Project sponsored by the 
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DOE and EPRI investigated the economic aspects of potential heavy-ion driJen 

ICF power plants over a large parameter space. 12 To facilitate this, LIAGEP 
was used to perform the cost and efficiency studies for an induction linac. 

The accelerator parameter space investigated for this study is given in 

Table 1. The selection of a tune of 60 0 and depressed tune of 24 0 is 

conservative, as somewhat larger undepressed tunes and much smaller depressed 

tunes have been demonstrated to alrow stable beam propagation in the 

laboratory in small scale experiments. The amorphous iron cores were 

TABLE 2.1-1. 

ACCELERATOR PARAMETER SPACE INVESTIGATED 
FOR HEAVY ION FUSION SYSTEM ASSESSMENT 

Ion Mass 

Ion Kinetic Energy 
Beam Energy 

Emittance (un-normalized) 

Pulse Repetition Frequency 

Number of Beamlets 

Ion Charge State 

Tune: 60 0
, Depressed Tune 

Initial Ion Kinetic Energy 

130, 160, 190, 210 amu 

5, la, 15, 20 GeV 
1, 2, 3, 5, 10 MJ 

1.5 X 10-5 , 3 X 10-5 m-radians 

5, 10, 15, 20 hertz 

4, B, 16 

+1 

50 MeV 

Focussing System: Superconducting Quadrupoles 

Core Material: Amorphous Iron 

* Recent experiments show that depressed tune of 80 can be 
achieved. This will lead to cost savings. 

selected because they were calculated to cost only about 67% of the silicon 

iron cores, and less than half of the nickel iron cores, and will operate at 

an efficiency of greater than 1.5 times that of the other core materials. 
Qualitatively, the results of the parameter space investigated for the 

Heavy Ion Fusion Systems Assessment Project show that the increase in 
acce 1 erator cost with beam energy increases more rapi d 1 y for low. k i net i c 
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energy ions on target than for higher kinetic energy ions of the same ma;s, 

provided the number of beamlets is fixed. The number of beamlets tl1at 

produces the minimum integrated cost of an accelerator increases with a 

decrease in the ion kinetic energy, as well as with an increase in the total 

output beam energy. For a given voltage and total accelerator output energy, 

the optimum number of beamlets increases with a decrease in the ion charge to 

mass ratio and increases with an increase in the ratio of the depressed tune 

to the normalized emittance. At a given beam energy and ion kinetic energy, 

the accelerator cost increases with the ion mass for the fixed ion charge 

state. The cost of the accelerator decreases with an increase in emittance 

for the fixed depressed tune over the parameter space investigated. However, 

for the given accelerator parameters (total output beam energy and ion 

kinetic energy), the cost of the accelerator is a function of ion charge to 

mass ratio as well as the depressed tune to normalized emittance ratio. 

Finally, the accelerator efficiency is related to the cost of the accelerator 

in that, in general, the highest efficiency accelerators tend to have the 

lowest optimized cost; moreover, efficiency can be increased by higher cost 

tradeoffs about the cost optimized designs, if necessary. 

ACCELERATOR COST STUDY BASED ON TARGET PERFORMANCE AND FUSION POWER 

This portion of the accelerator study was based on the ICF reactor 

constraints and fusion power. Monsler et al. have identified the yield 

constraints on several generic reactor concepts.~3 The cost of a power plant 

is dependent on the fusion power output. This study was based on fusion 

powe rs of 1500, 3000, and 6000 MWf and ta rget yi e 1 d s of 300, 600, and 1200 

MJ, which cover several generic types of reactor chambers. The pulse 

repetition frequencies of the accelerator system can be determined from the 

target yield and fusion power. 

The required accelerator output parameters for a given target yield can 

be determined for a single shell target design using the Lindl-Mark gain 

curves.14 These include the total energy and, for a given ion species, the 

emittance and ion kinetic energy. For a given target yield, the output 

energy, W, is determined based on the upper bound of the Lindl-Mark "best 

estimate" gain curve. 

range of the ions 

3/2 h Also determined is the r R parameter where R is t e 

in g/cm 2 in the target material and r is the 
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target spot radius which must satisfy 

0.1 WL
/

3 < r < 0.2 WL
/

3 (W, MJ; r, cm). ~ 1 ) 

From the r3/2R parameter and the target spot radius, the desired range can be 

determined. From this range, the required ion kinetic energy can be 
LS specified from the ion range-kinetic curve of Bangerter et al. From the 

ion kinetic energy and spot radius, for a given angle of convergence, the 

max imum norma 1 i zed emittance of the acce 1 era tor beaml ets can be determi ned 

assuming that it dominates the spot radius. This completes the description 

of the required accelerator output. Associated with the target gain and beam 

energy is a peak power requirement which can be independently modulated by 

the final transport drift lines. 

For an ion mass of 200 amu, the ion kinetic energy and normalized 

emittance (based on a half-angle of convergence in the chamber of 0.015 

radians and no aberrations) as a function of target yield or accelerator 

10 

kcslerator Energy (MJ) 
2.0 :l.0 4.0 5.0 ~.O 7.0 

1.5 -.." 
15 1.-4 c: 

til 

~ 
cQ 

5" 1.:3 -. 
CD E 
Q. \0 

1.2 I 

>- 0 
C1 10 ~ ... 
<U \.l <U c: U 
<U C 

~ 
(C 

<U 
1.0 'E ..s <U 

oX 

c: 5 lO.9 ~ c:J 
.2 N 

cQ 

~Q.' E 
0 

. 0.7 Z 

0 
l _J __ -l ! 

:lLXI 6CQ 900 1200 l~ 

Target yield (MJ) 

Fig. 2.1-2. Accelerator Parameter Space as a Function of Target Yield 
for a Range of Target Spot Radii for Ion Mass 200 amu. 

.. 



output energy are shown in Figure 2 for the upper, middle, and lower bounds 
on the spot radius for which high confidence exists in the gain curves. For 

a given r3/2R, the range for the lower bound spot radius must be greater than 

for the upper bound spot radius. This requires, for a given ion mass, higher 

kinetic energies of the ions for the lower bound spot radius. The effect of 

the higher ion kinetic energy for the smaller spot radius is to require a 

smaller normalized transverse emittance than that for the larger spot radius. 

The minimum cost of the accelerator system per unit fusion power as a 
function of target yield or accelerator output energy for the upper and lower 

bounds on the spot radius and several fusion powers is shown in Figure 3. 

The cost of accelerators producing 3000 MW of fusion power at the lower bound 

spot size is given in Table II. The tune depression of the accelerator 

Fig. 2.2-3. 
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system is from 75° to 24°, and the norma 1 i zed cost is based on the cost 
1.6 minimum of 4, 8, and 16 beamlets. The cost for the lower bound spot racius 

is minimized at 8 beamlets, as given in Table II. The cost for the upper 

bound spot size is minimized at 16 beamlets. The cost for the intermediate 

spot radius shown for the 1500 MW f case is also minimized at 16 beamlets. 

Table 2.1. II Accelerator Output Characteristics, Efficiencies and 1979$ 

Costs for 300, 600, and 1200 MJ Target Yields and 3000 MW 

Fusion Power using 200 amu, q = +1 Ions. 

~ = 0.5 MV/m; a = 75° a = 24° 
't' 0' 

Initial Voltage = 50 MV; Spot Radius 
2 Range = R g/cm 

Yield, MJ 
Pulse Rep. Rate, hertz 
Energy, (W) MJ 
Ga in (G) 

3i2 R 10 3 -d2 r , cm g 
Normalized Emittance (c ), lJm-r n 
Ion Kinetic Energy, (E.), GeV , 
Cost, G$ 

Beam1ets: 4 

8 

16 

Efficiency, (n)% 
Beamlets: 4 

8 

16 

300 600 
10 5 

2.91 4.25 
103 141 

7.2 10.4 
7.15 8.65 

10.12 11 .46 

1 • 149 1 .275 

1 .107 1 .227 

1 .152 1 .276 

21.2 21.5 

22.7 24.6 

20.7 23.0 

1200 
2.5 
6.57 

183 

15.9 
10.8 

13.24 

1 .483 

1.427 

1.473 

21.6 

26.2 

25.3 

For a given accelerator energy, costs tend to vary inversely with the 

final ion energy due to the increased beam charge for a fixed normalized 

transverse emittance and tune depression. Thus, the cost of the maximum spot 

radius should be more than that of the minimum spot radius because a lower 

ion kinetic energy is associated with the maximum spot radius. The increased 

normalized emittance associated with the maximum spot radius tends to 

reducethe cost differential between the maximum and the minimum spot radius. 

12 

• 



... 

However, the cost of acceleration of the lower ion kinetic energy (associated 

with the maximum radius) is more sensitive to the number of beamlets than 

that of the more energetic ions (associated with the minimum radius) for a 
fixed accelerator energy. 

A final consideration of the analysis is the accelerator efficiency and 

ratio of fusion power to accelerator input power. For the minimum normalized 

cost shown in Figure 3, the lowest accelerator efficiency is about 22% 

ranging to a maximum of about 32%. The ratio of fusion power to accelerator 
input power (nG) ranges from 22 ranging to 52. This ratio is substantially 

greater than the minimum goal of 10 and the desired goal of 20 for inertial 

fusion. 13 

The costs given in Table 2.1-11 and shown in Figure 2.2-3 can be reduced 
by increasing the charge state, increasing the undepressed tune, and 

decreasing the depressed tune limits. For example, the cost of the 4.25 MJ, 
8 beamlet accelerator above 50 MV that produces 11.46 GeV ions can be reduced 

from 1.23 G$ to 0.639 G$ (1979$) by increasing the ion charge state to +3, 

increasing the undepressed tune to 85°, and decreasing the depressed tune to 

10.5° while increasing the number of beamlets to 16. From perveance 
considerations, this accelerator system will require at least 16 beams 
focussed on target. The cost can be decreased further to 0.514 G$ by 

inc reas i ng the a 11 owab 1 e vacuum surface flashover voltage gradi ent (41) from 

0.5 MV/m used above to 1.0 MV/m used in the Palaiseau Study9. The effect of 

these cost reduction techniques is to reduce the length of the accelerator 

above 50 MV from 10.7 to 2.23 km, and increase the efficiency from 24.6 to 

34.5%. The somewhat longer front end «50 MV) of the higher charge state 

option is more than offset by this large length reduction. 

The cost of this accelerator can be further reduced from 0.514 to 0.483 G$ by 

double pulsing a 2.125 MJ accelerator. However, the efficiency decreases 

from 34.5% to 20.8% using current technology. Complete reactor plant system 
studies 17 ,18 have shown that the increased balance of plant costs due to the 

lower efficiency of double pulsing offsets the capital cost advantage of 

double pulsing. 19 

The increase in the charge state (q) of the ions may be made possible by 

the development of the metal vapor vacuum arc (MEVVA) source which produces 
20 

la~ge quantities of ions in a range of charge states for most metals. The 
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higher charge state savings are due to the shortening of the acceleratl)r, 

with savings in the quantity of cores and quadrupoles. Some of the cost 

savings may be used up by the increased number of beamlets, which scales as 

q2 in the final focus to meet perveance constraints. These are discussed by 

Lee.2~,22 For the case selected for this paper, the number of beamlets from 

perveance considerations in the final focus does not exceed the number of 

beamlets in the accelerator. 

The increase of the undepressed tune to 85 0 is speculative. However, 

there is some experimental evidence that thi s value of undepressed tune may 

be achieved 22 as discussed later in this paper. 

The use of a vacuum surface flashover voltage gradient of 1 MV/m results 

in the high acceleration gradients of about 2 MV/m in the final regions of 

the driver. These high acceleration gradients are adventurous, and derived 

from the model used to estimate the enhancement of the flashover gradient at 

short pulse durations. 

The use of multiple pulsing 23 to reduce the cost of the accelerator is 

most effective for ions with low kinetic energy. 

realized with low kinetic energy (z5 GeV) ions. 

Cost savings of 30% can be 

A poss i b 1 e strategy for a 

low cost accelerator using low kinetic energy ions may be to use double 

pulsing coupled with a charge state of +2. This may ease the perveance 

conditions in the final focus and reduce the number of beamlets in the final 

focus elements to the target. Advances in tube technology may reduce the 

power consumption of the pulsers, which will increase the efficiency of the 

double pulsed accelerator. 

Us i ng the cost reducti on strategy descri bed above, three accelerators 

were analyzed using LIACEP to give target yields of 300, 600, and 1200 MJ 

using the minimum spot radius and the upper bound of the best estimate gain 

curve. 24 The fusion power, which is the product of fusion yield and pulse 

repetition frequency, was fixed at 3000 MW. The charge state +3, 200 amu 

ions are injected into the accelerator with a kinetic energy of 9 MeV. This 

low voltage section of the accelerator consists of 64 beamlets, using 

superconducting quadrupoles and amorphous iron cores. The transition ion 

kinetic energy (q V )for which it becomes cost effective to combine the 64 c 
beamlets into 16 beamlets is the energy at which the total unit costs for the 

64 beamlet system is equal to that of the 16 beamlet system. This transition 

ion energy is typically between 400 and 600 MeV for the cases considered. 

14 
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The 64 beamlets are then combined into 16 beamlets, and accelerated to the 
desired final kinetic energy. The accelerator output characteristics arl! as 
shown in Table 2.1-11, and repeated in Table 2.1-111. 

TABLE 2.1-IIl. 

Accelerator Output Characteristics, Efficiencies and 1979 and 1985$ Costs 

for 300, 600, and 1200 MJ Target Yields and 3000 MW Fusion Power using 
200 amu, q = +3 Ions. 

~ = 1.0 MV/m· d = 85 0 
't' , 0 

Initial Voltage = 3 MV; Spot Radius = 0.1 X W1/3 cm 
2 

Range = R g/cm ; N = 16 beamlets, V > Vc 

Yield, MJ 

Energy, (W) MJ 

Ga in (G) 
3/2R 10 3 -1/2 r , cm g 

Normalized Emittance (c ), ~m-rad 
n 

Ion Kinetic Energy, (E.), GeV 
1 

Pulse Repetition Frequency, hertz 

64 Beamlet Cost to 50 MV, M$ (1979) 
64 to 16 beamlet transition voltage 

(Vc)' MV 
c 1o, ~m-rad/degree, V < V n c 
Depressed Tune (d), V > V , degrees 

c 
Total Cost, M$ (1979) 

Total Cost, M$ (1985) 

Total Length, km 

Total Efficiency (n)% 

nG 

300 

2.91 

103 

7.15 
6.79 

10.12 

10 

108 

133 

1.1 

7.5 

552 

715 

1.97 

26.9 

27.7 

600 

4.25 
141 

8.65 
8.21 

11.46 

5 

124 

160 
0.82 

10.5 

633 

788 

2.22 

28.7 

40.6 

1200 

6.57 
183 

10.8 
10.2 
13.24 

2.5 

162 

180 
1.1 

10.0 

749 

911 

2.57 

29.0 

52.9 

The undepressed tune 00 

flashover voltage gradient 1 
of 85 0 and the allowable vacuum surface 

MV/m are used for these accelerators. The 

depressed tune for each of the accelerators is given in Table 2.1-111. 

The costs and performance of the accelerators to produce target yields of 

300, 600, and 1200 MJ are given in Table 2.1-1II for a fusion power of 

3000 MW. The cost of the accelerator increases with the target yield, but 

the performance, measured as 11G (accelerator efficiency times target gain), 
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also increases, resulting in a lower recirculating power fraction to the 

accelerator. The costs of the low voltage «50 MV) section are about 20% of 

the accelerator costs. 

The unit costs (1979$) per volt for a driver which will produce a target 

yield of 300 MJ are shown in Fig. 4 as a function of the ion energy. At low 

ion energies. the core costs dominate the total cost. At high ion energies, 

the structure (including insulators) and pulsers are the more costly units. 

Integrating the costs over the ion kinetic energy gives the total costs for 

the complete accelerator. The cumulative distribution of the costs of the 

elements of this accelerator is shown in Fig. 5 as a function of the ion 

kinetic energy. The core costs are about 33% of the total cost of the 

acce 1 era tor. 1 he superconduct i ng magnet costs represent about 23% of the 

total costs of the accelerator. lhe structure (inc"luding insulators) and the 

pulsers represent about 1"1 and 15%. respectively. of the total costs. These 
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cost percentages will change when the costs are in 1985$, as discussed 1at~r 

in this paper. 

1he results for the low voltage section «50 MV);'as computed by LIAC~P 

and shown in Fig. 4, are not very satisfactory. The cost differential 

between the 64 beam1et system and the 16 beamlet system is actually larger 

than currently calculated by LIACEP. This is due in part to not having a 

maximum ve"locity tilt (&13/13) limit in the code. 25 This limit on the tilt 

will increase the costs of the low voltage region of the accelerator where 

the beam length is long by forcing a lower acceleration rate and increasing 

the cost of the quadrupoles. The effect of the ti It limit win be more 

severe with the smaller number of beamlets than with the "larger number of 

beam1ets. The costs of the pulsers shown in Fig. 4 can be reduced by driving 

several modules with a single pulser in the region where the ion kinetic 

energy is less than 60 MeV. This could reduce the pulser cost per volt by 
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perhaps an order of magnitude in the low voltage «20 MV) region. The LIACEP 

results show very low superconducting quadrupole fields in the low voltage 

section of the accelerator due to the constraint that their length to bore 

ratio must be greater than a minimum specified number. This constraint 

results in large beamlet diameters, with concomitant large quad and core 

costs. By relaxing this constraint, the depressed tune could be increased 

which will increase the quadrupole field and reduce the beamlet diameter, 

resulting in a reduction in the quad and core costS. 25 Also, the use of 

electrostatic quadrupoles in the low voltage region may decrease the costs. 

The combining of 64 beamlets into 16 beamlets in space and time may 

result in a cost savings. This combination of beamlets will result in an 

inc rea sed emittance in the regi on with the sma 11 er number of beaml ets (or 

conversely, require a reduced emittance in the region with the larger number 

of beamlets). Thus, there is a maximum number of beamlet combinations that 

can be allowed that will give the required spot size on target with a given 

source brightness. In addition, the depressed tune should be held 

proportional to the emittance. The output emittance is determined from 

target considerations, and the depressed tune in the high voltage portion of 

the accelerator is selected to minimize the cost of this portion of the 

accelerator. The decrease in emittance in the low voltage section due to the 

combining of beamlets will require a reduction in the depressed tune to 

minimize the cost in this section. There may be a lower limit to the 

depressed tune before instabi 1 ities occur that may offset some of the cost 

advantages of combining beamlets. 

Additional cost savings can be made by changing the depressed tune along 

the length of the accelerator. For the case of the 4.25 MJ driver given in 

Table 2.l-III, but with a vacuum surface flashover voltage gradient of 0.5 

MV/m, with 16 beamlets and an initial ion energy of 150 MeV, the cost 

savings, by reducing the depressed tune from 10.5° to 8° for ion energies 

between 200 and 1500 MeV, was greater than 7 M$. 

Three accelerators using mass 133, charge state +2 ions were also 

analyzed to give target yields of 300, 600, and 1200 MJ using the minimum 

spot radius and the· upper bound of the best estimate gain curve.
26 

The 

fusion power was fixed at 3000 MW. The ions are injected into the 

accelerator with a kinetic energy of 6 MeV. The subsequent low voltage 

section of the accelerator consists of 64 beamlets, using superconducting 
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quadrupoles and amorphous iron cores as before. The transition ion kinetic 
energy for which it becomes cost effective to combine the 64 beamlets into 16 

beamlets is the energy at which the total unit costs for the 64 beamlet 

system is equal to the 16 beamlet system. This transition ion kinetic energy 

(qvc) is typically between 200 and 400 MeV for the 133 amu, charge state +2 
ion cases considered. The 64 beamlets are then combined into 16 beamlets, 

and accelerated to the desired final kinetic energy. The accelerator output 

characteristics are as shown in Table 2.1-IV. 
The undepressed tune (0) of 85° and the allowable vacuum surface 

o 
flashover voltage gradient (~) of 1 MV/m is used for these accelerators. The 

depressed tune for each of the accelerators is given in Table 2.1-IV. 

The costs and performance of the accelerators are given in Table 2.1-IV. 
The cost of the accelerator increases with the target yield, but the 

performance, measured as 116 (accelerator efficiency times target gain), also 

increases, resulting in a lower recirculating power fraction to the 

accelerator. 

The costs of the accelerators given in Tables 2.1-11, III, and IV are for 

a mature technology in 1979 dollars. The cost estimate escalation factor for 

a typical major construction project at high energy physics laboratories with 

a cost distribution of 70% conventional 
components, from 1979 dollars to 1985 

construction and 30% technical 
dollars, is 1.606. This cost 

escalation factor should not be applied across the board to the costs 

estimated by LIACEP for the following re~sons. 
The amorphous irons cores including both the material and fabrication 

were priced at $8.81 per kilogram in 1979. These costs are still 

appropriate. The cost of the superconductor material and fabrication are the 

same in 1985 dollars on a per unit mass basis as they were in 1979 dollars, 

but the number of ampere-turns required has decreased by about 25%, resulting 

in an effective cost escalation factor of 0.75. The development of castable 
insulators has cut the cost of the brazed insulators in the structure by 
about an order of magnitude. The SSC cost estimates for tunneling of 4.0 

k$/m in 1985 dollars is about the same as the accelerator building costs used 

in LIACEP (5.1 k$/m). However. the cost of stored energy has escalated from 

$2.80 per Joule to about $8.50 per Joule for long-lived capacitors. 
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Table 2.1.IV Accelerator Output Characteristics, Efficiencies and 1979 and 
1985$ Costs for 300,600, and 1200 MJ Target Yields and 3000 I..,W 
Fusion Power using 133 amu, q = +2 Ions. 
~ = 1.0 MV/m; a = 85 0 

o 

Initial Voltage = 3 MV; Spot Radius = 0.1 X W1/3 cm 
2 

Range = R g/cm ; N = 16 beamlets, V > Vc 

Yield, MJ 
Energy, (W) MJ 

Gain (G) 103 
r 3/2 R, 10 3 cm- 1/2g 

Normalized Emittance (~n)' ~m-rad 

Ion Kinetic Energy, (E.), GeV 
1 

Pulse Repetition Frequency, hertz 

64 to 16 beamlet transition voltage 

(V c), MV 
~ la, ~m-rad/degree, V < V n c 
Depressed Tune (a), V > V , degrees 

c 
Total Cost, M$ (1979) 

Total Cost, M$ (1985) 

Total Length, km 

Total Efficiency (~)% 

~G 

A rough estimate of the escalation 

dol"iars to 1985 dollars is as follows: 
1985 cores 
1985 quads 
1985 pu I sers 

1985 structure 

of 

z 

z 

z 

z 

300 

2.91 
141 

7.2 

6.79 
6.077 

10 

110 
1.1 

7.1 

545 

706 

1. 77 
27.6 

28.7 

600 
4.25 

183 

10.4 
8.21 
6.885 

5 

150 
0.82 

10.1 

635 

775 

2.16 
31.6 

44.6 

1200 

6.57 

15.9 
10.2 

7.953 
2.5 

200 
1.1 

9.5 

757 

913 

2.40 
29.8 

54.5 

the accelerator costs given in 

1979 cores 

1979 quads 

3. x ( 1979 pulsers) 

0.5 x (1979 structure) 

1979 

1985 remainder z 1.606 x (1979 remainder). 

These escalation costs may be higher than if the appropriate costs were 

placed in LIACEP because the costing algorithms in LIACEP are quite complex. 

The superconducting quadrupole cost escalation. factor of 1. given above takes 

into account that the quads cons i st of more than superconductor. L i kewi se 

the cost escalation factor of 0.5 for the structure takes into account that. 

the structure consists of more than insulator. The cost escalation factor of 
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3 for the pulsers does not take into consi~eration that the pulsers consist 
of more than energy storage, but does a llow for a factor of 10 increase in 

repetition rate and total life. 
The costs escalated to 1985$ of the acce lerators using mass 200, charge 

state +3 ions and masS 133, charge state +2 ions are given in Tab'les 2.1-II1 

and 2.1-IV respectively. 
The distribution of the accelerator costs using mass 133, charge state +2 

ions is given in Table 2.1-IV in both 1979$ and 1985$ for a driver that will 

produce a target yield of 300 MJ and a fusion power of 3000 MW. For the 

driver optimized to 1979$, the cores are the most expensive component 

followed by the superconducting quadrupoles. Escalating this design to 1985$ 

results in the pulsers becoming the most expensive component followed by the 

core. If the driver design is optimized to 1985$, the cost distribution and 

costs will differ from that shown in Table 2.1-V. 

Table 2.1-V. 

The costs of 

Distribution of Accelerator Costs for a Driver Producing a 
Target Yield of 300 MJ and a Fusion Power of 3000 MW using 
133 amu, q = +2 Ions. 

Basis Year 1979 1985 
Total Cost, M$ 54 ~ 706 
Core, % 34.2 26.5 
Structure, % 15.2 5.9 
Pulsers, % 14.9 34.4 
Quads, % 23.6 18.3 
Remainder, % 12.1 14.9 

the accelerators using 133 amu, charge state +2 ions are 

within 2% of those using 200 amu, charge state +3 ions for a given target 

yield. For all cases, the charge state to mass ratio was held constant. For 

a gi ven target yi e ld, the (depressed tune/normal i zed emittance) rati 0 was 

held constant. The difference in the cost and performance for a given target 

yield is due to the difference in the required ion kinetic energy (and hence, 

beam charge) of the two particle masses to satisfy the range requirement for 

the specified target yield. 
The 1985$ cost of the acce'lerator using 133 amu, charge state +2 ions 

optimized to 1979$ costs is cheaper than that using 200 amu, charge state +3 

ions for low target yields. However, the final transport costs of the lower 

mass, 'lower charge state ions may be greater than the higher mass, higher 
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charge state ions due to the increased number of beamlets on target required 

by the perveance limitation in the final focus. 22
,27 The required number of 

beamlets on target is about 33% greater for the 133 amu, +2 ions than for the 

200 amu, +3 ions due to the difference in the required ion kinetic energy of 

the two particle masses to satisfy the range requirement for the specified 

target yield. The number of final transport beamlets of 200 amu, +3 ions on 

target is matched to the 16 beamlets in the high voltage end of the 

accelerator such that no -beam splitting is required for the final transport 

tothe target. The 16 beamlets of the 133 amu, +2 ions from the high voltage 

end of the accelerator may need to be split into a minimum of 22 beamlets, 

with a dec rease in the beaml et emittance in the accelerator to preserve the 

spot radius on target. The decrease in the emittance may require a lower 

depressed tune in the accelerator to mitigate the impact of the lower 

emittance on the accelerator costs. If the depressed tune is reduced too 

far, stabi 1 ity problems may occur in beaml et transport. 28 An additi ona 1 

consideration is that the emittance increases due to excessive combining 

and/or splitting of the beamlets can lead to an unacceptable loss of beam 

brightness at the final focus. 

The cost and performance of the accelerators to produce a gi ven target 

yield using mass 133, charge state +2 ions is very close to that using mass 

200, charge state +3 ions. The final focussing requirements for the mass 

133, charge state +2 are more demanding than that for the mass 200, charge 

state +3 ions. Beamlet splitting may be required to satisfy the final 

focussing requirements for the driver using the mass 133, charge state +2 

ions. 

LIACEP Analysis of Selected HIFSA Project Code Sample Cases 

The inertial fusion power plant systems analysis code ICCOMO was written 

by McDonnell Douglas Astronautics Company for the HIFSA Project.
29 

ICCOMO 

used curve fits to LIACEP calculations of the accelerator cost in 1979$ and 

performance for the parameter space given in Table I. The LIACEP results for 

ion charge state +1, an undepressed tune (0
0

) of 60 0
, depressed tune (0) of 

24 0 and a vacuum voltage flashover gradient (4)) of 0.5 MV/m used in ICCOMO 

were multiplied by "appropriate" factors to account for the higher charge 

state, undepressed tune, voltage flashover gradient and lower depressed tune 

presently believed to be feasible, and the conversion to 1985 dollars. 
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Table 2.1-VI. Comparison of the Accelerator (V>50 MV) with those used in 
lCCOMO for A=130 amu Ions. 

Parameters 

Case 

Clo 
CI 

<p (MVlm) 

q 

N beam1ets 

Frequency, hertz 

Ion kinetic energy, GeV 

Total Energy, MJ 

Normalized Emittance, 

llm-radians 

Cost, M$ 

LIACEP (1979$) 

LIACEP (1985$) 

ICCOMO (1985$) 

Efficiency,_ % 
LIACEP 

ICCOMO 

Length, km 

LIACEP 

ICCOMO 

LIACEP 

85 

8.5 

1.0 

+3 

16 

1 

11 

7 

4.72 

11.3 

500 

700 

727 

39.5 

41. 2 

1. 61 

1.39 

ICCOMO 

60 

24 

0.5 

+1 

16 

15 16 

3 5 

8 7 

7.76 3.40 

11 .7 9.38 

570 380 

740 480 

840 614 

38.2 36.2 

32.3 35.5 

1.99 1. 51 

1.68 1. 31 

The cost and performance of the accelerators for three promising power 

plant systems were selected for verification by LIACEP of the curve fit and 

factors used in ICCOMO. The three cases represent a wide variation in the 

accel erator output energy and pul se repet iti on frequency. The output 

parameters of the accelerators for the three cases as well as their cost and 

performance are given in Table VI for the acceleration region above 50 MV. 

Three costs are given for each accelerator; the LIACEP computed cost in 1979 

dollars, the LIACEP computed cost to 1985 dollars, and the cost generated by 

lCCOMO. These new results, when input into ICCOMO, should reduce the cost of 

electricity of the Case 15 and 16 inertial fusion power plants. 
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Accelerator Scaling Laws 

The scaling laws for transportable current can be derived from a simple 

set of formulas relating transportable current to lattice properties which 

were originally derived by A. Maschke and presented by Courant 2
• Since these 

serve as a good framework for the discussion of recent developments in high 

current transport they are rederived here. The continuous limit 

approximation for alternate gradient focussing is adopted here, but the more 

accurate expressions developed by Lee
8 

are used in LIACEP. Let dO be the 

phase advance of a single ion trajectory (at lo'w current) per lattice period 

of length (2L), n the lens occupancy factor, (BI) or (EI) is the focal 

field gradient, [Bp] the particlels magnetic rigidity and v its velocity. 

Then we have approximately 

(1 ) 

The depressed tune (d), which is the actual phase advance per period in the 

high current beam [mean edge radius (a) and electric current (I)], is given 

by 

2 2 
d = d 

o 

Normalized emittance (En = ~yE) is related to depressed tune and radius by 

In addition to these three relations we have the definitions 

[Bp] = 13y M c 
qe 

(2) 

(3) 

(4) 

where M = MoA is ion mass, Mo is the atomic mass unit, q is charge state and 

E is kinetic energy. Values of 13 are generally less than about .33 for 
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conceptual drivers, so with: ~ 1% error we set 

l3y=(2 QeV) 1/2, 
M Ac 2 

o 

(5) 

where V is the cumulative accelerating voltage experience by an ion. The 

magnetic field or electric potential of the quadrupoles, evaluated at the 

beam radius, are respectively 

B B' a<3.0T 

~ = E' a
2
/2 < 50 kV 

(6) 

(7) 

In the original treatments of high current transport equations (1 )-(3) 

were solved for I, a, and L as functions of the other parameters; this gave 

for magnetic lenses: 

} (9) 

(10) 

with B given in Tesla, En in meter-radians, and the tunes in radians. 
In the earliest application of these formulas there was little sound 

basis for fixing the values of ao and a. The assumptions, ao ~ 90 0 and 

a/a > 1/v2 were made somewhat arbitrarily,· although the factor 1/v2 o -
corresponds to the space-charge defocussing force being equal to one-half of 

the restoring force of the lenses. The current limit [Eq. (8)] does not 

apply in final focus, where the beamlets are expanded to large radii for the 

last 180 0 of phase advance before the reactor chamber is reached. However, 

it does apply, along with Eqs. (9) and (10) in the transport lines prior to 

finalfocus and the induction linac transport lattice. Developments relating 

to the use of these transport limits since 1976 are summarized here, and 

discussed in more detail later: 
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a. Calculations based on a Kapchinskij-Vladmirskij model for the 

beam distribution strongly suggested in 1983 that the beam 

should be stable provided 010 > 0.4 and 0 < 60°. 
o - 0 -

b. Measurements in the Si ngl e Beam Transport Experiment at LBLz 

found no evidence of instability for 010 > .1, thus 
o -

broadening the window of available parameter space. Both 

experiment and simulation are in agreement; the latter shows 

that for a well-aligned beam there may be no lower limit to 

010
0

. 

Heavy ion driver studies have for several years concentrated on the use 

of charge state q = 1 and the highest available mass (A ~ 200); however, it 

has been noted that increased charge state may be desirable in order to lower 
9 

linac cost and length. It is clear that increased q or decreased A 

decreases the final cumulative acceleration potential required to reach a 

final given ion velocity, but it is less clear, given the constraints of 

transportable current and range in the target, that this is a useful path to 

take. Examination of Eqs. (5)-(10) shows that increased q and decreased A 

are equivalent as regards transport for given V. The primary differences 

are in the availability of good sources and range in the target at fixed 

final velocity. 

For ion range in the target the situation is clear: at ~ z .3 an ion of 

mass number A = 100 has about twice the range as an ion of mass number 200. 

Other things being equal the doubled range would halve the specific energy 

deposition, and to achieve equal target gain the spot radius would need to be 

decreased by approximately a factor of ~2. 

The only heavy ion sources available at present which can be readily 

adapted to driver requirements are the contact ionization of Cs and the 

Mercury vapor arc. However, the metal vapor vacuum arc (MEVVA),20 which 

produces copious ions of high brightness in a range of charge states for all 

metals, is undergoing an impressive development and may be considered as a 

possible future driver source. The main problem in adaptation appears to be 

the removal of unwanted charge states from the pulse before introduction into 

the induction linac. 
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We assume here that the highest mass ions will be used because of their 
short range, and that charge state can be increased arbitrarily until some 

transport or focal limit is. reached. If % is small, so that the factor 
o 

[1-(0/00 )2] in Eq. (8) can be replaced by unity. then the following scale 

relations are found for (~)~(~) I : 

At each value of voltage V, comparing beams of the same normalized 
emittance (~n) but differing charge state we have 

(~)~(~) I = a (~) , (11 ) 

I ~ aI, '[ ~ or 
p p 

volt-sec/m ~ volt-sec/m . 

The significance of this transformation is that the transported power is 

increased by the factor a at given V with very little change in the 

transport lattice. Only the half period has been decreased by the modest 
-1./4 factor a . The big change is that the depressed tune 0 is decreased by 

-3/4 
the factor a . A discussion of tune limits is given below. 

There are many possible linac configurations for a given value of q; the 
low cost optimum is found by LIACEP. One attractive possibility (not 
optimal) is found by simply applying the transformation [Eq. (11)] to a known 
configuration with q = 1, raising its charge to q = a and eliminating the 
high voltage portion of the linac so that the final kinetic energy is 
unchanged. This procedure is expected to yield incremental cost savings for 

the main portion of the linac of - 28% for each doubling of q, and in fact 

LIACEP verifies this approximate cost scale. This cost savings does not 

include the first 50 MV or the final transport and focus lines. The cost of 

these components will, in fact, increase with higher charge state, so that an 

optimum charge state can be established. 

27 



At low voltage (V < 50 MV) the current that can be conveniently 

transported with superconducting quadrupoles is low, and the use of 

e 1 ectrostat i c quadrupo 1 es is preferred. Unfortunately, the sca 1 e law for 

increased charge state is not attractive for this form of transport. It is 
8 found that the electric line charge density per meter is limited by the value 

>.. < (.6 l&)~ 
- m 50 kV 

(12) 

where we assume a = 901), a « a , and n = 1/2. Hence e'lectric current 
o 0 

112 increases only as q , and we are led to consider a large number of 

beamlets of small radius, which are merged for the magnetic transport lattice. 

As mentioned, in the early work on transport limits Maschke adopted the 

va lues 0
0 

= 90° and 0/0
0 

= 1/-/2. In fact, it is not 

from Eqs. (8)-(10) that a higher allowed value of a 
o 

wi 11 result in lowered accelerator costs since the 

immediately apparent 

and lower allowed a 

beam radius is also 

increased as the current increases. If the half period is eliminated between 

Eqs. (1) and (2) we get the suggestive result for a « a 
o 

I = (13 ) 

which shows current to be 1ndependent of a and proportional to 00 for fixed 
a, n. and B. Hence it is good to raise a as high as possible. The 

o 
corresponding value of depressed tune is given by 

2E (MCO )l.h 
0=--11. 0 

3/2 a [3yqenB 
(14 ) 

and a lower a 11 owed va 1 ue for a permi ts either a lower norma 1 i zed emittance 

or increased charge to mass ratio. 

Since the work of Maschke there have been severa'l developments in the 

understanding of tune limits, which now stand at the values 0
0 

< 80°, 

0/00 ~ .1; a brief summary of part of this work is given here: 
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a. Analytical ca1cu1ations 30 showed 

Vladimirskij (K-V) distribution of 

variables is unstable in stop bands 

Perturbations of order n in the 

potent i ally unstable for 

that the Kapchinskij-

transverse phase space 

depend i ng on d and d • 
o 

radial coordinate are 

Simulation 

studies 3o
,31 supported this point by demonstrating the onset 

of the thi rd order. and second order (envelope) modes with 

characteristic phase space distortions. To stabilize these 

modes the conditions dO ~ 60°, d ~ 24° were adopted for 

driver studies during the period 1981-84. 

b. Simulation studies performed with realistic (non K-V) 

c. 

distributions [by 1. Haber and C. Celata], have shown little 

evidence of unstable mode growth for dIdO > .1 and 

d < 80°. The principal diagnostic is the growth of o 
transverse emittance. This empirical result may be the 

consequence of the detuning effect of the sl ight1y rounded 

charge profile of the non-KV distributions, which could damp 

modes higher than n = 2 (the envelope equations and n = 2 

modes are nearly independent of distribution details). 

Recent simulation work
28 

has considered the effects of both 

images and higher order focal multipoles which are always 

present to some degree. For large amplitude oscillations of 

the beam ' s centroid, the image forces are found to dri ve a 

coherent internal sextupo1e mode, resulting in emittance 

growth for dIdO <.1 and moderate va 1 ues of dO (60°-72°). 

This effect can be largely cancelled by the addition of 

dodecapole elements of appropriate magnitude. 

d. High current transport experiments performed at LBL with a 

coasting 160 kV C+ beam focussed by an electrostatic FOOD 
s 

lattice yield the resule
2 

that for dO > 88° no current loss 

or emittance growth could be detected for values of dId as o 
low as 0.1. A phenomenological rule for stability is 

(M. Tiefenback): 
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,., < 1 . 
""p - J wL ' 

where wp is the plasma frequency within the pulse and 

2'11'<1 V 
W = __ 0_ 

L 2L 

is the lattice frequency. This condition may be written 

A plot of results from this experiment is given in Fig. (2.1-6) 

the stability boundaries predicted for the envelope mode. 

(15 ) 

( 16) 

(17 ) 

along with 

Finite beam 

emittance prevents experimental conclusion being made for very low tune 

values (0 < 8 0 at 0 = 60 0
). Above <1 of 90 0

, instability is observed and 
o 0 

this region is therefore not of interest for practical high-current linac 

design. 

Accelerator Architecture 

This study has focussed on single pass induction linear accelerators, 

with a small effort on multiple pulsing a single pass linac. Another 

architecture would feature the reci rcu lation of the ion beam to make better 

use of and reduce the number of accelerator cores and quadrupole sets.
23 

A 

recirculating induction linac would require a number of bending magnets 

between the acceleration zones. lhe field strength of these magnets would 

need to change after each time the beam was reci rculated to compensate for 

increased stiffness with acceleration. Also, the pulsers for the induction 

cores wou'ld have to produce di fferent voltage waveforms each time the beam 

was recirculated to compensate for the compression and bunching of the beams 

as they increase in energy through the accelerator. These difficulties can 

be overcome, but a recirculating induction linac system has not yet been 

analyzed. 
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Strategy for Introduction of HIF 

The cost of a heavy ion induction linear accelerator for inertial fusion 

has decreased substantia lly with the prospect of higher charge state ion 

sources, higher undepressed tunes and I ower depressed tunes. Indeed, if 

these prospects are substantiated in the laboratory, induction linear 

t40 

130· 

120 

110 

100 

- 90 
~ 
0 ... 

80 CD 
a. -en 

70 CD 
CD ... 
Cl 
CD 110 :s 
b SO 

40-

30 

20 

to -

0, 
0 

100~ 01 b .. m 
/ 

/ 

/ 

/ 

~ from tllO II.V du. /.0 
~~~!'-'t"1i! !f~!.!~ !c:u..':! / 0./ 0 

/ 
/ 

~~.~!;_~!,,:,p.!~!~.~U!U!' .. ~.~~~ / .9 
/ 8."'-

70( ... 
,l..,z - . ;~. ///YM 

/ .~C4IC1Jleted -c:P. v envelope 

Q'~. 
/ 

./ 

/ 
/. 

/ 

~!8 ~~., 
.. : .,..,.- t 

~ , 
0. . , 

/ 0:' ~-~ . G ~ 10::0'. 
/ ··C': . -..... -.... --.- - .. : 

, • • • • I • • • • I I • • , l 

10 20 30 40 so eo 70 BO 90' 100110120130140150160 

CTo (degrees/period) 

Fig. 6. The experimental limits on beam stabi lity in terms of the 
undepressed time (0) and depressed tune (0). Zones of predicted and 

o 
observed instabi lity are depicted in the (0,0 plane). The cross hatched 

o 
area corresponds to the unstable envelope mode predicted for the KV 
distribution. Data points (except for those on the lower broken line) 
indicate the onset of emittance growth or disruption as 0 is increased, 

o 
with the phenomenological fit wp = wL/3 given by the dotted line. The 

zone below the lower broken ·Iine is inaccessible due to the nonzero 
emittance of the SBTE beam. (Courtesy of M. Tiefenback) 
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accelerators using heavy ions may be economically competitive with photon 

drivers for driving inertial fusion reactions on a single pulse basis, as 

well as an inertial fusion e"lectric power plant. 

A Sing"le Pulse Test Faci lity (otherwise called a Target Physics 

Demonstration Facility)33 is the next step in the development and 

demonstrati on of the U. S. Inertial Confi nement Fus i on Program supported by 

the DOE Defense Programs. This facility, between 1 and 10 MJ, will be 

capable of -both military and civilian applications experiments, in addition 

to target physics studies. Because of the higher efficiency of coupling the 

beam energy to a target by heavy ions relative to short wave photons, if a 

heavy ion driver were selected, it might require only about half the output 

energy on target as a laser. 

The energy output of a given induction linac can be substantially 

increased by multiple pulsing, which has been demonstrate~ in the laboratory, 

where a sequence of pulses about 10 to 20 microseconds apart are produced. 

Thus, a heavy ion induct i on Ii nac d ri ver can doubl e its output energy on 

target (at the cost of lowering the acce"lerator efficiency) by double 

pulsing, for on"ly the incremental cost of the additiona-I stored energy, fast 

pulsers to reset the cores between pulses, and the installation of beam delay 

lines between the final beam compression and bunching region and the target 

chamber. Since accelerator efficiency is not an issue in the early part of 

an reF development scenario, a heavy ion 1 MJ induction linac can be used in 

a driver for the Single Pulse Test Facility (SPTF) to, for example, 

demonstrate target gain, and perhaps produce a target yield of about 40 MJ. 

This accelerator can be upgraded to a driver output of 2 MJ by double pulsing 

(which may produce a target yield of 150 MJ), or 4 MJ by quadrupole pulsing. 

The pulse repetition frequency of the accelerator can be increased to 1 

hertz, and a second target chamber can be built. This facility, which can be 

operated in parallel with the existing Single Pulse Test Facility using the 

same accelerator, can be used as an Engineering Test Facility (ETF) for 

evaluating materials, civi lian reactor concepts, and components, as well as 

perform other missions requiring a fusion environment, and capable of being 

performed at a fusion power of 150 MW. This Engineering Test Facility will 

require the mass production of targets as wel I as a target injection system, 

and a heat removal system capable of handling about 200 MW. 

For a modest cost, the accelerator can be upgraded to a pulse repetition 
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frequency of 3 hertz, and a thi rd target chamber can be bui It based on the 

results from the SPTF and the ElF. This target chamber, which can, if 

desired, operate in parallel with the SPlF and the ETF, will be integrated 

into a complete, scaled, engineered electric production plant for the net 

production of electricity from inertial fusion. This facility, called the 

Experimental Power Reactor (EPR), will produce 300 MW of fusion power with a 

net electric power to a grid of 30 MWe if it is operating in parallel with 

the ETF, and 450 MW of fusion power with 120 MW net electric power if it.is 
e 

operating as a stand-alone machine. 

The evolution of HIF facilities using the above strategy ;s given in 

Table VII, using 6.7 GeV, mass 200, charge state +3 ions with a normalized 

emittance of 4 }.1m-radians. The target gains are based on the Lindl-Mark 

curve:L4 of single-shell targets, using the lower bound target spot radius 

determi ned at 1 MJ of dri ver output energy. Increas i ng the dri ver output 

energy to 2 MJ will require that the target spot radius must be increased by 

about 50%, which can be done in the final optics. 

The HIF development scenario given above may result in an attractive 

buy-in price for the driver portion of a Single Pu"lse Test Facility. Since 

this would be a first-of-a-kind device, we are unable to readily estimate its 

cost in 1985 dollars. However, percentage incremental costs for its 

extension as an ElF and EPR driver have been made. The upgrade incremental 

cost of the accelerator for use in an ETF is about 32%. This machine would 

simultaneous"ly drive the SPTF and ETF. For an additional 3.5% incremental 

cost, which covers the upgrade to a higher rep rate, the HIF community wi 11 

possess an accelerator that can drive SPTF, ETF and an EPR. Separate 

accelerators for all three facilities would cost 275% of the combined use 

Table VII. Evolution of Facilities by Multiple-Pulsing 

an Induction L;nac Driver Producing 1 MJ per 

Pulse in a HIF Development Scenario. 

Energy Repetition Fusion 
Output Pulses Rate Power 

MJ hertz MW Facil it~ 
1 1 <1 <40 SPTF 
2 2 <1 <150 SPTF 
2 2 1 150 ETF 
2 2 3 450 EPR 
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machine. It must be pointed out here that the additional transport lines and 

final focus magnets for these facilities will add a substantial and unknown 

cost, estimated roughly at 10% of the total for each facility. 

other accelerator upgrade scenarios can be constructed to implement the 

HIF development scenarios using multiple pulsing and taking advantage of the 

small cost of increasing the pulse repetition frequency of induction linear 

accelerators. The options, coupled with physical separability of the driver 

from the fusion reaction chamber intrinsic t'o inertial fusion could make 

possible a cost effective path to the operation of an Experimental Power 

Reactor based on inertial fusion using induction linacs as part of a heavy 

ion driver. 

Conclusions 

Recent advances in the technology and experimental results on key 

transport physics issues result in increased prospects for significantly 

reducing the cost of a linear induction accelerator using heavy ions as a 

driver for inertial fusion. These advances inc lude a source that produces a 

SUbstantial percentage of ions at a selected charge state greater than +1. 

The stability of a heavy ion beam in a transport lattice for a high 

undepressed tune with a low depressed tune has been demonstrated in the 

Single Beam Experiment. The acceleration of several parallel beamlets by a 

single core has been demonstrated in the Multiple Beam Experiment. Multiple 

pulsing of cores has been demonstrated. Other important issues such as 

combining beamlets in a matching section at the transition from electrostatic 

focussing to magnetic focussing, bending of space charge dominated beams, 

drift compression, and final focus physics, can be investigated in the 

proposed scaled driver experiment ILS[34 for a relatively small cost. 

The intrinsic advantage of inertial fusion that the driver is separable 

from the fusion reaction chamber can be utilized to operate several fusion 

reaction chambers from a common driver. This is possible by switching the 

driver beam to the various chambers in the time interval between beam pulses 

by using simp'le switching magnets. Because the incremental cost of 

increasing the pu'lse repetition frequency is smal I, and because the output 

heavy ion beam energy from a linear induction acce'lerator can be multiplied 

by multiple pulsing at a small fraction of the initial cost, a cost-effective 
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scenario for the development of inertial fusion is possible. This scenario 

would use a single heavy ion 'Iinear induction accelerator as a driver, with 

several upgrades, for a Single Pulse Test Facility to be used for target 

physics studies, as well as civilian and military applications, an 

Engineering Test Facility for testing materials and inertial fusion reactor 

concepts and subsystems, and an Inertia 1 Fus i on Experimenta 1 Power Reactor 

~ for studying issues in an integrated inertial fusion reactor facility with a 

net production of electrical power. These facilities would be constructed in 

series, but operated in parallel. 

The use of energetic heavy ion beams from linear induction accelerators 

is a cost-effective, minimum risk way to proceed in the shortest time to 

commercial power from inertial fusion. A strategy includes the use of heavy 

ions from an induction linac for all the intermediate facilities between the 

current Nova/PBFA class of machines and a commercial fusion power plant. A 

scaled driver, such as ILSE, is necessary to address many of the driver 

physics issues that currently exist. 

-
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