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ABSTRACT 

Crystalline particles and grains embedded in CU35Ti65 glass ribbons have been 
amorphized by isothermal cold rolling. The structural evolution has been studied by 
X-ray diffraction and TEM techniques. Initial particle morphologies are spherulitic and 
spherical, the latter with sizes ranging between 10 and 100 nm. The new amorphous 
phase seems to nucleate at crystalline-amorphous matrix interfaces. Initially there is a 
well defined interface between the new and the existing amorphous phases but it 
disappears as rolling progresses. Crystallites on a nanoscale still present in the final 
stages of particle amorphization have been observed by convergent beam electron 
diffraction. Mter sufficient deformation the consolidated ribbon becomes completely 
glassy. A morphological description of the transformation process in terms of crystal 
destabilization and solid-state particle melting is presented. 

INTRODUCTION 

Amorphous metallic alloys are traditionally produced by rapid solidification and 
vapor deposition techniques. Several mechanisms of metallic-glass formation via solid
state reactions have recently been discovered and investigated. Experimental observa
tions, and the thermodynamics and kinetics of these solid state amorphization reac
tions (SSAR) have been reviewed recently [1]. Some of the methods of synthesis are 
[1]: annealing of diffusion couples; hydrogen absorption and desorption; isothermal 
annealing of codeformed metal lamellar and filamentary composites; ion and electron 
irradiation of diffusion couples and· homogeneous phases; and mechanical alloying. 
The first three avenues involves the release of excess chemical enthalpy under isother
mal conditions. The last two are representative of externally driven processes 

This study is concerned with the complete amorphization of a partially
crystalline metallic-glass ribbon under isothermal rolling conditions. Two important 
aspects to study are: the microstructural evolution during the accumulation of lattice 
defects and the nucleation and development of the new amorphous phase. Both 
aspects have been studied by X-ray diffraction (XRD) and transmission electron 
microscopy (TEM) techniques. 

Schwarz and Koch reported the amorphization of the crystalline intermetallics 
NiTi2 and Ni45Ti45 by high energy ball milling [2]. The maximum temperature increase 
(above the average processing temperature) was calculated to be 3SK by allowing the 
particle to shear under the stress produced by the head-on collision of the steel balls 
[2]. According to Schwarz and Koch, the amorphization reaction proceeds by a build-
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Fig. 1. X-ray diffraction patterns of the starting ribbon and after successive rolling 
passes (a through d). The reduction ratios are indicated in the figure. 

up of lattice defects that destabilizes the crystalline particles in the powder. . From 
our observations, a similar process is proceeding with the rolling of multi phase rib
bons. However, particular aspects of microstructural evolution may be totally 
different for each of this processes. 

EXPERIMENTAL 

Copper (99.999 % pure) and titanium (99.93 % pure) were levitation melted on 
a silver boat in an argon atmosphere. The resulting ingot of composition CUas Ti6S was 
then melt spun under helium into ribbons of about 40 p,ID thickness. The resulting 
morphology is discussed further below. The ribbons were examined on both sides by 
XRD using Cu KG' radiation. The pattern in Fig. la identifies the crystalline phases 
present as CuTi2 and CU3 Ti2• 

The ribbons were stacked between two plates of 24 gauge stainless steel and 
rolled in a standard rolling mill. The rolling conditions are slow and nearly isothermal 
with a constant rolling direction. The relative degree of deformation is expressed by 
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the reduction ratio (RR) which is given by the initial sample thickness divided by the 
final thickness multiplied by the number of layers in the final sample (the last term is 
denoted as 2n , where n is the number of folds made). 

The as-solidified ribbon and three rolled samples . were examined by XRD and 
TEM techniques. The three rolled samples have reduction ratios of 1.4, 1.7 and 8.5. 
Fig.1b-d shows XRD patterns taken after each of the foregoing RRs. Amorphization 
was evident after the first passes. After a RR = 2.0,the samples began to fragment, 
but with further rolling they consolidated into foils of fully amorphous CU35Ti65. 

Thin foils suitable for electron microscopy were prepared by cold':'stage ion mil
ling in order to avoid microstructural changes in the ribbons. The use of a pair of 
guns which can be rotated simultaneously makes possible the preparation of specimens 
representative of either one of the ribbon surfaces (by using one gun only) or speci
mens representative of the middle of the ribbon (by using both guns). The milling 
conditions where5kV at an incidence angle of 14 0 so as to avoid differential thin
ning. 

The microstructural evolution of particles in .th~ middle of the ribbon after a RR 
= 1.4 is discussed below. A complete description of the process will be given in a 
subsequent report [3] . 

MICROSTRUCTURAL EVOLUTION 

Starting ribbons 

A fine crystalline layer forms on the free-surface (FS). The phase observed by 
TEM is CuTi2 with a grain size of 0.2 I'm. The phase CU3Ti2 was observed only in very 
small amounts. However, the XRD pattern in Fig. 1a shows large peaks correspond
ing to this phase; these can be explained in terms of a crystallization texture. In the 
middle of the ribbon (MR) there is a primary crystallization of CuTi2 particles, with 
the particles size increasing towards the free surface (FS). In the MR the particle dis
tributionis trimodal with modes at 100 nm, 40nm, and 10 nm, as shown in Fig. 2. 
Some of the smaller particles are observed to be twinned; the particles closest to the 
FS are large 100 nm particles of a spherulitic morphology. Near the wheel surface 
(WS) only the smallest particles are observed. The structural gradient through the rib
bon arises from a pronounced cooling gradient across the ribbon thickness [4]. Addi
tional consideration of the variations of the cooling rate through the ribbon and velo
city of the solidification front as affected by heat transfer and recalescence effects, can 
explain the microstructural variations [5] ,[6]. 

Accumulation of defects and nucleation of glass (RR=Lo. 

After a RR = 1.4, XRD indicates a decrease in the amount of crystalline phase 
present (Fig. 1b). TEM examination of the MR reveals a new glass phase nucleated at 
the particle boundaries in a melting-like amorphization process. The microstructural 
aspects of this process are illustrated in Fig. 3 where the new amorphous phase 
appears as a halo-like region at the outer periphery of each of the various particles. A 
large spherulitic particle results in an acicular morphology. In the lower right near the 
crack two particles that are undergoing amorphization are observed; the one on the 
right shows twinning while the one on the left, in a more advanced stage of amorphi
zation, shows small 5 nm crystalline regions. The amorphization of particles is shown 
in more detail in Fig. 4 where the central portion of a spherical particle is crystalline 
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Fig. 2. Particle distribution in MR 
(a and b). The distribution is tri
modal with modes at 100 nm, 40 
nm and 10 nm. XBB· ·860-8812 

Fig. 3. Microstructure of the MR after 
RR=1.4. Melting-like amorphization of spher
ical particles and development of acicular mor
phology from spherulitic particles are observed. 

XBB 869-7886 

CuTiz. The new glass phase nucleated at the interphase interface and migrated 
inward. At this stage of deformation the interfaces between the matrix and the new 
amorphous phase are still clearly evident, but they disappear with additional rolling 
and increased amorphization [3]. Other particles were found to contain several cry
stals and amorphous regions developed at intraphase interfaces as well as at the parti
cle surface. A shear band is observed near the particle in Fig. 4 and a crack nucleated 
within the band that has been formed under tension. Other regions were found where 
the particles interact with the shear bands. It is clear that particle amorphization is 
intimately associated with the inhomogeneous distribution of plastic deformation of 
the glassy matrix. 

The foregoing observations are consistent with many previous examples of local
ized melting and amorphization. In the process of ordinary melting crystalline phases, 
the liquid phase nucleates readily at free surfaces, and grain boundaries [7]. Similarly, 
during irradiation of ordered intermetallics, the nucleation of glass has been observed, 
for example, at antiphase boundaries in ,Cu4Ti3 [8], and at dislocations in NiTi [gJ. It 
has also been shown that during amorphization induced by the dissolution of hydro
gen in a crystalline Zr.75Rh.25 solid solution, the glass phase nucleates at the grain 
boundaries [10]. Other observations of this nature are discussed in detail by John
son[lJ. All of these investigations point out that enough chemical disorder can be 
built into an intermetallic compound crystal so that it will melt into a glass that 
nucleates in the regions of highest disorder. However, as a first approximation, a 
necessary condition is that the free energy of ordering is greater than the formation 
energy of the glass. Furthermore, the intermetallic must show a narrow homogeneity 
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Fig. 4 Meltirig-like amorphization of spherical particle. A shear band is observed close 
to the particle. SAD and DF indicate that there is a single crystal of CuTiz remaining 
inside the particle. XBB 869-7887 

range since otherwise, the defect density can be accommodated by a change in 
stoichiometry rather than leading to solid-state melting. Recently, a description of 
the SSAR reactions in the language of the theory of melting has been proposed [11]. 

It is important to note that the nature of the chemical disorder produced depends 
uniquely on the synthesis method utilized. For deformation induced amorphization of 
ordered intermetallics compounds, chemical disorder can be introduced by the forma
tion of point defects, dislocations and in particular antiphase boundaries. In this 
study it was difficult to isolate such defect build-up within the tiny particles but sub
stantial defect accumulation was observed in the more extensive crystalline regions 
near the FS [3]. 

An important aspect of the melting of particles is the extent to which crystalline 
regions are retained (in terms . of the smallest crystalline region size). Typical areas in 
the :MR are shown in Fig. 5a and 5h. Two types of particles are shown; in Fig. 5a 
amorphization has started but large crystalline regions still remain; in Fig. 5b particle 
amorphization seems complete. This is verified in the electron microscope by the 
disappearence of Bragg spots in the diffraction pattern, and by the fact that the parti
cles maintain uniform unchanging contrast with specimen tilting through large angles. 
In order to examine the degree of amorphization in the particles in Fig. 5b, 
microdiffraction experiments were carried out. The probe diameter utilized is .2 J.tffi. 
which is just slightly larger than the particles so that information from the matrix is 
minimized. The convergence angle utilized (6.14 mrad) is such that non-overlapping 
regions occur for the rings from the amorphous matrix. 

Crystalline plus glass diffraction from a particle in Fig. 5a is shown in Fig. 5e; the 
[103] and [110] discs of CuTiz overlap the first amorphous ring. Discs, instead of spots, 
are observed in the diffraction pattern due to the convergence of the beam. The 
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Fig. 5. Microdiffraction experiments on the extenct of amorphization of particles; (a) 
arrowheads indicate particles that still have large crystalline regions; (b) arrowheads 
indicate particles where amorphization seems complete; (c) and (d) microdiffraction 
pattern from one of the particles indicated in (b), (d) is a different exposure to show 
the intensity distribution in the center of the diffraction pattern in (c); (e) diffraction 
pattern from one of the particles indicated in (a); (f) microdensitometer trace of (c); 
(g) microdensitometer trace of a microdiffraction pattern taken from the amorphous 
matrix, the limits of the first ring are indicated by the arrows. XBB 860-9597 

diffraction pattern from a particle in Fig. 5b is shown in Fig. 5c and also in Fig. 5d 
with different exposure in order to bring out the intensity distribution within the cen
tral region of the pattern. Diffraction was also obtained from the amorphous matrix, 
using the same beam size and convergence angle for comparison. The significant spac
ings (obtained by selected area diffraction patterns) from the amorphous matrix and 
the CuTi2 particle are shown in Table 1. The breadth of the rings are also indicated 
in the table. Curves of electron density as a function of the scattering angle 
S = 41T sin () / A = 21T / d for linear scans in different directions across each negative 
were obtained by microdensitometer traces of the diffraction negatives. The densi
tometer trace from the amorphous matrix is shown in Fig. 5g; the extent of the amor
phous ring is indicated by arrows . The densitometer trace from the diffraction pat
tern of a particle whose amorphization seems complete is shown in Fig. 5f. The 
extent of the amorphous ring (indicated by the left and right arrows) is the same indi
cating that the two glassy phases are similar. A dip is observed in the center of the 
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Table 1 
Significant Spacings 

Spacing (d) or 

Radius (A) 

2.05±.1O 
1.20±.1O 
.95±.1O 

2.28 
2.08 

S 211". (Atl =-lll 
d 

3.06±.14 
5.24±.57 
6.61±.63 

2.75 
3.02 

ring (center arrow) which is postulated to be due to the existence of nanocrystalline 
regions. As noted earlier, the diffraction pattern of a particle with large crystalline 
regions (Fig. 5e), contains the [103] and [110] spots superimposed on the first amor
phous ring. In the case of very small crystalline fragments the spots can not be 
observed but their presence is revealed in the microdensitometer trace. The dip at the 
center of the ring is the result of the superposition of the spots intensity distribution 
with the amorphous ring intensity distribution. The exact position of the dip depends 
on the relative intensity and position of the two reflections for a particular densitome
ter trace, and thus it varies within the same diffraction pattern. Although the effect is 
subtle, it is observed consistently for the particles at this stage of deformation, and it 
is never observed for the amorphous matrix. 

The microdiffraction experiments further illustrate the melting-like nature of the 
amorphization transformation. Melting proceeds from the particle boundaries and 
internal interfaces inwardS. Approaching the final stages, nanocrystalline regions still 
remain, but with further deformation these disappear leading to a homogeneous glass. 
The latter behavior will be described in a subsequent report [3]. 

CONCLUSIONS 

It has been shown that deformation-induced amorphization proceeds by a build
up of local chemical disorder through the creation of a defect structure. These local 
regions become unstable with respect to an amorphous phase that nucleates preferen
tially at internal interfaces or particle boundaries. This process can be understood on 
the basis of the thermodynamic and structural arguments that have been presented in 
[1]. 

Results of rapid solidification experiments are usually interpreted in terms of To 
curves, i. e. the locus of points where the free-energies of two phases are equal [5]. 
The To curves represent the thermodynamic limit of metastable defect-free crystalline 
phases with respect to melting. Below the glass transition temperature T g' the To 
curves mark the critical conditions for a crystal-to-glass transition. 

In the case of line intermetallic compounds it is perhaps more meaningful to con
sider a To (Cd) curve which is a function of the concentration of defects. It indicates 
the region where a metastable defective phase is preferred over the liquid. Below Tg 
and outside To (Cd) the defective crystalline phase transforms to a glass. As defects 
are introduced into a line intermetallic phase, the long range order parameter 
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decreases. Consequently, the ordering enthalpy is released and the compound can be 
superheated with res.pect to the glassy phase. If the temperature is low enough so 
that there is no substantial annealing of defects, a crystal-to-glass transition occurs. 
These arguments have been used to model the crystal-to-glass transition in intermetal
lic compounds during ion irradiation [1]. 

The approach presented above, together with the observations on the heterogene
ous nucleation of glass, provide a reasonable model of the amorphization reaction 
described in this paper. More quantitative modeling should await observations on, for 
example, the evolution of the long-range chemical order parameter during the mechan
ical deformation of intermetallic compounds. 

ACKNO~EDGEMENTS 

This work is supported by the Director, Office of Energy Research, Office of Basic 
Energy Sciences, Materials Science Division of the U. S. Department of Energy under 
contract numbers W-7405-ENG-48 (LLNL), DE-FG03-86ER45242 (CIT) and DE
AC03-76SF00098 (LBL). 

The authors gratefully acknowledge the use of the facilities at the National 
Center for Electron Microscopy, Lawrence Berkeley Laboratory. EAK wishes to thank 
the staff at NCEM for their help. EAK wishes to thank also Dr. Kenneth Downing of 
Donner Laboratory at LBL for instruction and permission to use the densitometer and 
associated software. 

REFERENCES 

[1] W. L. Johnson, to be published in Progress in Material Science. 

[2] R. B. Schwarz and C. C. Koch, Appl. Phys. Lett. 4Q, 147 (1986). 

[3] E. A. Kamenetzky, P. D. Askenazy, 1. E. Tanner and W. L. Johnson, to be pub-
lished. 

[4] R. Hasegawa and 1. E. Tanner, J. Appl. Phys. 4Q, 1196 (1985}. 

[5] E. Hornbogen, Z. Metallkde. 77,307 (1985). 

[6] W: J. Boettinger and J. H. Perepezko, in Rapidly Solidified Crystalline Alloys, 
edlted by S. K. Das, B. H. Kear, and C. M. Adam (TMS-AIME, Warrendale, PA, 
1985) pp 21-58. 

[7] L. E. Murr, Interfacial Phenomena in Metals and Alloys, (Addison-Wesley, Read-
ing, Massachusetts, 1975), pp. 320-322. 

[8] D. E. Luzzi, H. Mori, H. Fujita and M. Meshii, Acta Met. 34 , 629 (1986). 

[9] H. Mori, H. Fujita and M. Fujita, Jap. J. Appl. Phys. 22, L94 (1983) 

[10] X. 1. Yeh, W. 1. Johnson, J. Y; Tang and C. R. Shi, Mat. Res. Soc. Symp. Proc. 
58 , 63 (1986). 

[11] R. W. Cahn and W. 1. Johnson, J. of Mat. Res. 1, 724 (1986). 

-8-

',l 
\ 



" 

This report was done with support from the 
Department of Energy. Any conclusions or opinions 
expressed in this report represent solely those of the 
author(s) and not necessarily those of The Regents of 
the University of California, the Lawrence Berkeley 
Laboratory or the Department of Energy. 

Reference to a company or product name does 
not imply approval or recommendation of the 
product by the University of California or the U.S. 
Department of Energy to the exclusion of others that 
may be suitable. 



~ ..... fI .... --'\.~ 

LA WRENCE BERKELEY LA BORA TORY 
TECHNICAL INFORMATION DEPARTMENT 

UNIVERSITY OF CALIFORNIA 
BERKELEY, CALIFORNIA 94720 

~f'- ...... - ; .... 


