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Government. While this document is believed to contain correct information, neither the 
United States Government nor any agency thereof, nor the Regents of the University of 
California, nor any of their employees, makes any warranty, express or implied, or 
assumes any legal responsibility for the accuracy, completeness, or usefulness of any 
information, apparatus, product, or process disclosed, or represents that its use would not 
infringe privately owned rights. Reference herein to any specific commercial product, 
process, or service by its trade name, trademark, manufacturer, or otherwise, does not 
necessarily constitute or imply its endorsement, recommendation, or favoring by the 
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reflect those of the United States Government or any agency thereof or the Regents of the 
University of California. 
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J. Staples, R. Thatcher and E. Zajec, 
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Introduction 

The SuperHILAC (SHILAC) accelerator serves as a 
heavy-ion injector to the Lawrence Berkeley Laboratory's Bevalac 
via a 260 m transport line. Since the acceptance, and hence the 
final extracted beam intensity of the Bevalac is very sensitive to the 
emittance and dispersion of the beam at injection, a program was 
undertaken to accurately characterize these parameters under a 
variety of operating conditions. 

The Accelerators 

The SHILAC accelerator is capable of accelerating ions 
from hydrogen through uranium. Ions exit the SHILAC with an 
energy of about 8.5 MeV/A and a momentum spread of 0.3% :S, 

£lp/p :S 1.2% . After injection into the Bevalac, the ions can be 
accelerated up to an energy of 2100 MeV/A (for q/m = 1/2). 
Typical intensities exiting the Bevalac range from 107 for the 
heavier elements to over 1010 for the lighter elements. 

The Transfer Line 

The Bevalac transfer line, composed of some 12 dipole 
magnets and 32 quadrupole magnets as well as beam profile 
monitors, transports beam from the exit of the SuperHILAC to 
injection into the Bevalac. The beam envelopes of the transfer line 
for the design optics are shown in Figure I. The horizontal 
envelope is shown on top, the vertical envelope on the bottom, 
with the dispersion shown as a dashed line. The optics in the 
transfer line are complicated by the fact that it has two horizontal 
bend sections (see Fig. I ), one vertical bend section, as well as a 
rotated bend section. The momentum spread of the beam is large 
enough to significantly affect the beam size, and so the design 
optics requires that these f~ur bend sections be tuned to be 
achromatic. 

Emittance slits were installed at the exit of the SHILAC 
and near the end of the transfer line as shown in Figure 1. The slit 
plate was made of l/8 in. tantalum with 0.014 in. slit widths. The 
two slits plates were separated by aQ<>ut 2 m. With a Faraday cup 
installed behind the downstream slit to measure the beam intensity 
information, slit 1 scanned across the beam in 1 mm steps. Slit 2 
was then repositioned, and the scanning procedure was repeated. 
This arrangement is shown schematically in Fig. 2. Intensity and 
slit position information were recorded and fed into a computer 
program that calculated moments and emittance areas. One such 
result, given in Fig. 3, shows the 30%, 60% and 90% beam area 
emittance ellipses for a 20Ne beam measured at the slits located at 
the exit region of the SHILAC. 
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Emittance Exchan2e 

A comparison was made between the horizontal and 
vertical emittances at the exit of the SHILAC. Shown in Fig. 4 is a 
scatter plot of the vertical emittance, Ey, vs the horizontal 

emittance, Ex, at the exit of the SHILAC for 30%, 60% and 90% 
beam areas. The measurements were made on a variety of beams : 
H, He, C, Ne, Si, Ar, Ca, Fe, Ni and Nb. The results are 

scattered about (E/Ex)SHILAC =1. However, for any particular 
SHILAC tune this ratio was fairly uniformly distributed in the 
range 0.4 to 1.8. The variation in SHILAC emittance is often due 
to beam misalignment in the accelerator showing up in the 
measurements as clipping of the emittance ellipse. 

The transfer line has a rotated magnet section tha~ mixes 
the horizontal and vertical emittance planes. In this section magnets 
are rotated 8.82° clockwise with respect to the incoming beam. At 

the end of ·the section the magnets are rotated 21.5° in a 
counterclockwise direction. To negate the emittance mixing, the 
design optics requires that this section be tuned to be achromatic, 
and the emittances in the horizontal and vertical planes have the 
same magnitude and orientation at the entrance to the rotated 
section. In order to examine emittance e'xchange due to the rotated 
magnets, we calculated the ratio of the emittances at the Bevalac 
and SHILAC, E(Bevalac) /e(SHILAC) for both the horizontal and 
vertical R1anes ijlld COlllPared these ratios to the ratio Qf vertical to 
horizontal emittances at the SHILAC exit, (Ey/Ex)SHILAC· 
Figure 5 shows the distribution of this ratio in the vertical plane for 
several different values of (Ey/Ex)SHILAC" The vertical 

dispersion measured at the Bevalac slits was small, 11 ~ 0.25 m for 
all beams measured as expected from the design optics and does 
not contribute significantly to the vertical emittance. The 
measurements shown in Figure 5 follow the type of dependence we 
might expect if the emittances are mixed. That is, if the vertical 
emittance is greater than the horizontal emittance at the exit of the 

SHILAC, (E /Ex)SHILAC > 1, then the ratio of vertical emittance 
at the Bevall~: to the vertical emittance at the SHILAC should be 

less than 1. In fact, we see that when (EyfEx)SHILAC"' 1, then 

e(Bevalac) /E(SHILAC) = I. To be as close to injection as 
possible, re~uired that the Bevalac slits be installed in a location 
where there is significant horizontal dispersion, 11x = -2.29 m and 

the slope of the dispersion, 11'x =-0.045. In Figure 6 we plot the 
ratio of the Bevalac·tO the SHILAC horizontal emittances against 
the SHILAC "mismatch" p~ameter, (eyfex)SHILAC The trend 
in the data is consistent with the emittance exchange in the vertical 
plane. However, before we can look directly at the effect of the 
rotated section on the horizontal emittance, we first must 
deconvolute the dispersive part from the emittance measured at the 
entrance to the Bevalac. We cannot do this exactly, since we 
cannot measure all the necessary correlations between the x,JV', 
and £lp/p variables. Since the emittance ellipse near the BeV"alac 

slits has only a small tilt (near a waist the Twiss functions ax .. ·o"' 



ay ), then from beam optics for a Gaussian distribution ( for. 
correlation coefficients r 12 = r 16 = r26 = 0 ) we expect, 

Eo/Ex = (x0 x0')/ (x x') 

= ..J [ 1 • ( (Tlx /x ).1p/p) 2 ] [ 1 - ( (1l'x /x' )4p/p) 2-] 

where Ex 

Eox 
xo 
x' 0 
X 

x' 

Ap/p 

1lx 

= 

the horizontal emittance 

the dispersionless horizontal emittance 
the dispersionless horizontal beam size 
the dispersionless horizontal beam divergence 
the horizontal beam size 
the horizontal divergence 
the beam momentum spread 

the horizontal dispersion 

1l'x = the slope of the dispersion 

In our study we measured x, x', and .1p/p. The 

dispersion,Tlx• wa:; measured at the Bevalac slit area, while 1l'x was 
determined indirectly with the help of the design optics. Using these 
values and the abe>ve equation, we calculated the peconvoluted 
horizontal emittance, £Ox. The ratios of the deconvoluted Bevalac to 

SHILAC emittances in the horizontal plane, E(Bevalac)x 

/E(SHILAC)x , versus the SHILAC emittance "mismatch' 

parameter, (EyiEx)SHILAC are shown in Figure 7. The ratios 

E(Bevalac)x /E(SHILAC)x decrease as compared to the same ratio 
shown in Figure 6 and, as is the case of the vertical em,ittance shown 
in Figure 5, there is no horizontal emittance exchange for 

Ey/EX)SHILAC "' 1. 

Conclusions 

The effects we have seen in characterizing the emittance 
in the Bevalac I SHILAC transfer line show a great deal of 
consistency. In the future we will improve the monitoring and 
diagnostics of the beam to ensure proper injection into the transfer 
line and may incorporate, if possible, an on-line emittance 
measurement to help with tuning the accelerator. Measurements will 
continue in the future with the specific goal of understanding the 11 
dependence on the SHILAC tunes. 

dplp,.Q 
1::Jrmilll"" 
a1...5picm.mr 

········~ eta x 

z(m) 

\;' ,. 
i 

RQtaled 
Magnets 

FIG. 1 BEVALACTRANSFER LINE 

Bevalac 
Emillance 
Slits 

260 

-"D 
a:l .... 
E -
G> 
u 
c 
G> 
01 .... 
G> 
~ 
c 

-.... s 
I s 
u 
I ... 
c. .._. 
QJ 
u 

= 'IS .... .... ·s 
QJ . -.... QJ 

> 

Divergence angle 
X1 1• (X2·X1)/L 

Faraday cup 
Beam lntensily 

I(X1,X2) 

Incident 

Slil1 
pi ale 

X2 

L --->';11>1 
Sbt2 
plate 

Fig. 2 Schematic of the 
Emittance Slits 

2r---~-------------.----------------~ 

0 

_, 

~L-~~~~~~~~~~~~~~~~~~ 

-1.0 -0.8 -0.6 -0.4 ·0.2 0.0 0.2 0.4 0.6 0.8 1.0 

2.0 

1.5 

1.0 

0.5 

Distance (em) 
Fig. 3 Vertical Emittance Ellipses 

for 30%, 60% and 90% Beam Areas 

c 0 30% 
c D .. 60% 

D 
90% D 

DD 

D 

D 

a c 
g 

0.0 ~,;;:....-........ ,......,r-"'1'--..--.-.,-....--.-..--~r-o__,.--r-.--; 
0.0 0.5 1.0 1.5 ~.0 

Hori~. emittance (pi-cm-mr) 

Fig. 4 The vertical vs Horizontal 
Emittances (30%,60%,90% beam areas) 

:-', 

( 



4 I 

rr 
l l~ 

ri I 

1 1 ~ t----t----t 

0 
u.O 0.5 1.0 1.5 2.0 

E/Ex at the SHILAC 

Fig. 5 The Ratio of the Bevalac to the SHILAC 
Vertical Emittances vs the ratio of the Vertical 
to Horizontal SHILA.C emittances. 
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