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Foreword 
The COMIS workshop (Conjunction of Multizone Infiltration Specialists) was a 
joint research effort to develop a multizone infiltration model. This workshop 
(October 1988 - September 1989) was hosted by the Energy Performance of 
Buildings Group at Lawrence Berkeley Laboratory's Applied Science Division. 
The task of the workshop was to develop a detailed multizone infiltration program 
taking crack flow, HVAC-systems, single-sided ventilation and transport mechan- 
ism through large openings into account. This work was accomplished not by 
investigating into numerical description of physical phenomena but by reviewing 
the literature for the best suitable algorithm. The numerical description of physi- 
cal phenomena is clearly a task of EA-Annex XX "Air Flow Patterns in Build- 
ings", which will be finished in September 1991. Multigas tracer measurements 
and wind tunnel data will be used to check the model. The agenda integrated all 
participants' contributions into a single model containing a large library of 
modules. The user-friendly program is aimed at researchers and building profes- 
sionals. 
From its announcement in December 1986, COMIS was well received by the 
research community. Due to the internationality of the group, several national 
and international research programmes were co-ordinated with the COMIS 
workshop. Colleagues from France, Italy, Japan, The Netherlands, People's 
Republic of China, Spain, Sweden, Switzerland, and the United States of America 
were working together on the development of the model. 
Even though this kind of co-operation is well known in other fields of research, 
e.g., high energy physics; for the field of building physics it is a new approach. 
The COMIS FundamentaZs contains an overview about infiltration modelling as 
well as the physics and the mathematics behind the COMIS model. 

Helmut E. Feustel 
COMIS Co-ordinator 
Berkeley, California 
January 3 1,1990 
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I. NOMENCLATURE 
wind direction angle, measured from the normal to each wall [-I 
density gradient [ k g  /rn 4] 
turbulent pressure gradient [Pa /m ] 
specific heat capacity [ J / k g  ,"C] 
correction vector [ -3 
diameter [m ] 
hydraulic diameter [m ] 
eigenvalue [ -1 
flow balance function [ - I  
frontal aspect ratio, ratio of model length to model height [ - I  
acceleration of gravity [m/s2 ]  
flow balance function [-I 
height from the reference level [rn ] 
node number [ - I  
node number, element in J [ - I  
surface element on buildinglmodel wall [-3 
heat transfer coefficient [-I 
reactivity [kg / s ]  
reactivity of pollutant p in zone i [kg / s] 
duct length [m ] 
number of pieces of equipment within a section of duct work [-3 
element in L [ - I  
number of duct fittings within a section of duct work [-I 
mass flow rate [kg /s ] 
exponent of flow equation [-I 
number of ducts within a section of duct work [-I 
plan area density, reprcsenting the density of surrounding buildings [-I 
reference value forpar [-I 
parameter [-I 
relative building height, ratio of model height to the height of surroundings [-3 
side aspect ratio, ratio of model width to model height [-I 
tempcrature ["C I 
element in U [-I 
air velocity [rn /s ] 
relative horizontal position of the surface clcment k [ - I  
calculated value [-I 
reference value [-I 
height above ground [ m ]  
complex numbcr [-I 
reference height for wind velocity,measurements [m ] 
relative venical position of the surface element k [ - I  
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constant [-I 
matrix, general [-I  
constant [-I 
constant [-I  
specific concentration of pollutant p in zone i [kg /kg 3 
mass flow coefficient [kg /spa ] 
volume flow coefficient [ m 3 / s ~ a n  1 
duct shape coefficient [kg" (m3)1-n/Pa" (m2)1-2ns2n] 
discharge coefficient [-I 
Cp correction factor related to a parameter, at zh [-3 
pressure coefficient at surface element k [-I 
pressure coefficient at rh [ - I  
reference pressure coefficient [ - I  
Cp normalized to a reference at zh [-3 
Cp global correction factor, at zh [ - I  
COIlStant [ -3 
fan size or impeller diameter [m ] 
functional form [ -3 
scalar function [ - I  
matrix, triangular [ - I  
height [ m ]  
specific humidity [kg,,,, / k g e  
matrix, unity [ - I  
Jacobian matrix [-I  
temperature correction factor, related to mass flow [ - I  
temperature correction factor, related to volume flow [ - I  
length of crack or tube [ - I  
matrix, lower triangular [ - I  
half band width [ - I  
molar mass [g ] 
number of points for the confidence check [ - I  
fan rotational speed [ 11s ] 
number of links between two zones [-I 
number of pollutants in the mixture [ - I  
number of zones [-I 
reference pressure [Pa ] 
dynamic pressure [Pa 3 
pressure at point i in zone m [Pa]  
static pressure at height h in the shaft [Pa]  
static pressure at reference level in the shaft [Pa ] 
pressure at point j in zone n [Pa ] 
total pressure at surface'element k [Pa ] 
static pressure at height h of the outdoor air [Pa ] 
static pressure [Pa]  

I 

total pressure [Pa ] 
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atmospheric pressure [ P a ]  
pressure due to stack effect [Pa ] 
turbulent pressure [Pa ] 
fan total pressure or fan static pressure [Pa ] 
parameter [ - I  
reference value for Par [ - I  
set of parameters [ - I  
set of Parref [-I 
volume flow [m3/s 3 
heat transfer [W] 
Reynolds number [ -1 
source or sink term of pollutant in a zone [kg /s ] 
source or sink term of pollutant p in zone i [kg /s 3 
temperature [ O K ]  
matrix, upper triangular [-I 
volume [ m j ]  
volume of zone i [m31 
width [m ] 
specific humidity [kgwurer lkgdryair 3 
vertical position [m ] 
vertical position of a neutral plane [ m ]  
wind velocity profile exponent, characteristic of the roughness [ - I  
duct roughness factor [m ] 
filter efficiency 0 I qS 1 
filter efficiency between zone j and i through link k 0 I q,iI 1 
friction factor [-I 
relaxation coefficient 
kinetic viscosity [m2/s 3 
air density [kg /m3]  
density of dry air [kg /m31 
density of dry air in zone i [kg / m 3 ]  
air density in the shaft [kg /m 3] 

air density of the outdoor [kg /m 3 ]  
density of the outside air [kg /m3]  
local loss coefficient [-I 
total pressure loss coefficient from point 1 to point 2 [ - I  
difference [-I 
pressure difference [Pa ] 
duct total pressure loss [ P a ]  
duct fitting total pressure loss [Pa ] 
equipment (e.g., coil, fire damper) total pressure loss [ P a ]  
friction losses in terms of total pressure [ P a ]  
fitting total pressure loss [ P a ]  
dimensionless temperature [-I 
area reduction factor [ - I  
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Supcr- and Subscripts 
a ,b zones 
n iteration number 
i j ,k ,p 
in,  ex infiltration and exfiltration 
o , i , a  
ref reference 
192 
1.2 boundary layers 
tot total 

elements in J, L, and U. 

outside (outer), inside (inner), and air space between panes 

the points in the duct just before and just after the junction 

287.055 
28.9645 
1 8.0 1534 

constant of dry air [J lkgK]  
molar mass of air [g ] 
molar mass of water vapor [g ] 
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1. INFILTRATION MODELLING 
1.1 Introduction 
It is particularly important to be aware of the air flow pattern in a building when 
determining indoor air quality problems or calculating space conditioning loads 
for energy consumption. Correct sizing of space conditioning equipment is also 
dependent upon accurate air flow information. A number of infiltration models 
have been developed to calculate infiltration-related energy losses and the result- 
ing air flow distribution in both single-zone and multizone buildings. Interna- 
tional infiltration research has been conducted since the early twenties - infiltra- 
tion modeling, however, is a relatively new task. 

- 
-VELOCITY 

-DIRECTION DIFFERENCES VENTILATION 
WIND . TEIIPERATURE MECHANICAL 

I SYSTERS 
I 

SURROUNDINGS VERTICAL FLOW FAN- A)(D DUCT 
RES1 STANCES CHARACTER1 STlCS 

SHAPE OF THE 
BUILDING 

1 t 
THERWL IMPOSED 

BUOYANCY PRESSURE 

t 

+ 
. I  NHABl TANTS LEPUGE 
BEHAVIOUR CONFIGURATION 

INSIDE PRESSURE 
DISTRIBUTION 

DI STRlBUTl ON I *lRFLOW I 
Fig. 1: Influences on Air Flow Dism'bution in Buildings 

Awareness of infiltration as a major factor in the overall conditioning load of a 
building has in many cases led to tighter construction of both building com- 
ponents and the overall building shell. This has decreased the infiltration rate and 
its related ventilation heat loss but has sometimes created another problem with 
regard to indoor air quality. 
The air-mass flow distribution in a given building is caused by pressure differ- 
ences evoked by wind, thermal buoyancy, mechanical ventilation systems or a 
combination of these. Air flow is also influenced by the distribution of openings 
in the building shell and by the inner pathways. Actions by the occupants can 
also lead to significant differences in pressure distribution inside a building. 
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Figure 1 shows various influences on air-mass flow distribution. 
Wind pressure distribution depends on the velocity and direction of the wind, the 
terrain surrounding of the building and its shape. Differences in air density, due 
to differences between outside and inside air temperatures, cause further vertical 
pressures which, in turn, influence the air-mass flow. Mechanical ventilation also 
introduces a pressure field on the building. 
There are two fundamental approaches in determining the infiltration rate in 
buildings. The most straightforward method is to measure infiltration directly, 
e.g., by using the tracer gas technique. Multizone tracer gas techniques can be 
used to determine either the air flows between the inside and the outside of the 
building only, or, in addition, the interzonal air flows. It is necessary to under- 
stand the latter so as to determine the impact of infiltration on indoor air quality. 
Tracer gas measurements give a value for infiltration only under prevailing leak- 
age and weather conditions, but a second technique can be used to determine 
values of infiltration for all leakage and weather combinations. This method uses 
mathematical models. 
Infiltration models can be divided into two main categories, single-zone models 
and multizone models. Single-zone models assume that the structure can be 
described by a single, well-mixed zone. The major application for this model type 
is the single-story, single-family house with no internal partitions (e.g., all inter- 
nal doors are open). As a large number of buildings, however, have floor plans 
that would characterize them more accurately as multizone structures more 
detailed models, taking internal partitions into account, have been developed. 

1.2 History of Infiltration Modelling 
Traditionally, models of residential buildings were based on the regression 
analysis of measured data for infdtration and the driving weather forces. As the 
regression coefficients for these empirical models reflected structural characteris- 
tics as well as shielding effects and occupant behaviour, the regression coeffi- 
cients between similar residences have varied tremendously. These models may 
therefore not be appropriate for use as a design tool for building energy analysis. 
The next step in residential infiltration modeling was the development of physical 
single-zone models. The amount of information required for single-zone network 
models led to the development of simplified models. Their development has been 
justified by their widespread use. These models are based on the physical 
phenomena of air flow through the building envelope by assuming a certain dis- 
tribution of air permeability. Shielding effects and local vertical wind profiles are 
taken into account for calculating the infiltration rate. Measured data for a large 
number of houses are used to further fine-tune the effects, especially of shielding. 



Following the analysis of an enormous number of measured ventilation rates in 
houses for which the leakage characteristics have been determined by pressuriza- 
tion tests, a very simple model has been introduced - in which the air change 
rate measured at a given pressure differential is divided by a constant number. 
This model does not take weather influence or leakage distribution into account. 
Even before the advent of physical single-zone models a number of computer 
models had been developed to calculate the air flow distribution in multizone 
buildings. The building is described by a set of zones interconnected by flow 
paths. Each node represents a space with uniform pressure conditions inside or 
outside the building and the interconnections correspond to impediments to air 
flow. The network models are usually based on the conservation of mass in each 
of the zones in the building. The first of these models to be developed was prob- 
ably the BSRIA-model LEAK which was published in 1970. Since that time 
many more models have been developed but most of them have been written as 
research tools and are not available to third parties. As a consequence they are 
difficult to use and are, at best, "user-tolerant" rather than "user-friendly". 
The first very simple multizone model for equipment design calculation for low- 
rise buildings was the crack model. This model was later refined to cover high- 
rise buildings. A simplified approach was followed in the development of LBL's 
infiltration model which allows the calculation of all interzonal air flows by 
means of a pocket calculator. 
While multizone infiltration models have existed for the last two decades some of 
the thermal building simulation models are still working with constant rate 
models. Now that energy conservation and indoor air quality have become impor- 
tant issues this type of model is inadequate. 

1.3 Multizone Infiltration Models 
A zone is defined as a fully mixed volume with a constant concentration level of 
the enclosed gas mixture. Multizone models are required. when there are internal 
partitions in a building, or, in the case of inhomogeneous concentration in the 
space. Multizone buildings can be either single-room structures (e.g., airplane 
hangars) single family houses or large building complexes. Figure 2 shows an 
example of a very simple multizone building [ 11. 
A number of infiltration programs have been developed to calculate air flows 
penetrating the building's envelope and travelling through the different zones of a 
multizone structure. Besides being able to simulate infiltration in larger buildings 
these models are able to calculate mass flow interactions between the different 
zones. 
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Fig. 2: Example of a simple Multizone Structure [ I ] .  

In terms of air-mass flow buildings represent complicated interlacing systems of 
flow paths. In this grid-system the joints represent the rooms of the building and 
the connections between the joints simulate flow paths. These include the flow 
resistances caused by open or closed doors and windows and air leakage through 
the walls. The boundary conditions for the pressure can be described by grid 
points outside the building. Wind pressure distribution depends on the velocity 
and the direction of the wind, the surrounding terrain of the building and the 
shape of the building. If the physical interrelationship between flow resistance 
and the air flow is known for all flow paths the air flow distribution for the build- 
ing can be calculated - as long as there is no temperature difference between 
outside and inside air. Differences in density of the air, due to differences 
between outside and inside air temperatures, cause further vertical pressures 
while also influencing the air-mass flow. 
Mechanical ventilation can be included in this network, the duct system being 
treated like the other flow paths in the building. The advantage for calculating 
the air flow distribution effects of mechanical ventilation systems is that the duct 
pathways, as well as their connections with the building, are known. In the case 
of mechanical ventilation systems the fan can be described as the source of pres- 
sure differences, lifting the pressure level between two joints according to the 
characteristic curve of the fan. 



Multizone infiltration network models deal with the complexity of flows in a 
building by recognizing the effects of internal flow restrictions. They require 
extensive information about flow characteristics and pressure distributions and, in 
many cases, are too complex to justify their use in predicting flow for simple 
structures such as single-family residences [2]. 
As for their single-zone counterparts these models are based on the mass balanced 
equation: 

b J 

with: 
P density of air 
Cj ,I 

Pi internal pressure 
" j  .I 

flow coefficient for flow path j of zone 1 
external pressure for flow path j of zone 1 

flow exponent for flow path j of zone 1 

Unlike the single-zone approach, where there is only one internal pressure to be 
determined, in the case of the multizone model one pressure for each of the zones 
must be determined. This adds considerably to the complexity of the numerical 
solving algorithm, but by the same token, the multizone approach offers wide 
potential in analyzing infiltration and ventilation air flow distribution. 

Poi, 

1.4 Review 
A literature review undertaken in 1984 [3] revealed 26 papers describing 15 dif- 
ferent multizone infiltration models which had been developed in eight separate 
counmes. A review currently under way is producing additional information 
about the status of network models. One of the first we found was Jackman's 
model LEAK [4] which was published in 1970. 
The latest development in infiltration modeling is the COMIS model [5] .  In a 
twelve month period ten scientists from nine countries developed a multizone 
model on a modular base. Because of its modular structure COMIS is designed to 
expand its capability to simulate buildings. To accomplish a user-friendly pro- 
gram special emphasis was given to the input routines. Support of the interna- 
tional group, working together at Laymnce Berkeley Laboratory, by EA'S Air 
Infiltration and Ventilation Centre d l  be likely to ensure the wide distribution of 
this model to all interested parties. COMIS can be used as a stand-alone infiltra- 
tion model with input and output f e a k s  or as an infiltration module for thermal 
building simulation programs. It also serves as a module library. 
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It was discovered, from the two reviews of the literature above, that most of the 
models described by program authors use the FORTRAN (75%) programming 
language, followed, in order of use, by BASIC, HPL and in one case each by 
PASCAL and C. As most of the programs represent research tools developed at 
universities they run on main frame or work station type computers (56%). 
Because of the nonlinear dependency of the volume flow rate on the pressure 
difference, the pressure distribution for a building can be calculated only by using 
a method of iterations. Multizone network models were developed to deal either 
with simple structures of only a few zones or with buildings having arbitrary floor 
plans, allowing an unlimited number of zones (limited only by the computer to be 
used). Many models have been developed which simulate a specific structure 
only, so allowing for the use of simple solving routines. Models which deal with 
arbitrarily chosen building types use either a great deal of CPU-space or are 
equipped with very sophisticated mathematical routines to reduce the storage 
need. 
Large computer storage was necessary in the past when calculating the air flow 
distribution of more complicated buildings. Nowadays however, most programs 
use solver modules which reduce the space requirement, e.g., by band matrices or 
the skyline method. The Newton method is the most common tool used to solve 
the set of non-linear equations. 

Although most models have been developed in FORTRAN on main frame com- 
puters, many use interactive mode to input the necessary data. Only one of the 
models, however, allows CAD-input. Three-dimensional building description and 
schedules for climatic data and occupants axe more common today than they were 
five years ago but a comprehensive way of designing the output seems still to be a 
problem. Most of the models use the file of arrays to present the calculated result 
- not really a user-friendly method. Few models use the capabilities of personal 
computers to show the air flow distribution in two-dimensional graphs. 
Twelve of the infiltration models are combined with a thermal model and eight 
feature a further combination with a pollutant transport model. For seven out of 
twenty-nine models the authors specify their product as "available to third par- 
ties". Eleven authors believe that, lacking user-friendliness, their models would 
be of no use for third parties. The remainder do not wish to make their tools avail- 
able to others. 
The multizone models investigated were, in regard to the equations used, very 
similar to each other. The flow equation used to describe the air flow characteris- 
tics of the buildings is similar to the one describing measured results for air flow 
through building components. Most programs use an empirical power-law 
expression type of equation even though the pressure exponent may differ from 
0.5 to 1.0, depending on the nature of flow. Only few models consider wind 
dynamics. 



Table 1: Review of Multizone Infiltration Network Models 

Interactive Input 
CAD-Input 
Weather Data from Weather Files 

Schedules (e.g. Occupants) 
3-D Building Description 

Program Language: 

10 
1 

18 
8. 

14 

Computer Type: 

File of Arrays used by the Model 
Graphical Output 
Statistical Functions 

~~ 

Solver: 

23 
7 
4 

Input Features: 

Output Features: 

Miscellaneous: 

Program Available? 

FORTRAN 
BASIC 
PASCAL 
C 
HPL 

33 
6 
1 
1 
3 

Main Frame Computer 
Personal Computer 

Newton 
Others 

Combined with Thermal Model 
Combined with Pollution Model 

Yes 
No 
Yes, but 

7 
11 
11 

The programs still differ markedly in their ability to simulate mechanical ventila- 
tion systems. Twenty of them are able to simulate forced ventilation systems by 
means of fan and duct characteristics. This is a tremendous change from the last 
review. 
The difficulty of measuring infil&tion"in buildings under controlled boundary 
conditions means that none of the mod& has been validated properly, if at all. 
The possibility of doing piecemeal-validations of certain algorithms has been con- 
sidered: e.g., the algorithms for air flow through open doorways or air flow 
through cracks have been tested separately 161. Measuring a few cells of the 
whole structure could still provide a severe test for existing models. 
These data are important not only for validation purposes but also as a means of 
further understanding air movement in large multizoned buildings. We need to 
identify the critical variables in different building types in order to develop more 
accurate input data and, ultimately, more accurate models. Wind pressure 
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coefficients, for example, represent a factor that needs further study, and the col- 
lating of existing data should help our efforts in simplifying data requirements. 

15 Conclusion 
Except for the fine-tuning of existing models the development of single-zone 
models seems to be completed. As multizone models offer much more potential 
for further investigation, work will probably go on for some time to suit models to 
specific needs. 
The development of multizone infiltration and ventilation models shows a rela- 
tively slow evolution. Lack of exchange of information, restricted distribution of 
models and the lack of a flexible structure are probably the reasons why models 
developed in the early seventies are not very different from those developed in 
the late eighties. 
Although several of the models discovered during this review serve a particular 
purpose they could have been developed using existing models. The COMIS 
workshop is trying to overcome these problems by creating a multizone infiltra- 
tion model with a modular structure which will allow modules to be changed 
easily. The availability of the program, together with the international author- 
ship, should help to establish COMIS as an infiltration standard on which specific 
applications can be built. 
Along with stand-alone infiltration models, network models will also now finally 
find their way into thermal building simulation models. With the expected 
advances in the development of the next generation of building simulation pro- 
grams infiltration modules will be needed for implementation in the program 
libraries. 
Future tasks include the development of methods to determine the required input 
parameters, especially the wind pressure distribution. Further work must be done 
through sensitivity studies to reduce the input requirements and to increase user- 
friendliness by using the output features of the PC’s. 
Validation of the models is another essential task. In order to understand physical 
phenomena related to transport mechanism in buildings, and to develop numerical 
descriptions, measurements must first be performed under steady state conditions. 
It is necessary, in order to measure mass flow transport mechanism accurately, to 
be able to control the pressure level and its fluctuation for each of the outside 
walls. This is only possible if the building is itself located in a building. Such a 
test facility would not only evaluate air flow models as a whole but would also 
help to validate the tracer gas techniques to be used to evaluate infiltration models 
in field experiments. 



2. PHYSICAL FUNDAMENTALS 
2.1. PRESSURE DISTRIBUTION 
2.1.1 Introduction 
Air flow through the moms of a building stems from pressure distribution around 
and within the building itself. Pressure distribution is due to the combined actions 
of wind, thermal buoyancy (stack effect) and mechanical ventilation - if present. 
Due to the turbulence characteristic of the wind flow in the lower layers of the 
atmosphere [7,8] the pressure field driven by wind on building surface is always 
unsteady . 
Differential pressure due to the stack effect depends on density field; that due to 
mechanical ventilation depends on the characteristics of ducts and exhaust sys- 
tem. While the variation range of these phenomena over time is relatively 
predictable it is difficult to simulate the wind pressure field. 
The following pages outline the work done on this problem within COMTS. In 
addition, simple equations calculating the pressure difference due to thermal 
buoyancy are given. 

2.1.2. Wind Pressure 
Wind flows produce a velocity and pressure field around buildings. The relation- 
ship, for free stream flow, between velocity and related pressure at different loca- 
tions of the flow field can be obtained from Bernoulli’s equation. Assuming con- 
stant density along a streamline at a given height Bernoulli’s equation can be sim- 
plified to: 

Psm + ‘p? = COnst 
2 

The shear layer formed by the action of shear stress at a solid boundary is called 
boundary layer. The velocity in the shear layer goes from zero at the surface of 
the solid boundaq to the speed of the free stream at the outer edge. The flow in 
the region between both limits is dominated by the effect of viscosity. Depending 
upon the Reynolds number the flow in this region is either laminar or turbulent. 
Wind flow is characterized by turbulent boundary layer flow with a thickness of a 
few hundred meters. 
The vertical profile of the mean wind speed in the atmospheric boundary layer is 
primarily dependent upon the roughness of the surface surrounding the building. 
The wind velocity profile can be calculated by a power law expression [9,10]: 
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The value of the exponent a increases with increasing roughness of the solid 
boundary. 
The wind pressure distribution on the building envelope is usually described by 
dimensionless pressure coefficients - the ratio of the surface dynamic pressure to 
the dynamic pressure in the undisturbed flow pattern measured at a reference 
height. The pressure coefficient Cp at point k (x y ,z ), with reference dynamic 
pressure Pdyn related at height z .4 ,  for a given wind direction 0 can be described 
by: 

with 

2.1.2.1. Modelling Wind Pressure Distribution 
There are a number of variables affecting the pressure distribution around a build- 
ing due to natural wind. Wall-averaged values of Cp usually do not match the 
accuracy required for air flow calculation models. More detailed evaluations, tak- 
ing the Cp distribution on the envelope of buildings into account, can be made in 
different ways: 

0 performing full scale measurements when an existing building is being studied 

ocarrying out wind tunnel tests on models of existing or designed buildings 

0 generating Cp values by 3-dimensional numerical air flow models 

0 generating Cp values by numerical models based on parametrical analysis of 
wind tunnel test results 

The first is practically impossible to follow unless it is done within expensive and 
time-consuming experimental plans. The second depends too much on the availa- 
bility of test equipment and relevant assistance. The third implies time consuming 
complex calculations. The fourth Seems to assure easy access to available Cp 
data by using a simple algorithm. 
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The problem is how to combine consistently accurate results with generality of 
the application range. In COMIS we have tried to find a reliable model able to 
fulfill this goal. 
Modelling wind surface pressure distribution (wpd) means finding an algorithm 
describing the variation of Cp on the envelope surfaces of a building when vary- 
ing wind direction as well as architectural and environmental conditions are taken 
into account. Because of the stochastic behavior of the phenomenon such an algo- 
rithm has to be drawn by empirical correlations, which hold only within the range 
of variation of the experimental reference data used for the analysis. 
Unlike wall-averaged Cp’s where tables and graphs are given for large intervals 
of wind angle [l], [ll],  a wpd model can yield Cp values at any point on the sur- 
face for any wind angle. 
On the other hand, unlike wind tunnel or full-scale tests on a specific building-site 
situation, a wpd model has a high abstraction level, having to match a wide range 
of climatic and environmental conditions. The accuracy of the model mainly 
depends on the characteristics of the data on which it is based. 
As a first step a literature review was undertaken to check possibly existing wpd 
models [12-171. 
Since no existing algorithms were found which could fulfil the COMIS goal a 
new model, choosing a parametrical approach, was developed. This means using 
a systematic analytical process in which each factor (parameter) influencing the 
variation of a phenomenon, Le., Cp, is considered as an independent variable 
while the others are kept constant. Variation curves for each parameter, using sta- 
tistical regressions, are then defined and the effect on wind pressure distribution 
evaluated. 
For the present analysis three types of parameters have been taken into account: 
0 climate parameters : 

0 environment parameters : 

0 building parameters : 

wind velocity profile exponent (a) 
wind incident angle (unw ) 

plan area density (pad) 
relative building height (rbh ) 

frontal aspect ratio (fur) 
si& aspect ratio (sur) 
relative vertical position (zh) 
relative horizontal position ( x l )  

(For definitions of terms please see Nomenclature), 
The specific objective was to find the relationship between variation range of 
each parameter and change of Cp on a rectangular-shaped building model in 
order to develop calculation routines as input for the COMIS program. 
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2.1.2.1.1 Reference Data 
As a first stage several wind tunnel test reports were considered in order to find a 
set of reference data large enough to cover a wide range of variables and smc- 
tured in such a way as to allow a parametrical analysis. 
One of the criteria in selecting suitable reference tests was to evaluate the various 
parameters in relation to the specific influence they have on pressme distribution. 
Two parameters have a major effect - density of surroundings and wind direc- 
tion. The former is much less studied than the latter so we looked for tests which 
emphasised the latter issue. 
Two tests were considered, Hussein and Lee [18] and Akins and Cermak [19]. 
In three investigations Hussein and Lee measured surface pressure coefficients on 
block-shaped models of different size, and with different surroundings in an 
atmospheric boundary layer wind tunnel. All models were referred to a cube- 
shaped model with 0.036 m side corresponding to a dimension of 12.6 m in real 
scale. They measured the vertical pressure distribution on the centerline of the 
model’s windward and leeward walls with approaching flow normal to the wall. 
Pressure coefficients were normalized with respect to the velocity of the gradient 
wind which, in their case, occurred at a height of 22 times the cube height. They 
provided a wind velocity profile with a flow exponent a = 0.28 to simulate the 
atmospheric wind flow in a low density urban area. 
Akins and Cermak performed their test in an industrial aerodynamic wind tunnel 
measuring surface pressure coefficients at several points on the facades of various 
block-shaped models. The models were of different size and had two height 
values, 0.254 and 0.508 m corresponding, in real scale, to 63.5 and 127 m respec- 
tively. The effect of the surroundings was not simulated. 
They tested 5 different wind directions for each wall - 0, 20, 40, 70, 90 wind 
angle degrees with respect to the normal to the wall. Four boundary layer condi- 
tions were provided relative to the following values of the wind velocity profile 
exponent: 

Pressure coefficients were measured both in vertical and horizontal distribution 
and normalized with respect to the local wind velocity. 

a = 0.12,0.26,0.34,0.38. 

2.1.2.1.2 Methodology 
When using different sets of data for a parametrical analysis it is necessary first to 
check the similarity of the boundary conditions. The selected tests showed results 
related to complementary sets of parameters with a common range of Cp values 
related to the vertical center line on the windward wall of an isolated cube at 
average a = .275 and anw = 0 (Fig. 3).  
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This similarity allowed for the use of only one set of data as main reference for 
the Cp distribution calculation process. 
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Fig. 3: Allocation of the Reference Tests within the Analysis Framework 

With regard to the other conditions, where the two tests dealt with the variation 
range of different sets of parameters, it was assumed that the variations within 
one set of parameters did not affect those within the other. 
The method chosen to perform the analysis depends largely on the database struc- 
ture. 
Since Hussein and Lee's test makes use of a wider set of parameters, including 
surroundings effect, its Cp center line vertical profile on the windward wall of an 
isolated cube-shaped model has been taken as main reference. 

COMIS -13- Fundamentals 



This profile can be defined analytically as a function of the relative vertical posi- 
tion - zh - of a surface element on the windward wall: 

where PARrq is a set of reference values for the considered parameters. 
A polynomial function has been defined by fitting the profile: 

To calculate the deviation of Cp from Cpref, Cp data from several sets related to 
each parameter have been normalized, with respect to the reference, at given zh . 
Different values of zh have been selected - generally at a regular interval. 
Should the points differ from these values a linear interpolation is performed. 
If par is a specific parameter and par,# a reference value of it the normalized 
Cp , at zh , can be written: 

The Cp correction factor Cf for the parameter par ,  at zh , has then been drawn 
by fitting the curve relevant to the normalized Cp values: 

The value of Cpk at any position (zh’,xZ’) of the surface element k on the wind- 
ward wall can be calculated, for a set of given values of each parameter (PAR ’ ), 
by: 

The global correction factor CFzhp is defined by the multiplication of the single 
correction factors Cf zh’ calculated for a specific value of each parameter : 

An application range for each parameter has been defined according to the 
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reference data scope within which the fitting process has been performed. 

All curves have 
0.99 and never 
estimated by: 

been fitted using a 
less than 0.95. A 

very high correlation factor, 
global variance correlation 

generally 0.98 - 
factor has been 

Three sample data sets from both the reference tests, related to the parameters 
pad, rbh , unw and x l ,  have been chosen. C has been found ranging from 0.013 
to 0.044 corresponding to a balanced average value of 0.024. These values con- 
f m  the correlation factors assumed for fitting. 
Further tests are foreseen to check the interpolation of more data points and to 
compare the output of the model to other wind tunnel data sets performed in con- 
ditions similar to the reference tests. 

2.1.2.1.3 Analysis 
It has been difficult to analyze the effect of terrain roughness on pressure distribu- 
tion due to uncertainty about the evaluation of the mean wind velocity profile. 
The power law exponent a has been found unable to represent correctly the pro- 
files shown in the reports. 
The reference Cp data have been normalized, however, with respect to wind 
velocity at model height and in relation to recalculated values of a, using conver- 
sion expressions obtained by proper manipulation of the Eqs. (3), (4) and (5) (Fig. 
4). 
By normalization and curve fitting as described above (Eqs. (8) and (9)) functions 
for Cp correction factors at different zh have been defmed with 0.10 I a 50.33 
as the application range (Fig. 5).  
Two parameters have been used to describe the effect of surrounding buildings on 
Cp distribution: 
0 plan area density (pad) defined as the ratio of built area to total area within a 
radius ranging from 7 to 30 times the reference building height 
0 relative building height (rbh) ratio-of reference building height to the height of 
the surrounding buildings 
Six of Hussein and Lee’s data sets have been analyzed. One refers to the wind- 
ward Cp center line vertical profile on a model with the same height as its sur- 
roundings at thirteen different pad with normal pattern layout (Fig. 6). The other 
five describe the variation of Cp with rbh for five values of pad. 
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Fig. 4: Cp Cube Center Line Vertical Profiles at DifSerent a 

Cp correction factors, using normalization and curve fitting with respect to the 
reference profile at different zh, have then been calculated for both area density 
(Fig. 7) and relative building height. 
The pad variation range is 0 to 50% in the case of a model with the same height 
as its surroundings. This has had to be reduced up to 12.5% in all other cases due 
to the inconsistency of the data related to higher densities. 
Frontal and side aspect ratios have been taken into account in order to evaluate 
the influence of the model geometry on the Cp center line vertical profile. 
Hussein and Lee’s data, related to the windward wall of an isolated model, show 
a decrease of Cp with increase of far almost smoothly distributed along the verti- 
cal profde except in the case of the lower and upper part of the model when 
fur = 0.5. On the contrary, sur is shown to have very little influence on the varia- 
tion of Cp (Fig. 8) .  
Comparisons among sets of data describing the variation of Cp with pad ,  at dif- 
ferent values for fur and sur, show an increase of Cp with aspect ratios at a 
given pad.  
The aspect ratios correction factors have been calculated as above by normalizing 
Cp values with respect to the cube and fitting the relevant curves at different zh . 
Analysis of the horizontal distribution of Cp against wind direction at any verti- 
cal position of a surface element has been carried out using data sets from Akins 
and Cermak’s test. 

~~ 
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Fig. 5: Cp Correction Factor for a at Direrent zh 
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Cp values along horizontal lines on each wall, for given zh and wind incidence 
angle anw , have been normalized with respect to the Cp center line vertical pro- 
file at wind direction normal to the windward wall. The curves of the normalized 
values drafted by polinomial fitting describe Cp correction factors as a function 
of xl at different zh and wind angle. Figure 9 'shows an example for zh = 0.5. 

, 
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Fig. 9: Cp Correction Factor for xl, at Different anw and at zh = 0.5 

2.1.2.1.4 Calculation Model 
The Cp calculation program, written as a module of the COMIS model and using 
the above algorithm, is divided into the following parts: 
0 handling of geometrical input data related to environment and building 
0 Cp calculation on vertical and horizontal facades, windward and leeward posi- 
tion 
0 treatment of fitting coefficients to calculate the Cp correction factors 
The main routine first transforms input data, as described in the COMIS User 
Guide, into parameters as used in the algorithm. Then it deals with the Cp calcu- 
lation process calling specific subroutines related to the different position of each 
facade with respect to geometry and wind direction - vertical windward, vertical 
leeward, horizontal (roof), horizontal (floor). These subroutines themselves 
include other subroutines - one for each parameter to calculate the specific 
correction factor and others as utility modules searching for coefficients, writing 
equations, interpolating. 
This modular framework allows of adding or changing reference input data by 
simply operating on the parameter coefficients andor adding new parameters 
developing the relevant specific routine. 
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The application limits of the model are related to the variation range defined for 
each parameter. In particular, the model cannot be applied to: 
0 high terrain roughness (a > 0.33 ) 
0 surroundings with staggered or irregular pattern layout 
0 downtown (pad > 50% ) 
0 urban environment ( p a d  > 12.5 ) when the building to be considered has a dif- 
ferent height from its surroundings 
0 buildings 4 times higher or 0.5 lower than the surroundings 
0 buildings with irregular shape or overhangs 
0 regular block-shaped buildings with aspect ratios rather far from a cube 
( 0.5 >far > 4. ,0.5 > sar > 2. ) 

Output of the model are single Cp values, each related to a specific two- 
dimensional position of a surface element on the wall, and to wind direction, as 
well as an array of Cp , at regular intervals, for locations and wind directions. 
Comparisons of the output of the model to results from both full-scale and wind 
tunnel model-scale performed within COMIS are planned in order to check their 
discrepancy and estimate the reliability of the model in simulating pressure distri- 
bution on buildings. 

2.1.2.1.5 Outlook 
Analysis has revealed the main problem as being a lack of reference data sets. 
These are especially needed to show the effect of terrain roughness, the layout of 
the surroundings and irregular building shapes on wind pressure distribution. 
More wind tunnel tests will have to be carried out focusing on matters of the 
greatest uncertainty, i.e.: 
0 pointing out with higher accuracy the parameter, or set of parameters, describ- 
ing the effect of boundary layer variation (wind velocity profile exponent and/or 
termin roughness length [20]), checking a wide range of configurations [21] and 
defining the relationship between roughness and surroundings 
0 testing the shielding effect due to single obstacles and other non-structural ele- 
ments, i.e., trees 
0 testing various model forms in order to check the effect of overhangs and irregu- 
lar shapes 
More experimental work comparing results from wind tunnel tests, full-scale 
measurements and Cp calculation model must also be done in order to evaluate 
the differences between these three modelling techniques. 

, 
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2.1.3. Thermal Buoyancy 
The other natural phenomenon driving differential pressure in a building is the 
effect of thermal buoyancy or stack effect. It is due to density differences between 
inside and outside air or between two zones of a building. The density is mainly a 
function of temperature and the moisture content of air [22]. 

z 

Fig. 10: Stack Eflect between Two Points on opposite Side of a Leakage 

If M and N are two zones on the opposite sides of a leakage (Fig. 10) and 
Zm , Pm , Tm , pm , Z,, , P,, , T,, , pn respectively the reference height, pressure, 
temperature and density in each zone, the local pressure difference between two 
points Zi , 2, , in the two zones is given by: 

Pi - P i  =Pm - P ,  + P ,  (13) 

P ,  represents the stack effect and can be calculated by: 

where pm and p,, define the values of the air density in each zone due to tempera- 
ture and moisture content of air. 
The air density may be obtained, using psychrometric definition, by the equation: 

(1 +H,) (15) 
P 

= 461.518 ( t  + 273.15) (H, + 0.62198) 
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Thermal buoyancy can have a significant impact on the air flow distribution in 
multizone structures. This is especially the case when wind effects are negligible 
due to low winds or due to environmental shielding conditions. 

* COMIS -22- Fundamentals 



2.2 AIR FLOW THROUGH OPENINGS 
2.2.1 Air Flow through Cracks 
2.2.1.1 Introduction 
Simulation programs require the air leakage characteristics of cracks in order to 
determine the air flow rate through a crack under real conditions. In order to 
describe air leakage several parameters must be introduced. Pressure differences 
across walls are determined by wind pressure, temperature differences, humidity 
differences, and mechanical force, all dependent on climate and the operation of 
W A C  system. The properties of air refer to its density and viscosity. If air is 
regarded as an ideal gas, its state depends only on temperature and pressure. The 
air leakage temperature is neither the temperature of the inflow air nor of the out- 
flow but is the air temperature in the crack. This, in turn, depends on the tempera- 
ture of the inflowing air, flow rate, heat transfer in the crack, and crack form. The 
crack form mainly derives fiom the components of the building and its workman- 
ship and crack deformation depends on temperature, moisture content and time. 
The air flow through a crack is always a mixture of laminar, turbulent and transi- 
tion flow, the proportion of each regime depending on the shape of the crack and 
pressure difference. 
The power law form is widely used to express the leakage characteristics of 
cracks: 

This form is simple and meaningful, showing clearly that air flow Q depends on 
the pressure difference AP . It is not perfect, however, because it ignores the influ- 
ence of air properties and flow rate. Major errors can be caused if the air leakage 
temperature or the moisture content is different from the measurement conditions 
under which the power law foxmula was fined by regression. Many leakage 
curves are determined, in laboratory conditions, from new components such as 
windows, doors and walls, but temperatures there are often 2OoC on both sides of 
the component. 
Obtaining a precise description of air leakage characteristics is impossible not 
only because of the enormous number and variation of cracks and uncertainty 
about their parameters but also because of the complexity of the expression that 
would be required. 
The description must meet both the requirements of simulation programs and be 
consistent with measurement results. This chapter therefore deals with air leakage 
characteristics by classifying crack forms and deducing a modified power law 
form. 
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2.2.1.2 Flow Equation 
Cracks may appear anywhere in the building envelope and when a pressure 
difference exists across the building shell air flows through the crack. The cracks 
may be interconnected by parallel and/or serial patterns but despite the compli- 
cated forms of cracks the basic fluid mechanical laws are valid and duct flow can 
be taken as a starting point. 

2.2.1.2.1 Duct Flow 
There are three main flow regimes, laminar, transition and turbulent. The pressure 
drop along a duct can be expssed by the following equation regardless of the 
flow regime: 

AP =x- L p v 2  
d 2  

K d2 
4 

Q = v -  

v d  Re=- 
V 

A x= - 
Reu 

The constants A and M have different values according to different flow regimes, 
the value of M being a measure of the flow regime. If M is unity the flow is lam- 
inar, a quarter for transition and zero for turbulent. Introducing Eqs. (1 8). (19) and 
(20) into (17) the result is: 

All three terms in the equation depend on the flow regime. The first part depends 
on duct shape (Cs), the second on fluid properties and the third on pressure 
difference. 
The flow exponent n is defined as: 

1 n = -  
2-M 

The exponent n has the same physical meaning as M. Introducing n , Ce and Cs 
into Eq. (21) one obtains: 

COMIS -24- Fundamentals 

F 



Q = Cs vl-& p-" (AP )" = Ce (AP )" (23) 

For the three main flow regimes Eqs. (20) and (23) are summarized in Table 2. 

Table 2: Summary of Duct Flow 

Transitive I Turbulent 

Constant 0.3 164 
Reoz 

(AP )0.57 
1 

cs v0.14p0.57 

2.2.1.2.2 Crack Flow 
Crack flow is more like a flow through a network than a simple duct flow. Meas- 
urements proved that the relationship between flow rate and pressure difference 
can be expressed, for a specific crack, by a power law under a certain temperature 
and pressure difference range. If the crack flow measurement is expressed by 
power law (16) it can be re-arranged as: 

Cs and n are constants when the pressure difference is within the pressure range 
used to fit the equation to the measurements, the exponent marking the flow 
regime under the measurements. If we assume that air is an ideal gas and that the 
influence of pressure is small, the equation can be written as: 

Combining Eq. (20) and Eq. (22) we can write the friction factor as: 

A 
2 "-1 x= 

Re 

Since the physical parameters for one specific crack are constant the equation can 
be rewritten as: 
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2n-1 

h = D  [:IT 
If we assume that the crack flow is expressed by Eq. (16) we can use the same 
procedure to get the crack flow equation: 

The coefficient Cs depends on the crack form (duct shape). Here it is treated as a 
constant because deformation is ignored. Of course it is constant only within a 
certain pressure difference range. 

2.2.1.2.3 Temperature Influence on Crack Flow 
In order to make it easier to use Eq. (16) a correction factor KQ is introduced: 

1-2 n 

KQ =[;r [:] 
The subscript 0 refers to standard condition. As shown in Eq. (25) the expression 
(,,1-2 n p") can be expressed'in temperature only so that the correction factor is 
then called temperature factor. The final expression of KQ is: 

The calculation of KQ shows that the main factors influencing KQ are the 
exponent n and the temperature difference between the actual and the reference 
temperature To = 293.15 OK . 
From the figure below it is obvious that the correction factor might be as large as 
1.18 or as low as 0.88. The effect of the exponent is shown clearly. The tempera- 
ture correction factor must be introduced when n diverges from 0.65. When n is 
less than 0.65, KQ will increase with temperature difference (T-To) and vice 
versa. 
Equation (28) is modified to: 
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This equation keeps the basic power law form, is easy to understand and easy to 
use. It is fitted to measurements by a simple regression method. Furthermore, 
existing leakage curves can be used if the measurement temperature is known. 
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Fig. 11: Temperature Influence on the Correction Factor 
for different Values of the Exponent n 

r 

. 
2.2.1.2.4 Equation Form Influence 
There are three forms of the power law equation. In order to calculate the air 
flow correctly a temperature correction factor should be introduced in each equa- 
tion but sometimes it is not known how to get the reference temperature. Which 
formula gives the best result in this case? To find the answer the correction fac- 
tors were deduced, the results being shown in Fig. 12. 
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2n -1 

KQ - - [+]"[I4 
Kc,=[:] [%] 

Q = K Q  CQ (A P)" 

n -1 2n-1 

m =KACc,  (A P)" 

2n-1 1 n -- 

K l =  [F] m = KICl  $(A P)"  

The more the actual temperature diverges from the reference temperature the 
more the correction factor diverges from unity, this trend being the same for all 
three factors. The closer the exponent is to 0.65 the smaller the divergence from 
unity for KQ . The exponent n is close to 0.65 in most cases and one can therefore 
expect Ke to have a minimum of emr  in the case of no temperature correction. 
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Fig. 12: The Correction Factors for diferent Exponents 
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2.2.1.2.5 Regression 
Measurements are often made under different temperatures. In order to maintain 
the simplicity of Eq. (31) it is necessary to introduce a reference temperature. To 
convert the equation from measurement temperature T,,, to the reference tempera- 
ture T o  the following equations can be used: 
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Q = K  C2 (AI')" 

T,-136 2 n-1 

c2=c1 [?r [ To-1361 

(33) 

(34) 

2.2.1.2.6 Temperature Equation 
In order to calculate the above correction factor it is necessary to know the air 
leakage temperature. This varies along the path. The average temperature of the 
air is defined as the air leakage temperature. The temperature depends on crack 
form, thermal environment, inflow air temperature and air flow rate. 

2.2.1.2.6.1 Classification of Crack Forms 
The classification of cracks is still unsolved although there Seem to be two basic 
methods. One is to classify them according to component type which, although 
unstated, has been done for many years. Most leakage curves are given by their 
components, using the measurement results of the component to get power law 
expressions. 
The second method is to classify the cracks according to their physical charac- 
teristics. Hopkins et. al. [23] Etheridge [24] and Baker [25] classified cracks as 
straight, L-shaped and multicornered in their research of the flow equation. This 
approach is useful if the type of cracks in a specific building is known. It seldom 
is - so it is doubtful that this method can be used for air leakage calculations for 
real buildings. 
In air infiltration simulations the components, such as windows and walls, are 
often treated as single linkages. This is the method used here since being able to 
treat one component as several serial links requires considerable information. By 
contrast we  must deduce one temperature correction factor rather than several for 
a single component. 
The power law exponent represents flow regime according to the measurements. 
If different results are obtained for two components under the same conditions the 
difference in the exponents reflects the difference in crack forms. Here, crack 
form does not refer to the particular physical characteristics of the crack but to the 
behavior of the components as a whole. All components will therefore be classi- 
fied according to the crack form. Walls, roofs and floors share the characteristic 
of having a rather long flow path compared to windows and doors. Windows can 
be classified as double-pane and single-pane regardless of the material, shape or 
construction, but because of the air space the prime-and-storm window has a dif- 
ferent flow path from the single-pane window. Although the function of the 
single-pane window is different from that of the door they have almost the same 
crack form. The flow path for a window or door is assumed to be between the 
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openable part and the frame. 

2.2.1.2.6.2 Door or Single-Pane Window 
There are many types of doors and single-pane windows but although they are of 
various materials and have different shapes their cracks are similar, Le., short. 
The crack surface has little influence on the air leakage temperature and is there- 
fore often ignored. Furthermore, the flow does not mix with the larger volume of 
air along the flow path. 
Heat transfer and air leakage coexist. There are two convective heat transfer 
boundary layers across a single-pane window or door and the air which leaks 
through the component originates from the air space very close to the window or 
door. We can therefore assume that most of the air is coming from the boundary 
layer. 
The air temperature in the boundary layer can be taken as the average temperature 
of the window surface and of the air outside the boundary layer. 

Fig. 13: Air Leakage through Single-Pane Window 

The air leakage temperature is expressed as: 

(35) 

(36) 
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In most cases the heat transfer coefficients a, and ai are considered as constants 
(23 and 9 Wlm’K) and the air leakage temperatures for doors and single-pane 
windows can therefore be expressed as: 

tin = to + 0.136 (ti-to) 

tu = ti - 0.363 (ti-to) 

2.2.1.2.63 Prime-and-Storm Window 
The basic features of this component are rather short flow paths and an air space 
between the panes. 

Fig. 14: Air ExfTltration through Prime-and-Storm Window 

In the case of infiltration the boundary temperatures on the outer sides of the 
panes are taken as the air leakage temperatures. In the case of exfiltration the tem- 
peratures used are the boundary temperatures on the inner sides of the panes. Two 
air temperatures seem, therefore, to be necessary in each flow direction although 
the use of two temperatures makes the problem more complicated. The air flow 
rate is exactly the same for both panes and the flow path is short. If we ignore the 
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influence of the flow path we can define the average temperature of both boun- 
dary temperatures as the air leakage temperature of the window. 
According to Guo [26] the heat transfer and air leakage process of the window 
could be regarded as steady state, the horizontal air temperature in the air space as 
almost uniform, the vertical air temperature distribution as linear and the air leak- 
age temperature as the boundary temperature on the source side. The inner 
(prime) and outer (storm) pane form two heating systems along with the room 
(see Fig. 14) and the infiltration mode equations: 

4 

Similar equations are valid for the exfiltration mode. A dimensionless tempera- 
ture factor for the infiltration and exfiltration mode can be defined respectively: 

Kd0--Ijlc 12 

K*+Kdi-mc/2 Infiltration 

K d  -mc I t -1, y= - = 
ti -to Exfiltration 

K& + K ~ ~  - k ~  12 

where: 

We can accordingly define 

The air leakage temperatures 

the air leakage temperature: 

becomes, 
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t a = t o + l  [2-c+++c+$]] ki ki 
4 

From Eqs. (45) and (46) we see that the air leakage temperature depends on the 
air temperatures of the room and the exterior, the air flow rate and the window 
thermal performance. The analysis of these equations shows that the influence of 
thermal performance is small for actual windows. General thermal data is there- 
fore introduced: 

ri, = to + ( 0.121 + 0.193 y)  ( ti - t o )  (47) 

ta = to + ( 0.371 + 0.450 y )  ( ti - t o )  (48) 

From Eqs.  (41), (47) and (48) it is obvious that the calculation of air leakage tem- 
perature involves iterative calculations. In solving the problem the basic power 
law equation is first used to calculate the reference air flow rate. The air flow rate 
is then used to calculate leakage temperature and to recalculate air flow rate. This 
procedure is repeated until the desired accuracy is obtained. 

2.2.1.2.6.4 Walls 
Most walls belong to one of two groups. The first group comprises solid walls, 
e.g., brick or concrete walls. The second group comprises walls with an air space 
such as wood or steel frame walls. 
A "wide" crack is here defined as a crack where the air penetrating the wall does 
not have the same temperature as the wall itself. This type of crack appears 
mostly in comers or at joints. A "@ny" crack is here defined as a crack where the 
air has almost the same temperature as the wall. Because of the tiny size of these 
cracks and the low flow velocity the temperature difference between the air and 
the solid wall is small so that it is reasonable to assume that the air and the wall 
have the same temperature. 
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2.2.1.2.6.4.1 Tiny Cracks 
To obtain a mathematical description one assumes one-dimensional heat and air 
leakage flow, steady state, unit area air leakage m , heat resistance R , room tem- 
perature ti and outside temperature to .  

The wall element of tiny cracks is shown in Figure 15. 

’ t i  

0 dx X X 

Fig. 15: Wall Element of Tiny Cracks 

From the heat balance of the element dx we obtain: 

ti,, = to + [ - t o ]  + [ti - t o ] ]  e -[EJ + [ti - to]  [$ - s] (49) 

For the air leakage temperature it is desirable to get one value rather than a curve 
and the temperature at x = 0.5X can be used in this case. It is simple, however, to 
integrate along x to obtain the average temperature of the air leakage - the air 
leakage temperature: . 
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To be able to calculate the air leakage temperature we need to know the heat 
resistance of the wall, room temperature, and the outside temperature. 

2.2.1.2.6.4.2 Wide Cracks 
The wide crack can take either non-comer or comer fonn - the more comers the 
closer the leakage temperature to the temperature of the wall. 
To solve the problem analytically the following is valid. First convert the boun- 
daries into imaginary wall layers so as to transfer the third boundary condition 
into a first boundary condition on both the inside and outside of the wall. 
Secondly assume that the crack surface temperature is not affected by the air 
leakage. The above is a simple method which can also be used with multi-layer 
walls. Third use the result of step two as the boundary in solving the temperature 
distribution in the wall. Forthly use the results from step three to again obtain the 
air leakage temperature. These first four steps constitute the basic method. This is 
advantageous in theory but difficult to use. In principle, we can repeat step three 
and four again and again to get accurate results. The simple method will give rea- 
sonable accuracy and the basic method can serve as a standard. Both methods are 
described by Mingsheng and Herrlin E271 
A crack where the width of the crack is much larger than its height and the length 
is the same as the thickness of the wall, the wall being a single-layer wall, has 
been calculated with the following results. 

The simple method: 
Introduce the dimensionless temperature 8: 

ti - t;, 
ti - r, e =  

The air leakage temperature can be expressed as: 

1 

ein = I e dx 
b 
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The above is the final equation of the air leakage temperature for the infiltration 
mode which can also be used as the exfiltration mode. In that case it is necessary 
to replace the temperature of the room and the outside temperature with the out- 
side temperature and mom temperature respectively. 

The basic method: 

h n=i4 A, ' Cos n x X  
Sinh(n X) 

ti, = c - 
L ~ c  

n=inf B, 
+ c  COS n x x  ( e - 2 n n -  1) 

~ + e - ~ * ,  
n=inf D, 

Cosh n x X  - 2 Cosh n x 
(54) 

h n=hf A,, 
C = t , +  ' Sinh(n x) L ~ c  n a  

n=W D,  
n=O Cosh n x - ' (55 )  

We now have the leakage temperature calculation equations for wide cracks. 
From the formulas above it is clear that although the basic method may give more 
accurate results it is much more complicated to use. One can similarly deduce for- 
mulas for multi-layer walls but as they are too complicated to use in practical cal- 
culations they are not given here. 

2.2.1.3 Conclusion 
Air leakage characteristics can be represented by a power law form based both on 
theory and measurements. A temperature correction factor should, however, be 
introduced to increase the accuracy. 



Analysis shows that the volume flow form gives less error should there be no 
temperature correction. This form is therefore recommended when determining 
the parameters of the power law. 
The air leakage temperature depends on many parameters. Several equations for 
determining the air leakage temperature are given for windows, doors and walls 
although more work must be done to simplify the calculation methods. 
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2.2.2 Air Flow through Large Openings 
2.2.2.1. Introduction 
Airflow through doorways, windows and other large openings are a significant 
way in which air, pollutants and thermal energy are transferred from one zone of 
a building to another or to the outside. In a previous review of multizone infiltra- 
tion models made in 1985, Feustel and Kendon [3] pointed out that no code was 
able to solve this problem other than dividing the large opening into a series of 
small ones described by crack flow equations. 
The subject of air flows through large openings in fact includes a large number of 
different problems ranging from steady gravitational flows to fluctuating flows 
due to wind turbulence, and including recirculating flows caused by boundary 
layer effects in a thermally driven cavity. 
COMIS’ contribution has been to describe the various physical problems, review 
the solutions already developed in the literature and put forward a general propo- 
sal dealing with most of the large openings included in the pressure network 
modeling of a multizone building [28]. 

2.2.2.2. Short Review of Literature 
Air may flow differently at the top of a doorway than at the bottom. This bi- 
directional flow, characteristic of large opening behavior, has a variety of causes 
which can be classified broadly in two categories - those which induce steady 
flow by virtue of their memvalue and those whose effect is due to their fluctuat- 
ing nature. 

2.2.2.2.1 Steady Flows through Large Openings 
The fust category includes the effects of mean wind velocity, the gravitational 
flows due to density gradients, the effects of boundary layer flows developed in a 
cavity and the coupling effects induced by ventilation or heating systems. 
Many authors have dealt with gravitational flow approach through vertical open- 
ings [6], [29-311 and provided elementary solutions based on purely natural or 
mixed convection. Nevertheless, most of them refer to the basic solution 
developed analytically by Brown and Solvasson [29]. This solution, based on 
Bernoulli’s assumption, delivers the mass flow-through the opening as a function 
of the main characteristics of air on both sides of it. 
Some improvement on this approach has been made by taking into account tem- 
perature stratification on each side of the opening. 
In the various experimental studies developed by Balcomb et al. [32] Weber [33] 
Hill et al. [34] and Pelletret [35] it appears that most of the steady state configura- 
tions can be well represented by uniform density gradients. 
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Finally, among the various problems found in defining large opening behavior 
horizontal openings should be mentioned. The most interesting aspect of horizon- 
tal openings is when the fluid above the opening has a greater density than the 
fluid below. In this case an unstable condition is reached and an exchange occurs 
between the lighter fluid flowing upward and the heavier fluid flowing down- 
ward. This problem was first studied by Brown [36] but few authors have made a 
consistent contribution towards solving it. 
In a recent paper Epstein [37] discusses the buoyancy exchange flow through 
small openings in horizontal partitions. He presents an experimental study using 
brine above the partition and fresh water below it and identifies four different 
regimes as the aspect ratio of the opening is increased. This paper gives a good 
description of the flow processes but it is limited to purely natural convection 
effects so that the results are difficult to extend to more general configurations. 
Much more work is needed to describe accurately the behavior of horizontal 
openings in natural or mixed convection configurations. The few papers found in 
the literature are not sufficient to do so and they do not allow us to include such 
configurations in a multizone infiltration code. 

2.2.2.2.2 Unsteady Flows through Large Openings 
The second category usually represents two very different kinds of configura- 
tions: 

0 The transient behavior of flows due to slow evolution of the boundary condi- 
tions 
The fluctuating air flows due to fluctuating pressures or velocities 0 

a. Transient Flows 
The first type of problem is usually solved with a steady state description of the 
dynamical process. Bernouilli’s flow theory or any other correlation is used to 
calculate the steady state flow conesponding to the boundary conditions of each 
time step. The main assumption in this case is that the flow will be fully 
developed instantaneously and will follow the imposition of new boundary condi- 
tions at each time step. 
The variation of the boundary conditions can be given by hourly variation of 
average wind speed and direction, by a schedule of occupancy, or the working of 
mechanical ventilation systems, or by the evolution in time of the thermal state of 
the building itself. 
The most common way of solving the problem is to combine the air flow model 
with other models dealing with thermal simuIation or any other phenomena driv- 
ing the air flow process and to give a complete description of the coupled prob- 
lems. In some cases, however, it is better to use a simpler approach and to give 
an estimate of the evolution in time of the flow through an opening caused by a 
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single perturbation. In this way Kiel and Wilson [38] studied the unsteady buoy- 
ancy flow that occurs during the door opening or closing period. They investi- 
gated the decrease in flow rate that results from the effect of limited interior 
volume and finally considered the effect of door pumping. 
Van der Maas et al. [39] looked at the Same problem fiom a different point of 
view. They studied the evolution of the air flow rate and temperature in a room 
when opening a window. Assuming insulated walls and developing the energy 
balance of the inside air, they show by full-scale experiments that a reasonable 
agreement is obtained. The main advantage of such a solution is the avoidance of 
coupling with a real simulation of the thermal behavior of the whole building and 
the ability to give a quick estimate of the transient evolution of the air flow. 

b. Fluctuating Flows through Large Openings 
Experimental results have shown that the fluctuating effects can be particularly 
significant in the case of one sidkd ventilation or when the wind direction is paral- 
lel to openings in two parallel facades. Nevertheless, as pointed out by Vandaele 
and Wouters [40] in their review paper very few correlations have been proposed 
and most of them concern very particular configurations. 
The fluctuating flows are mainly created by the effects of turbulence due to local 
wind characteristics. They depend on the turbulence characteristics of the incom- 
ing wind and on the turbulence induced by the building itself. These mechanisms 
have been studied on scale models or full scale cells and wind tunnel visualiza- 
tions have been used to describe the main phenomena. Turbulences in the air 
flow along an opening cause simultaneous positive and negative pressure fluctua- 
tions of the inside air. The studies of Cockroft et al. [41] Warren [42] Crommelin 
and Vrins [43] and Etheridge [44] illustrate this problem. 
Because of the complexity of the problem and the high number of parameters 
influencing the development of the eddies along the facade of a building very few 
correlations have been proposed and implemented in multizone air flow models. 

Phaff and de Gids [45] propose an empirical correlation deduced from experimen- 
tal work and give a general definition of the ventilation rate through an open win- 
dow as a function of temperature difference, wind velocity and fluctuating terms. 
Since they found an existing flow without either wind or temperature difference a 
fixed turbulent term was added to the volummemc flow. This turbulent term is 
presented as an additional pressure drop written as a function of the flow 
exponent. 
These types of models, combining the effects of wind velocity, temperature 
difference and turbulence, should be able to predict the effect of fluctuating wind 
on the air flow exchange through an external opening in a multizone pressure net- 
work. However, much work is needed in order to give a precise description of the 
effects of the many parameters influencing the structure of the local wind at the 
very location of the opening. 
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2.2.2.3. Integration .into COMIS 
A multizone infdtration model like COMIS is defined by a network description of 
the pressure field in a building. The pressure nodes represent control volumes or 
zones at thermodynamical equilibrium. They are linked together by nonlinear 
flow equations expressed in terms of pressure difference. Mass conservation of air 
in each zone leads to a nonlinear system of pressure equations. 
These are two ways of describing the behavior of large openings. Either we can 
describe the air flow rate through a large opening using a nonlinear equation of 
the pressure drop, or we can solve the problem separately and include the result as 
an unbalanced flow in the mass conservation equation of the described zone. 

2.2.23.1 Existing Solutions 
To represent the behavior of a large opening in an air flow model we can take an 
explicit definition of the flow given by a Bernoulli flow regime assumption, or 
any other correlation of natural or mixed convection [46] corresponding to the 
configuration. In the case of both methods the large opening is disconnected from 
the general pressure network, is solved separately and then represented by an 
unbalanced flow in the mass conservation equation of each zone. Since the flow 
is strongly dependent on the pressure field around and inside the building the first 
solution will lead to a high number of iterations and a direct approach appears 
more attractive. 
To connect the large openings to the general pressure network it is necessary to 
define their behavior in terms of nonlinear equations of the pressure drop. The 
first possibility is to describe the large opening as a conjunction of parallel small 
openings, properly located, and with only a one-way flow allowed for each one. 
Each small opening is then described by a crack flow equation taking into 
account the Iocal pressure drop. The whole system of nonlinear equations can be 
introduced directly into the pressure’ network. This solution was first proposed by 
Walton [47] and Roldan [48] and has been used in various multizone models 
developed since (Feustel [49]). It leads to the definition of various flow elements 
in simulating one large opening. 
A second way to solve this problem is to interpret the flow equations of large 
openings in terms of non linear pressure laws. This method leads to the definition 
of new flow equations in pressure characterizing the behavior of large openings. 
Walton [50] proposed this solution in the case of a vertical opening between two 
isothermal zones i and j for steady state flow. Following the approximation of the 
Bernoulli flow it is assumed that the velocity of the air flow at different heights is 
given by the orifice equation (Eq. (56)): 
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where p represents the density of flowing air. 
The hydrostatic equation is then used to relate the pressures in each room to the 
air characteristics at various heights, and the velocity equation becomes: 

The height of the neutral plane is given by Pi ( z )  = P j ( z )  or by setting the inter- 
zonal velocity to zero. In the case of a neutral plane being located in the opening, 
and taking this point as origin for altitude, since P i ( z n )  = P j ( z n ) ,  the mass flow 
through the doorway above and below the neutral level zn are given by Eqs. (58) 
and (59): 

Walton [47] reports that this model of doorways tends to be faster than the multi- 
ple opening approach. However it complicates the assembly process of the net- 
work since one or two flows may exist through the same link between two zones. 

2.2.2.3.2 COMIS Contribution 
The main objective in proposing a solution for large openings is to fit it easily 
into the network definition and to go as far as possible in the modeling of the 
various phenomena influencing the behavior of large openings. 
The main assumptions of our model are: 
0 Steady flow, inviscid and incompressible fluid 
0 Linear density stratification on'both sides of the opening 
0 Turbulence effects represented by an equivalent pressure difference profile 
0 Effects of reduction of the effective area of the aperture represented by a single 
coefficient 
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a. General Numerical Solution of the Problem 
Figure 16 gives a general description of the problem to be solved. 

Fig. 16: The General Problem of Gravitational Flow through a Vem'cal Opening 

On each side of the opening, we assume a linear density stratification: 

and we introduce a linear pressure difference simulating the effect of turbulence: 

The reference pressures on each side are given at the bottom of the opening. 
Assuming Bernoulli hypothesis on both sides of the opening we can defme the 
pressure difference at any level z as: 
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where p represents the density transported by the velocity. The locations of the 
two possible neutral planes are given by an equilibrium in pressure which leads to 
a zero velocity point. In a general case we have: 

Equation (64) can have two, one, or zero real solutions. To find the air flows 
flowing in both ways through the opening, the next step is to integrate Eq. (63) in 
the intervals defined by the physical limits of the opening and the position of the 
neutral planes: 

z=z 1 

mo,zl = c d  e J ~ v ( z )  w dz 
Z = o  

z=z2 

mZlJ2=cd e J pv(z) w dz 
z=z 1 

It appears from the preceding equation that the flow through a large opening is 
directly proportional to an empirical discharge coefficient Cd . This is, in fact, a 
phenomenological coefficient taking into account the contraction of the flow due 
to the existence of the opening. Theoretically it depends on the fluidand the local 
flow characteristics caused by the shape of the opening. Its value goes from 0.61 
for sharp-edged orifices to 0.98 for trumpet shaped nozzles. A brief review 
[51-531 indicates that these values can be as low as 0.25 and higher than 0.75 for 
large openings. 8 is called area reduction factor. It enables to define the effective 
opening of a large opening. 
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Recently Van der Maas et al. [39] reproducing the Lane-Serff et al. [54] experi- 
m e n t ~ ~  concluded that the discharge coefficient corresponding to the Bernoulli 
model can reasonably be taken as being between 0.6 and 0.75. However a precise 
determination remains very difficult. 8 is called an area reduction factor and 
enables us to define the effective area of the opening through what the air is flow- 

In the more general case these integrals have no analytical solutions and they 
have to be computed by a numerical mean. In COMIS a classic Simpson integra- 
tion is used. This numerical solution is general but it is also time-consuming and 
is reserved for the more general case. As far as Eq. (64) remains a linear one 
when no density gradients exist, an analytical solution does) we can use it to save 
computational time. 

b. Analytical Solution of the Problem without Density Gradients 
If we now assume that air density in each zone does not change with the altitude 
an analytical solution exists. The pressure difference at any given level 2 
becomes: 

ing. 

The position of the possible neutral plane is then given by: 

and the velocity at any location 2 is given by: 

Taking the position of the neutral plane as origin for the Z axis Eq. (68) becomes: 

J 

ljll v(z)= [ [ -[g (Po1-Pm)-bt] 2 

P< 

and the flows through the large opening are given by direct integration of Eq. (69) 
between 0 and the limits of the opening. In a general case we have: 
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and: 

In Eqs. (70) and (71) p represents the density transported by the flow. 

2.2.2.3.3 Examples of Solutions 
a. Influence of the Turbulence Effect 
Firstly we test the influence of the turbulence term on the behavior of a large 
opening when submitted at an increasing pressure reference drop. The opening is 
a doorway of 0.8 m width and 2.0 m high separating two zones at 2OoC without 
any .water vapor in the air. Its discharge coefficient is equal to 0.65, and the res- 
triction coefficient is 1, which means that the opening is perpendicular to the flow 
and completely open. 

According to the orders of magnitude given by Phaff and de Gids [45] for the tur- 
bulent effect we consider a reference configuration without turbulence effect 
(Pt  = 0) and two additional cases with linear turbulence pressure distributions: 

Pt  1 = 0.02 - 0.022 and Pt2  = 0.05 - 0.05~ (72) 

The results obtained using our analytical solution are shown in Fig. 17. 
Obviously these two turbulent pressure distributions give a recirculating flow 
until the reference pressure difference at the bottom of the opening cancels the 
turbulent effect. Until this threshold we observe a negative flow. When the pres- 
sure difference at the bottom is zero, a situation which corresponds to a single- 
sided ventilation, the values of the recirculating flow due to the turbulent effect 
reach respectively 227 m3/h and 358 m3/h . 
This example is merely a demonstration. Many more studies are necessary to 
describe precisely the turbulence pressure distributions equivalent to the real 
effect of wind turbulence. Nevertheless, this effect can be taken into account in an 
analytical model and this short example demonstrates how significant it can be. 
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Fig. 17: Efect of Turbulent Pressure Gradient on a Doorway 

b. Influence of Density Gradients 

The second example presents the behavior of the same doorway, previously 
defined, but on one side there is a stratified environment. The temperature of zone 
2 is set at 2OoC and in zone 1 the reference temperature at the bottom of the 
opening is 17.5OC with a density gradlent of -.lkg/m4 which gives a dry air tem- 
perature of 22.5"C at the top of the opening. On the same side the effect of a tur- 
bulence effect Pt  1=.02 - .02z is kept. Figure 18 represents the evolution of the 
flows, calculated by our numerical solution, when varying the reference pressure 
difference at the bottom of the opening. 
For negative pressure differences a negative one way flow is obtained (which 
means that air is flowing from zone 2 to zone 1) until -0.015 Pa. Beyond this 
value a first neutral plane appears at the bottom of the opening. After -0.015 Pa a 
two way flow exists until 0.025 Pa where a second neutral plane appears at the 
top of the opening. The existence of the second neutral plane increases signifi- 
cantly the flow from zone 1 to zone 2. Both neutral planes then disapear and the 
negative flow (from zone 2 to zone 1) too. Figure 19 shows the evolution of the 
position of the two neutral planes in this configuration. This curve is the 
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Fig. 18: Efect of Density Gradient on one Si& of a Doorway 

horizontal parabola described by Eq. (64) when varying the reference pressure 
difference at the bottom of the opening. 

2.2.2.4. Conclusion 
Predicting air flow through large openings is difficult. In the literature an agree- 
ment exists on the prediction of gravitational flows through vertical openings in 
steady state configurations using Bernoulli’s equation. Nevertheless a large 
uncertainty remains on the definition of the discharge coefficient. There is a lack 
of knowledge on the behavior of horizontal openings in thermally driven flows, 
and the coupling with the flow patterns existing in each zone is not taken into 
account. Furthermore, the unsteady situations due to turbulence effects are impos- 
sible to describe because of the very high, number of parameters influencing the 
air flow. Some experiments do exist, however, and they enable an empirical 
description of the problem to be employ-d. 
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Taking the complexity of the problem into account a general solution to include 
large openings in the pressure network of a multizone model was proposed. 
This model is generally applicable in most of the large openings configuration. It 
is a combination of the theoretical solutions developed using Bernoulli’s assump- 
tions and of empirical knowledge acquired from experiments in real configura- 
tions. 
Much more work is needed, however, to validate these assumptions. Parametric 
studies coupled with specific experiments are now necessary to check the validity 
of this solution and show the effect of the different parameters involved in the 
model. 
Further sNdies should also include the effects of coupling between the large 
opening flow and other flow patterns caused by natural or mixed convection in 
buildings. 

~~ ~ 
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2.2.3 HVAC-Systems 
2.2.3.1 Pressure Losses through Ducts and Duct Fittings 
Assuming the specific weight of atmospheric air equals that of air in the duct the 
relationship for fluid resistance between sections, in terms of pressure, is: 

The total pressures at the two sections of a duct are expressed by: 

The pressure losses for each section of a duct system can be calculated using Eq. 
(76): 

with the total pressure loss APt being the sum of the friction losses in the duct 
Mi, the pressure losses due to fittings APj and the pressure losses in the equip- 
ment A p k  . 

2.2.3.2 Friction Losses through the Duct 
Friction loss for fluid flow in ducts can be calculated by the Darcy equation: 

Within the region of laminar flow (Reynolds numbers less than 2000) the friction 
is a function of Reynolds number, only, and can be written as: 

64 A =  - 
Re 

For turbulent flow (Reynolds numbers greater than loo00) the friction factor 
depends on the Reynolds number, duct surface roughness and iruernal protuber- 
ances such as joints and is calculated by Colebrook's equation [ S I :  
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r 1 

d + - a  a 13.E75 251 Re J 1 -=-210g - (79) 

Since the equation cannot be solved explicitly for X, we use an approximate expli- 
cit equation from Moody [56]: 

J 

Bouwman [57] shows, that when X is below 0.05, the difference between 
Moody’s equation and Colebrook’s equation is less than 5 percent. 
ASHRAE [58] divides duct roughness factors into five categories from smooth 
(O.ooOo3 m) to rough (0.003 m). Manufacturer’s data indicate that the absolute 
roughness for fully extended flexible nonmetric ducts and metal ducts ranges 
from 0.001 1 m to 0.0046 m and 0.00012 m to 0.0021 m, respectively. 
Where the length of round and rectangular ducts is equal, with a constant flow in 
each duct and equal resistance to flow in both ducts, the equivalent round of a 
rectangular duct is calculated by Eq. (81) found in the literature [58]:  

(a b)0*625 
(a + b)0.250 

de = 1.30 

2.2.3.3 Dynamic Losses due to Duct Fittings 
Dynamic losses result from flow disturbances caused by fittings that change the 
path of the air flow and/or its area. These fittings include entries, exits, transi- 
tions and junctions. The dimensionless coefficient zeta (c)  is used for fluid resis- 
tance. The coefficient zeta has one and the same value in dynamically similar 
streams, i.e, streams with geometrically similar stretches, equal values of Rey- 
nolds number and equal values of other criteria necessary for dynamic similarity: 

The calculation modules for the fittings and equipment prepared for COMIS are 
shown in Table 3. There are some data available for the local loss coefficients of 
the fittings and equipment. The values of the local loss coefficients in some fit- 
tings, however, differ according to the different literature sources. These values 
are compared in Figs. 20 to 23. 
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For round and rectangular hoods the data from ASHRAE [2] is used because that 
data covers a wide range of angles from 0 to 180 degrees. 
There are six data sets available for elbows, each of which differs significantly 
from the others. One of the reasons for the scatter is probably the difference 
between the roughness factors of the elbows used for the experiments - although 
these were not specified by the authors. In this module the mean value between 
the data from ASHRAE Handbook of Fundamentals [2] and the data from a Ger- 
man Handbook [59] is adopted. 
Three data sets from the ASHRAE 1985 Handbook of Fundamentals [2] were 
adopted for round conical diffusors. The data for round contractions was taken 
from the same source. This data shows the pressure loss coefficient in the wide 
range of angles from 15 to 180 degrees. 

2.2.3.4 Coefficients of the Flow Equation of a Duct 
The dependency of the friction loss along the duct, using a Reynolds number is 
different between the laminar region, the turbulent region and the transitional 
region as described in 2.2.3.2. For easier calculation in the network model the 
relationship between the pressure loss and the volume flow rate is assumed to be 
expressed by the power law function. 
The flow coefficient Ce and the exponent n are calculated in our module as fol- 
lows. Firstly an estimated volume flow rate through a duct is given as input data. 
If the flow is in the turbulent range (Reynolds number greater than 3500) the duct 
fiction factor is calculated by an approximate explicit equation from Moody 
instead of by the Colebrook equation which is an implicit expression. If the flow 
is in the laminar region (Reynolds number less than 2300) the duct friction factor 
is given as a value, 64, divided by the Reynolds number. In the transitional range 
the factor is taken as an interpolated value between the two transitional points. 
The pressure loss along the duct is then calculated, including dynamic pressure 
losses through duct fittings. Secondly, an alternative volume flow rate is 
automatically calculated in the module. That value is 10 95 higher in the turbulent 
range and 10 95 lower in the laminar range than the value of an initial estimated 
flow rate. The corresponding fiction factor of a duct, and the corresponding 
pressure loss along a duct with fittings, are calculated to the alternative volume 
flow rate. Lastly, the flow coefficient Ce and the exponent n are obtained by 
the straight line connecting the two points plotted on a log-log chart: 
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Table 3. Types of Duct Fitting 

1 Entries 
1.1 Round Duct Mounted in Wall 

1.2 Abrupt with Screen 

1.3 Hood 

2 Exits 
2.1 Round Duct Flush with Wall 

2 - I=l.O 

2.2 Abrupt with Screen 

3 Elbows 
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Table 3. (continued) 

4 Transitions (Diverging Flow) 
4.1 Conical Diffuser, Round 

COMIS 

5 Transitions (Converging Flow) 
5.1 Contraction, Round 

6 Obstructions 
6.1 Screen in Round Duct 

6.2 Perforated Round Plate 

6.3 Orifice in Round Duct 

P 
6.4 Damper 
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Q i  

cQ = 

As a result, the power law function obtained for the duct is written as: 

=CQ (MIn (85) 

2.2.3.5 Total Pressure h e s  due to T-Junction 
When the flow is diverging, as shown in Fig. 24, the total pressure loss, &12, 

from the point 1 to the point 2 is expressed by: 

A P , 2 =  [ P1+-v1  ; j-[ P 2 + 2 V 2  p2 .] 

P2 
0- 

P1 
- 0  

Fig. 24: Pressures at a Junction of a Tee. 
c 

~ 
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The pressure loss coefficient is defined by the velocity pressure of point 1 which 
is just before the junction: 

Therefore: 

When the flow is converging, on the other hand, the pressure loss coefficient is 
defined by the velocity pressure of point 2, which is just after the junction: 

Therefore: 

AP 12 
c12= - 

p2 2 
7 7 2  

The pressure loss coefficient can be expressed as the function of the two volume 
flow rates just before and after the junction, e.g., the pressure loss coefficient,c12, 
is expressed as: 

C12=F [E] 
As the duct systems in this program are combined in the network air flow model 
the junction is treated as a node, i.e., the static pressure around the junction is cal- 
culated iteratively. me static pressures at the two other points, e.g., for the 
diverging flow, are calculated by Equations (92) and (93): 
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Input data in this module are the three volume flow rates through the three ducts 
connected at the junction as well as the static pressure at the point in a duct just 
before the junction. The outputs are the static pressures at the two points in the 
two ducts just after the junction. 

2.2.3.6 Literature Survey 
There are some available data of the pressure loss coefficient at the T-junction 
given [60-7 11, for example, in the ASHRAE Handbook, the handbooks from Ger- 
many and The Netherlands and in a paper written by a Japanese researcher. We 
found, however, that the values of the pressure loss coefficient were significantly 
different depending on the source. For example, in the case of converging flow, 
the pressure loss coefficient through the main duct of the T-junction obtained 
from one source is double the value of the loss coefficient given elsewhere (Fig. 
25). 
Pressure loss coefficient curves for two cases are shown in Fig. 25 and Fig. 26. 
Our literature survey will be continued in order to discover the original source 
and experimental conditions of the pressure loss test. 
As a first step, the data prepared by It0 et al., shown in Table 4, was taken since 
all six pressure loss coefficients in each of the four flow patterns at the T- 
junction are expressed by the experimental formulae. These values, furthermore, 
are close to the values presented in the A S H M E  1985 Handbook of Fundamen- 
tals [2]. (But only two pressure loss coefficients in the case of the diverging flow 
are shown in the ASHRAE 1989 Handbook of Fundamentals [ S I . )  
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Table 4: Local Loss Comcients for Tees 

Case I 

Case 2 

Case 3 

Case 4 

Case 5 

Case 6 

I ++3 
T 

2 
I ++3 

1 

2 

2 + + 3  
t 

I 
2 + + 3  

t 

I 
I + t 2  
4 

3 
I ++2 

4. 

3 

[3 = 0.525 + 0.42 
Q 3  

Q 3  

Q i  
If 0.78 2 - 2 0 [i = 0.65 

[3 = -0.92 + 

cl=O.59+ 

63 = 0.80 - 

[I = 0.99 - 

2.2.4 Shafts 
Where the temperature in the shafk (e.g., s&cases, lift shafts) is different from 
that of outdoor air, the pressure difference occurs between the shafts and the out- 
side due to the buoyancy effect. If the shafts have openings and leaks the outdoor 
air comes into the shaft and the inside air goes out. 
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If there is no temperature distribution in the shafts and the friction loss can be 
ignored due to the air flow in the shafts, the pressures at a height, z ,  in the shaft 
and outside can be expressed as: 

P& = Pi0 - pig2 

Po2 =-Po@ 

The pressure difference t: tween the inside of the shaft and th 

AP = -Pi0 + (Pi - PO )gz 

(94) 

(95) 

outside is: 

The pressure difference, Ap , is zero at a height, ZN, which is called a neutral 
level. At the neutral level, Eq. (96) is modified as: 

Therefore: 

Using the neutral level, ZN, the pressure difference at a height, z, is expressed 
by: 

During the heating season, when the indoor temperature is higher than outdoor 
temperature, the outdoor air infiltrates into the shaft whereas, above the neutral 
level, the indoor air exfdtrates. 

2.2.5 Flow Controllers 
2.2.5.1 Types of Flow Controller 
Flow controllers ususally have a valve to change the cross-section of the flow 
path, thereby changing the relation between the flow through and the pressure 
across the controller (Fig. 27). 
How controllers which have an external input signal for the valve are not covered 
by the flow controller routine in COMIS. They can be simulated by using the 
schedules for links. 
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Flow controllers having a characteristic which is a function of the pressure differ- 
ence across the controller are simulated as follows. There are four possibilities: 
0 F1 ideal, symmetric controller 
0 F2 ideal, nonsymmemc controller 
0 F3 nonideal, symmetric controller 
0 F4 nonideal, nonsymmetric controller. 
Ideal means the controller compensates for parallel leak flows as is explained in 
the next paragraph. Symmetric means that pressures in both directions give the 
Same valve position. Three ranges of operation are determined. 
0 Range 1: the pressure is low and the valve wil l  have a fixed position. The 

characteristic Q =f (AP ) is that of a normal crack flow equation 
Range 2: the pressure is within the range where the valve keeps the flow con- 
stant or at least, regulated along a polynomial 
Range 3: the pressure is larger than the range where the flow can be main- 
tained at the defined value of range 2. The flow can either decrease or 
increase. The characteristic is given by a polinomial. 

In case of non-symmetrical controllers the ranges for negative pressures can differ 
from positive ones. 

0 

0 

2.2.5.2 Performance of Flow Controller 
As a simplification one might imagine an ideal flow controller for control of infil- 
tration through the facades. This has a setpoint for the flow and also an adjust- 
ment knob to compensate for other leaks in the same facade. The adjustment knob 
is not in the routine. The flow controller of the ideal type looks for flows in the 
same facade in the same room. The flow controller compensates for these leak 
flows by decreasing its cross-section, a compensation which works well until the 
valve is totally closed. An assumption is made that other leaks have the same 
pressure difference as the flow controller and compensation is made for that part 
only. If there is a strong stack effect involving low and high leaks the ideal flow 
controller could fail (also in reality). 
The takeover points in the characteristic between range 1 and range 2 is deter- 
mined by the pressure at which the flow in range 1 will become larger than that of 
the polynomial. Therefore no input need be given for this point. The width of 
range 2, as seen in the pressure axis, is an input. At the end of range 2 the pres- 
sure is the width of range 2 added to the pressure for the takeover between range 
1 and range 2. The start flow in range 3 is given by the last flow in range 2. The 
polynomial of range 3 gives only the difference between this last flow in range 2 
and the actual flow. The flow will never be opposite to the pressure difference 
across the controller - a decreasing characteristic in range 3 can, at most, go to 
Zero. 
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Strongly decreasing flows at increasing positive pressures can spell danger for the 
solver of the ventilation network. They can spell danger in a real building also, 
since they may start oscillating. The total flow through a wall (leaks plus flow 
controller) should never decrease with increasing pressure. The ideal flow con- 
troller will not cause this problem. 
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2.3 PRESSURE SOURCES 
2.3.1 Fan Performance 
Fan performance is expressed by the total pressure difference and the volume 
flow rate. The total pressure difference is the difference of pressure between the 
entry and the exit in the fan. 

2.3.2 Fan Laws 
The effect of changing air density and fan rotating speed on volume flow rate and 
pressure is important for ventilation calculation. The fan laws relating to the 
effects of fan size, rotating speed and air density are expressed by: 

3 
D F , l  N F . l  

DF.2  
Q 1 = Q 2 x [  -1 x-  N F . 2  

Subscript 1 denotes that the valiable is for the fan under consideration; subscript 2 
.denotes that the valiable is for the tested fan. 
By not taking the fan size into consideration we get: 

D F , l  = DF.2  

Then, Eqs. (100) and (101) are simplified as: 

p F , l  
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23.3 Expression of Fan Curve 
On the basis of more than three data pairs of the volume flow rate and the pres- 
sure difference, the fan performance curve is expressed by the polynomial 
approximate formula using the least square method. When the pressure differ- 
ence is outside the normal operation range the fan performance is expressed by 
the straight line between the two points showing the maximum pressure differ- 
ence and the minimum pressure difference in the normal operating range. This 
linearisation is carried out mainly to prevent problems in the ventilation network 
solver. The input data is a pressure difference. With the correction parameters in 
the call set to 1 the output is the volume flow rate calculated from the fan curve. 
The air density effects and the effect of the fan speed on the fan performance are 
put into the correction parameters. The module that calculates these correction 
parameters is FANCONV. In the solving process of the ventilation network, the 
correction parameter includes the air density. In this way the FAN routine returns 
the mass flow. 
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2.4 POLLUTANT TRANSPORT MODEL 
2.4.1 Introduction 
In the fist period of numerical modeling of building physical behavior most of 
the effort has been devoted to the prediction of energy consumption. In most of 
the existing models the emphasis has been on ithe heat transfer phenomena, and 
strong assumptions are usually made on other bransfer problems as multizone air 
flow or pollutant transport. 
This approach has been succesful and si@ic:ant improvement in the thermal 
quality of the envelopes of buildings has been made. As the thermal quality of 
envelopes improves, other phenomena like mulltizone air flow or pollutant tran- 
sport become more important in the definition of the air quality and energy con- 
servation of dwellings. This quality can be defined in various ways, energy con- 
sumption, comfort and healthy conditions king the most common criteria. 
Despite the subjectivity connected With comfort Conditions these can be evaluated 
by taking into account a set of physical variables such as surface temperatures, 
intensity of radiation, air temperature, air humidity, concentration of pollutants 
and air velocity or pressure. 
Unfortunately these variables are not independent - they are coupled together 
by non linear laws. It is no longer possible to consider each phenomenon 
separately and coupled analyses are necessary 1[72-74] to describe accurately the 
combined effects of the various transport processes. 
In this paper the coupling processes between air flow model and pollutant tran- 
sport are focussed on. A general formalization of these coupled phenomena is 
presented along with the pollutant transport using illustrative examples. 

3 

2.4.2 COMIS Pollutant Transport Model 
The transport of concentrations in a multizone building leads to the definition of 
mass balance equations for each pollutant considered, in each controlled volume, 
and at each time step of the period studied. These mass balance equations can be 
defined, generally as functionals, raking into account all the state variables 
involved in the definition of the equilibrium. 
For instance, the water vapor balance in each zone I of a building is related to the 
water vapor contents and temperatures - '-. of all zones but also to the surface tem- 
peratures due to evapomtiordcondensation phenomena (Eq. (105)): 

F,Y[WI ,...., W' ,...., w ~ , T ~ , . ; . : , T '  ,...., T Nz , T ~ ~ .  ...., T~ ,...., T 4 = o ( 105) 

In a general way we can write a similar equation for any kind of pollutant P in 
zone I: 



( 106) ~jp[cd, ...., cP, I ...., C F Z , T ~ ,  ...., T I ,  ...., T N Z )  = o 

The definition of all phenomenological laws relating to the state variables 
delivers an explicit definition of each functional. The last step of the modeling 
process is to check the closure of the problem showing that the number of unk- 
nown state variables is the same as the number of balance equations. 

2.4.2.1 Fundamentals of COMIS Pollutant Model 
In parallel with the development of the multizone air flow model, amultizone 
transport model defining the mass balance of each pollutant in each zone of a 
building was developed in COWS. 
The mass variation in time of a specific concentration of a pollutant p in zone i is 
due to the divergence of the mass flow of pollutant through the boundaries of this 
control volume increased by any source effect. 
The main assumption here is that the concentration is well mixed in a zone and is 
transported from zone to zone by the flow of air. 
Equation (107) describes this mass balance: 

In Eq. (107), q j i k  represents the filter effect of link k, between zones j and i, on 
the incoming concentration. This filter affects the transported concentration and 
can represent a solid absorbtion along the path or any kind of reaction (chemical 
reaction, phase change ....) due to the contact of the pollutant with a solid material 
when flowing from one zone to the other. 
kr, ,  which we call reactivity is a general term taking into account chemical reac- 
tion, adsorption or desorption effect in solid materials and phase change or 
nuclear reactivity of a radioactive pollutant in the considered zone itself. 
qjik and k,,ip can be defined either as constant values or as functions of state vari- 
ables other than the concentrations. 
S, (t  ) represents a source of indoor pollutant p in zone i. 
One of the main problems in predicting the pollutant dispersion in a multizone ' 

building is the definition of the indoor or outdoor sources and the two terms we 
called reactivity and filter effect. Good compilation of data has been made by 
Traynor et al. [75,76] and Tichenor et al. [77] but much more is needed in this 
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field to reach a precise characterization of the main indoor sources. 
The frrst term of Eq. (107) can be developed in: 

However, in Eq. (lOS), d (p,. Vi)ldt is merely defining the mass balance of dry 
air in zone i. 
This mass balance is also written as Eq. (109): 

If we introduce the definition given by Eq. (109) in Eq. (107) we obtain a general 
definition of the concentration of pollutant p in zone i involving only the incom- 
ing flows: 

To integrate Eq. (110) over time we use a purely implicit finite difference 
scheme. This method leads to the definition of a linear system of equations defin- 
ing the field of concentrations at each time step. Undes mamx notation we obtain: 

[ A  ] { CP ' + } = { } 
With: 

k=l 
._ _. 

k=NK B ( i )  = poi' Vi c,' +sip I +Al + c I;Iab;'k" ( 1 - q O &  )Cop t +At 
At k=l 
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In the source term B(i), the subscript 0 represents outside characteristics. These 
terms are introduced here as boundary conditions of the pollutant transport model 
at each time step. 
The coupling of this model with the COMIS air flow model can be divided into 
two levels: 

0 Eq. (110) shows that the concentration is a function of the multizone mass 
flows of dry air at the same time step 
The variation in concentration may modify the density of air in the different 
zone, influence the stack effect, and then may significantly change the mul- 
tizone mass flow distribution 

0 

The air density of moist air with NP pollutants is given by: 

28.9645 28.9645 287.055 T 1 + XH 18.01534 i=l c ci MMi 

An important problem when coupling different transfer phenomena is the defini- 
tion of a reasonable choice for the time step of the simulation. 

2.4.2.2 Selection of the Time Step. 
As a fmt approximation we assume that the leading phenomena in Eq. (1 10) is 
the transport of concentrations by the interzonal air flows. We neglect the filter 
effects, the reactivity and the presence of sources in order to get a rough estimate 
of the concentration in zone i. Given all these assumptions, Eq. (110) has an 
analytical solution. A good estimate of the concentration of pollutant p in zone i 
is given by an exponential law: 

where hji represents the total dry air flow coming from zone j to zone i and A is 
a constant defined by the boundary conditions of the problem. 
The time constant of this particular problem is then given by: 
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As first approximation the condition to fulfill for the time step can then be taken 
as: 

2.4.3 Illustrative Examples 
In the following examples we consider a simple configuration with two rooms as 
described in Fig. 28. 

0. IO Kgh 0.045 Kg/s 

Fig. 28: Schematic Description of the Reference Case 
(Air Change Ratio per Hour = I .) 

Room 1 has a volume of 468 m3 and room 2 , s  m3. The initial concentrations in 
both moms are 1OOO. loa g/kg dry air, and the outside concentration is 100. loa 
g/kg dry air. The mass flow rates described in Fig. 28 correspond to one air 
change per hour configuration. 
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Figure 29 shows the evolution of the indoor concentration during one hour as a 
function of the air change ratio. In this frst configuration, both moms follow the 
same evolution in time. This very simple case shows how strong is the coupling 
between concentration transport and air flow distribution. 
When adding a reactivity in zone 1 we consider the evolution in time of the con- 
centration in both rooms. Figure 30 presents the results obtained with no reac- 
tivity, 0.1 kg/s and 0.25 kg/s. In Fig. 30, the effect of reactivity in zone 1 affects 
concentrations in both zones. The concentration decreases in zone 1 and, since 
zone 2 is strongly coupled to zone 1 by the air flow between the two zones, con- 
centration in zone 2 also decreases significantly. 

1000 

200 

ACH = 0.5 

ACH - 1.0 

ACH = 2.0 

1 I I 1 I I I 
10 20 90 40 60 80 TO 

Time [mlnl 

Fig. 29: Evolution of Concentration in both Room with Various Air Change Ratios 

Figure 31 shows the influence of a frlter effect between zones 1 and 2 on the 
resulting concentration in zone 2. Since the air is flowing fiom zone 1 to zone 2 
concentration in zone 1 is not affected. 
By increasing the filter effect from 0 to 100% the transport of pollutant from zone 
1 to zone 2 decreases. This causes a reduction of the concentration in zone 2. 
When the filter effect between the two zones is loo%, the only concentration 
affecting the concentration in zone 2 is the outside one. The strong decrease of 

, 
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Fig. 30: Evolution of Concentration in Room I with a Reactivity in Zone 1 

concentration in zone 2 is due to the fact that there is no more concentration in 
the air flow coming from zone 1. 
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Fig. 31: Evolution of Concentration in Room 2 with a 
Filter Effect between Zone I and 2 

2.4.4 Conclusion 
In this paragraph the pollutant model developed for coupling with the COMIS 
mutizone air flow distribution model is described. In the physical description of 
the model, general terms such as reactivity effect or filter effect arc included so as 
to solve most of the pollutant transport configurations we may find in building 
physics. We give a general description of the main phenomena and describe the 
coupling with an air flow model. 
In the illustrative examples given at the end of the paper, the significance of these 
parameters is demonstrated. In most of the cases they represent the interaction 
between the concentration in a room, or that transported by an air flow, and 
porous solids such as walls, furnishings or clothing. 
Unfortunately we have very little data describing these phenomena for real confi- 
gurations in buildings. Much more experimental work is needed to define accu- 
rately the main characteristics of pollutants flowing through cracks or being par- 
tially absorbed by furniture or other solid materials in a room. 

i 
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3. SOLUTION METHODS FOR AIR FLOW NETWORKS 
3.1 Introduction 
Infiltration programs establish the infiltration and ventilation rates in a building 
by the solution of a non-linear system of equations. An iterative method can be 
used in which a linear system of equations is solved in each step of the process. 
The Newton-Raphson method is often used for this kind of problem and usually it 
works satisfactorily although the convergence is sometimes slow. The approach 
here is to use Newton-Raphson but to modify the method in exceptional cases. 
This paper discusses various modifications of the Newton-Raphson method and 
the special characteristics of the resulting linear system of equations. Two modifi- 
cations are outlined, coded, and timed. Some direct linear methods are described 
and several of these are also coded and timed. 

3.2 System of Equations 
The network consists of pressure nodes and links. A mass flow balance must exist 
in each node as described by the following flow balance equation: 

f ( P ) = p i  = o  
i 

and in vector form for all nodes: 

f (P)=O (1 17) 

An appropriate function describes the flow rate as a function of pressure differ- 
ence for each link. Non-linear expressions of the following type are the predom- 
inant; for a better understanding we here disregard the temperature correction fac- 
tor K6 introduced in Eq. (32): 

m =Ch (Af)" 

where 0.5 I n 5 1.0. 
Equation (1 17) is obviously a non-linear system of equations. The system has the 
following general structure for two zones, four fixed pressures and five links: 
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Fig. 32: Two-Zone Building 

The equations are formulated systematically. A flow out from a zone is positive. 
The Newton-Raphson method finds the next approximation in the one- 
dimensional case through the following iteration function h (Pn):  

where f ' is the derivative off . A multidimensional case is similar: 

where J is the Jacobian matrix. The Jacobian matrix is obviously similar to f '; 
the matrix consists of the partial derivatives of all the flow balance equations f 
regarding all pressures P. Eq. (122) can be rewritten in the following way: 

where corr is the Newton-Raphson corrections of the pressures. Note that this 
system of equations is linear. 

3.3 Special Characteristics of the Jacobian Matrix 
Some of the most frequently cited books in Linear Algebra have been reviewed in 
the preparation of this section [78-831. 

COMIS -82- Fundamentals 



The Jacobian matrix has, as a role, two important features in air flow problems - 
it is symmetric and positive definite. The Jacobian matrix in our example is: 

Remembering the limits of n the derivatives of the first row are: 

The first equation represents one diagonal element and the second equation one 
non-diagonal element in the matrix. This means that the elements of the matrix 
are negative except those on the diagonal. 

33.1 Symmetry 
A symmetric matrix A is a matrix with the property A (i j )  = A (j , i) .  In our case 
this is the same as saying that the partial derivative of zone i with reference to 
zone j is equal to the partial derivative of zone j with reference to zone i. Formu- 
lating the equations in the same way as in the preceding section we have: 

These derivatives are not defined for the case Pi = pi. This represents a potential 
problem but one which can be avoided in several ways. The function can be 
linearized at this point which will not affect the result much. It is also possible to . 
disregard every link with a very small pressure difference which again will not 
change the result significantly. Except in this exceptional case the Jacobian 
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mamx is symmemc. If no leak is defined between two zones i and j ,  the element 
J(i j )  = 0. 
Again, the elements J(i ,i) are all positive which follows from the way the equa- 
tions were formulated: 

a “ i j  - 1 J (i ,i) = z-cij (pi - pi lni’ = CC, nij I pi - pi I 
ju’ api j ei 

where j are zones or fixed pressures with a connection to zone i . 
Equations (127 - 129) give directly: 

The last equation is important when we want to show that the Jacobian matrix is 
positive definite. 

3.3.2 Positive Definite 
The Gerschgorin’s theorem states that every eigenvalue of the matrix lies in at 
least one of the circular discs, in the complex domain, with centers J (i ,i) and 
radii Z I J ( i j ) l :  

We know that: 

i.e., all values on the disc are positive or zero, Le., all eigenvalues 2 0. The matrix 
is said to be positive semi-definite. A necessary and sufficient condition for a 
matrix to be positive definite is that all the eigenvalues of the matrix should be > 
0. 
Every general non-singular maaix can be transformed into a triangular matrix and 
every symmetric matrix into a diagonal one. The diagonal elements in these 
matrices are the eigenvalues of the matrices. The value of the determinant for a 
diagonal or mangular matrix is the product of the diagonal elements, Le., the 
determinant of a matrix J is the product of its eigenvalues. Der (J ) = 0 means 
that the matrix is singular by definition. If one or several nodes are completely 
isolated from other nodes and constant pressures the system of equations is 
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singular. 
The conclusion is that the Jacobian matrix must be positive deffite except when 
no unique solution exists. 

3.4 Linear Solvers 
This section is mainly based on [78] and [84]. 
A direct method, compared with an iterative methud, solves a system of equations 
in a certain finite number of steps. Direct methods are usually the most efficient 
methods for small to medium size full systems. The number of operations using a 
direct method is proportional to N 3  and, using an iterative method, N 2  where N is 
the order of the matrix. Obviously the iterative methods become more attractive 
the larger the matrix but these will not be discussed here. 
Our concern is with matrices solved by Gaussian-elimination, LU-factorization, 
and Cholesky's method. This includes studies of general, symmetric, and positive 
definite matrices. Band and skyline methods are used to improve the solvers. 
The number of operations required for some methods has been estimated. Vpera- 
tion" is defined here as one multiplication and addition - a useful measure. 

3.4.1 Gaussian-Elimination with Back Substitution 
A triangular matrix can be solved with backward or forward substitution. A gen- 
eral matrix can therefoR be solved if it is first reduced to a triangular form. 
The Gaussian elimination method reduces a general matrix to a triangular form. 
The technique is to eliminate currl of the system J COR' = - f from the last 
N - 1 equations by subtracting multiples m of the fmt equation. Thereafter 
curr2 is eliminated in the same way from the last N - 2 equations. This procedure 
is repeated until we have an upper triangular form with elements u . The diagonal 
elements are called pivotal elements. 

The compact scheme for Gaussian elimination can be written: 

k-1 
ukj = j k j  - Cmkpupj k = l ,  ... ,N j = k , k + l ,  ... JV. 

p=l 

p =1 

Ukk 
mik = i = k + 1, ...JV. 

where j , m , and u are the elements in J, L, and U respectidy. 

(133) 

(134) 

~ ~~ 
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The backward substitution can be written in compact form: 

The total number of operations for large N and one right-hand side is approxi- 
mately N3/3 + N2/2. 

3.4.2 Pivoting 
If a pivotal element becomes zero the Gaussian method obviously does not work 
since division by zero is not a defined mathematical operation. To solve the prob- 
lem we can interchange rows or columns. In this way it is possible to find a non- 
zero pivotal element as long as the matrix is non-singular. Pivoting requires a 
large number of logical operations. 

3.4.3 LU-Factorization 
The LU-factorization decomposes a matrix A into a lower L and an upper U ai- 
angular matrix: 

A =LU (136) 

Then the system Ax = b is equivalent to LUX = b which can be solved as two 
triangular systems Ly = b and Ux = y .  There is an equivalence between Gaus- 
sian elimination and LU-factorization. The elements in L are the multipliers rn 
and the matrix U is the upper triangular matrix. Equations (133) and (134) are 
therefore also valid for LU-decomposition. 
The LUdecomposition requires N3/3-N2/2 operations and the two triangular 
systems N2 operations, i.e., the same as Gaussian elimination. 

3.4.4 Cholesky’s Method 
For a positive definite matrix Gaussian elimination without pivoting is always 
possible. We can show that if Gaussian elimination can be canid out without 
pivoting for a symmetric matrix then there exist transformed elements m and u 
which form a symmetric matrix. Thus, if the matrix is symmetric positive defin- 
ite we have only to compute L and the number of operations is approximately 
halved to N 3/6 compared with the general Gaussian elimination without pivoting. 
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Fig. 33: Relative Time for LU-Decomposition on Direrent Matrices 

Again, the lower limits of the sums are changed in Eqs. (137) and (138). The 
lower limit will follow the skyline. This means that the skyline method always 
requires equal or less number of operations compared with considering the matrix 
as a band matrix. The execution time depends on sparsity and cannot easily be 
generalized as in the case of the band matrices above. However, some examples 
are presented in section 3.6.3. 

3.5 Non-Linear Solvers 
This section is based on the following references: [85-881. 
Our links have a’type of function that, undercertain conditions, creates very slow 
convergence. Newton-Raphson method can be modified to avoid problems. In 
principle, most modifications deal with finding an .appropriate relaxation coeffi- 
cient h, for Eq. (122): 

The Newton-Raphson correction corresponds to A, = 1.0. Two different methods 
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Equations (1 33) and (1 34) are now simplified to: 

0.5 
2 k = 1, ...a. m M = ( j k -  E m  

A-1 

p=l 

p=l 
mik = i = k + 1, ...,N. 

mu 

(137) 

This is Cholesky’s method. The first equation calculates the diagonal elements 
and the second calculates the elements of the lower triangle. 

3.4.5 Band Matrices 
The non-zero elements in a band matrix are arranged in a diagonal band of width 
2M + 1 where M is the half band width. 
In Fig. 33 the LU-factorization method has been adjusted to various matrices and 
a comparison made of the number of operations involved in solving the system. 
The curves have been estimated with finite sums. The number of operations for 
the symmetric case is approximately NM 2/2 - M 3/3. The number of operations is 
based on the decomposition only. Administration in the program also is not 
included so that these c w e s  are very much simplified. Nevertheless we can 
expect a large reduction in execution time if we take the special characteristics of 
the matrix into account. 
The lower limits of the sums in Eqs. (137) and (138) are increased according to 
the band width. The lower limit will not be 1 rather where the band starts for the 
specific row. This explains the reduction in time. 

3.4.6 Skyline 
The skyline method, compared with the band method which has constant length, 
takes into account variable lengths of non-zero rows and columns in a matrix. All 
the elements below a non-zero element in the upper triangular part are taken into 
consideration, these non-zero elements forming a skyline profile. The lower tri- 
angular part is treated in a similar way, all elements to the right of a non-zero ele- 
ment being taken into consideration. If there is one zone that has connections to 
almost all other zones, the best skyline is achieved if this common zone is placed 
as the last zone. 
For a symmetric matrix we need only to handle the lower (or upper) part of the 
matrix and the diagonal. The skyline is therefore defined by the array of row 
lengths in the lower part of the matrix. 
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will be discussed that, at times, can accelerate the rate of convergence of 
Newton-Raphson. 

3.5.1 Extrapolated Relaxation Coefficients 
Steffensen iteration consists of two steps of fixed-point iteration and, thereafter, 
the use of the three available iterates P,,-l, P,,,  and P,+l to get the starting value 
for the next step. 
A linear interpolant to the iteration function h ( P )  in P,,,, and P,, , i.e., the secant, 
should be a good approximation to h (P ) in the interval if the slope of h ( P )  varies 
a little close to the root. The iteration function given by the secant can therefore 
be expected to give a good approximation of the root. 

The method studied here is closely related to this method, the approach above 
being applied to each node and each node being treated independently of the 
other nodes. There are, therefore, as many under-relaxation coefficients as there 
are nodes. 

3.5.2 Optimized Relaxation Coefficients 
To determine the mot in a one-dimensional case to the function f is the same as 
determining the minimum of the function F defined as: 

f =F' (141) 

where F' is the derivative of F. To determine the roots in a multidimensional 
case to the function g is the same as determining the minimum of the scalar func- 
tion G defined as: 

4 . drB 

G can be expressed as a function in the varible 3cr only. This means that G (h,) is 
a one-dimensional function. It can be shown that this function has a unique 
minimum. The function G (A,) can be approximated with a second order polyno- 
mial. The minimum, X r m i n ,  of this polynomial is easily determined and can 
represent the minimum of G . The next approximation is taken as: 
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This means that a Newton-Raphson solution and three evaluations of G are 
required in each iteration step. 
The function F of a one-dimensional function: 

is: 

Cj nj+l F =  C-lP -PJ 
nj+l (145) 

where j are zones with fixed pressures and have connections to the zone. A myl- 
tidimensional case is similar. The function G of the vector function g is: 

where j are zones or fixed pressures with a connection to zone i . 
The example given in section 3.2 is: 

Pb - p 4  

where P, and P b  can be expresse 

c4 + 
n 4 +  1 (147) 

1 in h,. The function G is obviously a sum of 
non-negative terms. The individual terms are strictly convex functions as long as 
the-mamx is not singular, but a sum of strictly convex functions is also a strictly 
convex function. A strictly convex function has a unique minimizer. This in turn 
means that the equation g = 0 has a unique solution. 
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3.6 Timing of Solvers 
The aim here is to provide an overview of the behavior of various solvers in typi- 
cal air flow examples. Representative networks were selected for the tests which 
were essentially based on discussions with George Walton from NIST. 
The solvers were timed and tested in two programs, AIRNET [89] and 
MOVECOMP [%I, with a special analyzer. 

3.6.1 Chosen Networks 
1) 2-Network 
This network is convenient to use and shows the classical difficulties with 
Newton-Raphson. All flow exponents are one-half. The ratio between inner and 
outer links are varied as 10.O00, 1O00, 100, 10, and 1. The smallest l ink(s) has 
the flow coefficient 0.001 kglsJu". 

PI p2 
n +50Pa W v -50Pa 

OUTER INNER OUTER 
LINK LINK LINK 

Fig. 34: 02-Network 

2) 10-Network 
This example has been constructed especially to show problems in different non- 
linear solvers. All flow exponents are one-half. The sizes of the openings are a 
mixture of large and small with a maximum ratio of 40,OOO. An additional exam- 
ple, with all links equal to 0.001 kglsfu ", was also used. 

3) 45/4 1 - and 27/25-Networks 
These buildings consist of 3 and 5 floors with 8 rooms per floor. These examples 
enable us to study the characteristics of different solvers when the number of 
nodes is increasing. 
The center shaft is simulated- in two ways - as one node at middle floor level (41 
and 25) and as one node per floor (45 and 27). The latter takes into account fric- 
tion losses in the shaft. 
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Fig. 35: 10-Network 

, f , PLAN 

Fig. 36: 27-Network 
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One study proved that the most interesting cases are those with tight floors 
because they show the greatest difference between a band solver and a skyline 
approach. 
The buildings contain a mixture of large and small openings. Outer surfaces: 
0.001 kg/sPa", Inner surfaces: 0.01, Inner doors: 1, and Shaft: 10. In addition, all 
flow coefficients are set to 0.001 kg/s,Pu" . 

3.6.2 Other Assumptions 
The criteria for convergence has to be well specified. In this comparison we use 
an absolute flow balance limit of E-6 kg/s or 0.0036 kg/h. 
At a very low pressure difference a very steep gradient and large derivative can 
occur. A leak is therefore linearized when the pressure difference is below 
Pa. 
All air densities were set to 1.20 kg/m3. 
The sizes of the links, Le., the flow coefficients, are in the range 0.001 - 10 
kg/s,Pu" or 3.6 - 36,000 kg/h,Pu" . The maximum ratio is therefore 10,000. The 
flow exponents are 0.5. 

3.6.3 Linear Solvers 
Four methods were tested: a Gaussian with complete pivoting, a band-Cholesky, a 
skyline-Cholesky, and an iterative method. All runs were made with 
MOVECOMP, simply exchanging the linear solvers. The iterative method, 
Gauss-Seidel, created problems. Although the cause is unclear, too many itera- 
tions are needed. Further comparison with this routine is not included here. 
The band routine is based on the Cholesky's method as described in section 3.4.4. 
and 3.4.5. Two features were tested. First, the execution time as a function of the 
order of the matrix and second, the execution time as a function of the half band 
width. As a comparison an identical routine, but one with no band features, and 
two routines from LINPACK [91] were timed. 
The result of the influence of the order of matrix is shown in Fig. 37. Two cases 
are shown, full matrix and diagonal matrix. The benefits of taking the band struc- 
ture into consideration increase with the order of matrix. At,order 40 a diagonal 
matrix is solved in 11 9% of a full matrix. At order 20 the corresponding number is 
23 %. 

The result of the influence of the half band width for a matrix of order 20 is 
shown in Fig. 38. The drop in execution timebfor the band solver with decreasing 
band width is similar to the curves in Fig. 33. The non-band solver is identical to 
the band solver except that the band features are removed. We can see that the 
administration of the programs is distorting the results. 
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Fig. 37: The Influence of the Order of the Matrix on the 

Execution Time for the Band Solver 

LINPACKP) is a routine working on a band matrix stored in packed form. 
LINPACK(NB) is a similar routine without the band features. These routines are 
generally more time-consuming. 
It is not certain that the matrix has a well developed band structure in air flow 
applications. The skyline approach is therefore interesting. The band solver and 
the skyline solver were timed on all networks (see Table 5). 
The Band column stands for the half-band width. This does not give any informa- 
tion about how well the band is organized. The Ratio column contains this infor- 
mation. The lower the ratio the less organized the band structure. 
It can be seen that the increase of time for the Gaussian method is close to the 
cube of the order of the mamx as predicted in section 3.4.1. 

The examples chosen have very poor band structure, the intention being to show 
the difference between the band and skyline solvers. For more realistic examples, 
the difference between the band and the skyline methods is likely to be smaller 
although the skyline approach seems always to equal or be faster than the band 
method. The skyline does not require significantly more time for even a perfect 
band or full matrix. The skyline-Cholesky’s method has therefore been selected to 
be incorporated into COMIS. 
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3.6.4 Non-Linear Solvers 
Relaxation coefficients were selected according to three methods - Newton- 
Raphson, extrapolated coefficients and an optimized method. All methods were 
initialized with 2 conventional Newton-Raphson iterations. 
The Newton-Raphson and the optimized method were timed in MOVECOMP. 
The number of iterations for the extrapolated method was determined in AIR- 
NET. This method was thereafter assumed to q u i r e  the same time per iteration 
as Newton-Raphson. 
It was expected that the initialization might influence the number of iterations. If 
a direct linearization of the original problem is performed, only the exponents are 
changed to unity. This means, in fact, that the function is linearized through 0 and 
1 Pa pressure differences. Such a direct linearization was chosen. 

Newton 

>1500 
24 

>1500 
21 

Table 6: Number of Iterations for the Non-Linear Solvers 

Extrapolated Optimized 

15 8 
9 6 
15 8 
9 6 

Matrix-Size 

5 
7 
6 
5 

I 1 

45-1oooO 
45- 1 
41-1000 
41-1 

A500 
8 

27- loo00 
27-1 
25-1000 
25- 1 

19 
8 

10-4oooO 
10-1 

02-1oooo 
02- 1000 
02-100 
02- 10 
02- 1 

>1500 
25 

A500 
22 

15 
9 
15 
9 

7 
6 

A500 
946 
86 
8 
1 

11 
11 
9 
8 
2 

As can be seen in Table 6, the Newton-Raphson method has problems, as 
expected, at high ratios and is therefore less useful. The number of iterations for 
the two other methods are far fewer. The optimized method requires, on averages, 
46% less iterations than the extrapolated method. For this comparison, the 
selected examples are shown in bold in Table 6. There is a linearization of some 
links at the highest ratios for each matrix size owing to extremely small pressure 
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differences. 
It is preferable, of course, to linearize each flow equation as close to the solution 
as possible - one Pascal may seem to be too low. Table 7 shows some selected 
examples of a calculation with all links initially linearized at O,.l; 0,l; 0,lO; 0,20; 
0,30; and 0,40 Pa. The exponents in the modified examples have been given dif- 
ferent values in the range 0.5 - 0.9. It is not trivial to compare the results from the 
modified and the unmodified examples since the modified examples are, in many 
ways, different from the original examples. However the column for 1 Pa shows, 
to some extent, the range for the number of iterations when the exponents are 
given more realistic values. It is of interest to note the changes, with initializa- 
tion, for each modified example. The pattern shows that more realistic values will 
reduce the number of iterations. It Seems that initialization is not critical for these 
examples and that the choice of a direct linearization is a reasonably good one. 
For this comparison the optimized method was used. 

Table 7: Influence of Initialization on Number of Iterations 

matrix-size -1 Pa 
(outer/inner) 

45-10000-mod 8 
45-1oooO - 
45- 1 -mod 5 
45- 1 - 
10-40000-mod 7 
1 0 - 4 m  - 
10-1-mod 4 
10-1 - 

02-10000-mod 6 
0 2 - 1 m  - 
02- 1 0-mod 4 
02-10 - 

.. . 

Table 8 shows the execution time per iteration. The numbers in parentheses are 
the contributions from the linear solver, compare Table 5. All calculations were 
done with the skyline solver. 
The increased time for the optimized method depends almost entirely on the 
power functions, Eqs. (145) and (146), that must \ie evaluated in the optimizer. 



I Table 8: Execution Time per Iteration for Complete Solvers [SI I 
Optimized Matrix- S ize Ratio 

Optimized/Newton 

45 
41 

Matrix-Size 

45-10000 
41-1 

27 
25 

Extrapolated Optimized Difference [%] 

5.707 5.904 -3 
3.599 4.04 1 -1 1 

10 

I 

10-40000 1.454 
10- 1 0.6 12 

02 

0.897 +62 
0.636 -4 

Newton 

.0.373 (23%) 
0.392 (35%) 

0.216 (19%) 
0.222 (22%) 

0.075 (13%) 

0.036 (3%) 

~- 

0.957 (9%) 
0.955 (14%) 

2.6 
2.4 

0.559 (7%) 
0.561 (9%) 

2.6 
2.5 

0.168 (6%) I 2.2 

0.060 (2%) I 1.7 

To find the time difference between the complete solvers the number of iterations 
must be multiplied by the time for each iteration. .The optimized method switches 
to Newton-Raphson if Xr > 0.95. This has two purposes, frst, it prevents 
unnecessary optimization and second, it eliminates the influence of round off 
errors in the optimizer. 

r- Table 9: Execution Time for Complete Solvers [SI ' I 

1.983 2.325 1 3.471 I - 15 
-2 

~ii-loooo I 0.404 I 0.252 I +60 I 
102-10 I 0.294 I 0.252 I +17 I 

If we assume that the extrapolated method does not require any significant extra 
time relative to Newton-Raphson, then the methods are quite equivalent (see 
Table 9). In fact the extrapolation m-ethod requires about 2% more time than 
Newton-Raphson. This has been included in the Table. 

~~ 
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The choice of a non-linear method is not as obvious as in the case of the linear 
solver. The optimized method always finds the solution in fewer iterations than 
the extrapolated method which indicates that the optimized method is more effi- 
cient in finding the appropriate under-relaxations. On the other hand, the process 
of finding the relaxation coefficients is so time-consuming that the methods have 
almost the same execution time for the test cases based on total time for all exam- 
ples. The main argument for chosing the optimized method for incorporation as 
the default in COMIS is that the method itself is more efficient and stable. The 
time-consuming process of finding the relaxation coefficients is a different 
matter, a pure numerical or mathematical problem. 

3.7 Conclusion 
The aim of the present study is to select efficient and robust methods to be used in 
the COMIS code to solve the non-linear system of equations representing the air 
flow distribution in multizone buildings. 
Taking into account the special characteristics of the Jacobian matrix, we selected 
a skyline-Cholesky's method for the linear solver. This method can be used in a 
general way for the problem we are dealing with and it appears to be the more 
efficient one. 
The task is more difficult in regard to the non-linear solver. Even if a generalized 
Newton-Raphson method is selected, the choice of under-relaxation process to 
ensure the convergence and efficiency is not obvious. We tested two different 
methods, an extrapolated method and an optimized method, of finding the under- 
relaxation coefficients. Although the latter method is more time consuming in 
finding the relaxation coefficient in each iteration it appears to be safer and more 
efficient in the resolution of the non-linear system. In testing these two methods 
on the same sample of test cases we found that they are very similar regarding 
total time. It is suggested that the optimized one be selected as the default solu- 
tion method. 
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