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Abstract 

Carbon supported Pt-Co (3:1 atom ratio) catalysts were 

prepared in both acid and alkaline aqueous media, followed 

by heat treatments to promote alloy formation. Both 

preparations began with a commercial 10% Pt on carbon 

catalyst with Pt particle sizes of 15-30 A. significantly 

greater alloying was observed in the catalyst prepared in 

the acid medium. X-ray diffraction studies of the acid 

prepared catalyst demonstrated lattice parameters tending 

away from Pt (3.927 A) and toward that for Pt3Co (3.831 A), 

greatly increased particle sizes, and significant ordering 

evidenced by the presence of superlattice reflections. In 

all cases, catalysts prepared in the alkaline medium were 

alloyed to a lesser extent, were of moderately increased 

particle size and gave no indication of alloy ordering. 

Activity testing under phosphoric acid fuel cell conditions 

demonstrated that the most highly alloyed catalysts were not 

significantly more active than pure Pt catalyst of 

comparable crystallite size. Loss of cobalt in the 

phosphoric acid environment was the lowest in catalysts 

which were the most alloyed, and where the Pt3Co ordered 

phase was present. 

This work was supported by the Assistant Secretary of Fossil Energy, 
Office of Fuel Cells, Advanced Concepts Division of the U.S. Department 
of Energy under Contract No. DE-AC03-76SF00098. 
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~:).. C •.. :~ t! n ~. ).~ ::.? _: . ~,f :~ j: CI :? .j' ;";~; ·t r, (1 :~~ -..:' ,.:; '::; .r. ~·:r· :j~ ~.~. '- ~= !::: 
A series o·f patents [1-5] from united Technologies (now 

r- :.\~.~-Jr~:~h .:'; ~:;,\~.;- ::'1't_'[\ a..i_ ,:;'~:E~"'i· iE .. ,j~:~~.' ~-=-?-2,9C:~ :: .. , ~.' ~', 
International Fuel Cells) -has claimed enhanced activity of 

:9 "':." ::') ::- ;:, ~~, ~~ c-· ':j:" ~':: 11:_' ,oj' ~~ ;";1 ~" ri .~: :' () '''Ci ~ :)' ') F.~, ~:. .~'~ ::,' {' '",.j • 

certain Pt transition metal alloys as air cathode catalysts 
;·~":."··~'~·\ll.:.::' -=-)~.£1 ~3"~~ ~)~<.-:; "'-r~?-1i ~~:.,;:..~.; ,,~'I;::J:'::rc,: -. :::,.J', __ (.":.~; .... ~. 

in·-phosphoric acid fuel cells. All of these catalysts are 
f;' . .!-~ :;: '~:" .:~ ~~ ~;. 1 :'!~: ,~r:L r:~, q :~::. ;-~ ,j :; f.~ :"':, ,f" "": .:; • ::J' ("" . J ~.~' '-:,.' ;:1. '7 :~'., ;t:, j ., Z. ; " .' ~.. ~ .: 

1n the form of metals dispersed on a"carbon substrate, with 
1...:," 

The activity 
;~.~~~ (le' C1.G[1.:: ;;::;~:: ',' :. ,5':- '-,'r' ::>~ ..... ,;::.:._ ' " ..... ",.' ',.1 ,::." 

of a 'pure Pt catalyst, such as that described by Kunz and 

Gruver [6], is used as the baseline for comparison. The 
ro,""', ' .. '~ J:. ...... ~:' (. ":1" ~} ,J : .... ,Y' ,~ .. - ':', 

earliest patents- (i",2] describe- Pt alloyed with Ti, v, Mn, 
(-::.' ,".-: ,'. (~'. k' .;'. : ... :"~'. '-" !) ~" .. ~~. .:~ <.-:; \V ~'~ 1."3:; ,L, ': . ;''1 .", .. ~ (~ .,- ." 

Mo and AI, all at concentrations of typically 25-40 at%, 
:':1::: .-~ f:;. r"; fj :-~" '/.. ".' ;:-:,; :~. ':; .. \. ...:' c,, ~) .:' .... ' ~.. .' .. 3 ~~') ~~, ':" .. , ~'- j" : .~) ':;' L ~:'", .-:-' ~ :;~:: 

with-the-most preferred metal being V. Later patents 

desc~'ibe S;~t_b~ ~ti~y'~ Y;~5'j '; a~!C~~r~':1 a~tive ~~an pt-v, and 
.:. r~ (' '.; :." i~" .:-: .~. '''.~' TJ:::~ ::> • .f L! :;'{ ;?; ; .' .~: . .'): ", .J. .-

report better 11fet1me as well. It was disclosed [3J that 
:::;,t: .:~ "..:, :~('~.i' ~.";:';"5. ~):~.'" .:-. '.' :.:; .1:"" ~'< c::::,:'·>~ /'.::: '1':' K' .... 

in the case of the Pt-v alloy in 99% phosphoric acid at 

~ ". :-,~'i ~::i ". ,~~. ~.~ t· ;':·'!.:l ,~_ f~ ' .. _~:: ;.:;;. ~~, ~':!.~);:: .. '~.'~... 7;' ,f .:.: :':., f:': -. ~- ~./ : :'.' 

37%'6f the Cr'had dissolved. Even with·fhls loss of the 
'.~. \':: .' ~ ;, ,"_~' j '_': : .- .,,--~ .:' ••.• .r <::.,::.' : .. L ~ ..... "" -I 

alloying consistuent, the activity of the alloy cathodes was 
,;' :.~. (:' .~ E<~ ~:.~ ..- ;.' ;.:~ ,L, ,~.~.. !=-':.: .: :. :. '" r.· :,~'.. .J j~ ;~: i.. . . r f,. ..... ~ .:' -: -

rep6rted to be'higher than pure Pt cathodes containing the 

sa~~;amo~rtt"l of Pt ~.;. 'The m~st r~~~~t p~t~~t's'c describe Pt-Cr-
:-'.'::) ~.1,,'::'.-. · ... ·rt·:~~·i:~··::::?··j:,~~·<· :.~. ,.".. ..~ ,. 

C6't~rnary alloys [4,5], with a specific claim for the 
. , ... ! -:~ (,' :".; .'.- -:-, •. ;~''''J ; ,~~ ~:> -.: :.~ ~ ;~:, ·L·.~ ".<;:,'.: ~~.: '., ?_'.. ':/'~: .~.: ::~ .. '. ;-.. ... 

formatlon ... of· an ordered ternary phase as the preferred state • 
, . "~) ~,~ :' ~ ::': . ~ . _' :' \ ~. ,-, : ~ _.. .~ J. .~.' ::> ~-~' r. i c; :w ~~: ~'_ . .;_ .• ~:. 

of this ternary catalyst [5]. Evidence for the formation of 
,. "'''i . ,_ 

: ~, ., r:"j .... - .. --,.~ ... ~!;.~ - ...... '. r::-" .i.,~J .~ " 

an·C;fdered'pha~e·is the report 'of superlattice reflections 

However, 
_ 1"" .~~.. ;:'. .:,>". ...... . '.": . 
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while the procedures forthe~;!preparation of these alloys is 

well described, as is typical of patents of this kind, the 
r,"~; ~ !~"~'~""':::' k " _ •• :'":>,~'~ -::: ~~ .:~~:' .-.~ ::r,:~ .:,'" ':'.~' 4"-

state of the metals in these catalysts is not w~ll known. . 
,~, ,<. ',,' ~~:::. .:,' "'~ "~: .. ~:) J:' ,::~: : .... '.. ;-: ,', .. , ... :. .~. ,- F'j ~ :~';J't -> 1. ',:', ."~~ -.~ ;:.,. . (~ L 

It is not clear what fraction of the metals,present are 
l"'~ _~ ~_.r: ;::;.: .. ~. _ . ~.,! .~. ",:1 ) ':.~' ~:' ~';'.{ ! ~ : '.~;',_:~ '~':~:,: .. ::. 

actually alloyed to one ano~her, whether there are several,,; 
"~!:~' ! __ ".!:-:'~.':- ,;. __ ~/=< D#:. _~~.:: ~; .. :~:::',.':~ .. -:,,:) .. ~(~ 

different alloy phases present, or what the particle size is 
... I - ~ :::~ ".-.,',..-: f.:~ ;"' :", .. - .,):~:. '.:: -,"';'_',', ;~. ".;~ r;.~·~' ::.~:" ':~~) ::~ .... ,~;.: ~~:·i:·.~:~ .J"-' 

of each phase. Finally, it is not at all 9bvious why such, 
',."; ,', ,;,:.:..:.,: ~ .,' ~:~:J:-r'~;~. .:: ,~. : _~ ~ .:~.f:~ '?:',::,,::;: " .r-~c. ~:" .... ::.- ':.~, ~ .. ,-:~~ 

materials should be more active cathode catalysts than pure 
1 ;~.' " •• ,j':. ... t .-.'" . ;"~~:.': :- ;.. .. , .~~ ... ,:.";.:._ ... '~\"~ .?~ .. :~.'.p .. -~. F :!~.> 

Pt. 

We reported previously [7] a study on the 
:. ~'., l . _.~ ~~.- :~,..-.:,,~) ;~ .. ::'> t. -. ' 

characterization of a Pt-Ti catalyst prepared by the, 
' .. ,. ... , ;::::::. ~ ~ ".' , . ..,. , ,,' 

reduction of a standard Pt fuel cell catalyst impregnated 
-:', .:~ , .. ~' :~'),,; ~ .. :r7 .:' .. ;:;.:..::' ;):- ~<I-:" : . .,,~:...., .... ,.' ',::' .. .f "', '. '. ._,: .. J'-'~,: 

with the Ti02' which is related to the claims of the early, 
.. :- :~',J _~:- ':'~' :;' 'j{" --::. L ... .- t.' ~.::"::'(".i .i. ~::.' .... ':;' ~ !:',~ .. :.-'" ,-<::1:. ,. 

patent by Jalan and Landsm~n [1). We used a,combination of 
,". t;" ,j ':~ ~ .' .. ~~, ",',,~' -:"; ':' " , .. ~ 

techniques, including extended x-ray absorption fine 
. '::t (". .. . '. _..L ..... ; f ::,.~., • :.~.~ , 

structure (EXAFS) spectroscopy, x-ray photoelectron 
' •• :::';"," • 'r ~, ~L, "(':"~?:~~": ~. 

.f. , 

spectroscopy (XPS) , and x-ray diffraction (XRD) , to confirm 
:_ l ;,-"" .~) ... ; . ' .. 1- - ;~ ~~'."1:,=-.',' - '-": .. :.(' r . 

that a Pt-Ti alloy phase is formed as claimed, [1] , the most 
. ". ...- ~ .' \ , '" _. "') 

,~ -~' . " .. '-: • ~ 0,,' 

predominant phase being the intermetallic Pt3Ti. However, 
. !: {' .::.:. ",I .~. J ._:~ .': : .. :., ,.~ ,: ; ,,~. ;; .. "'~:.(': ,~' _. ,,~~ \(C 

our fuel cell testing indicated that the alloy catalyst is 
.~;~.. ;"".: .:: .. ,- -, ~.~ t. ' .. ;' .~: ~.;-'- , _ ~. " "-, .:, ~""'S r. 

unstable when used as a cathode with relativ~ly rapid loss 
~:~ .j.~.'.~\ _' .. ' ~{- ":.: .. 1 :. 'J~ ... ~ .- ~",il_ .~, .-~:. 

of Ti even from the Pt3Ti phase [7]. 
, ' ...... ::. ··i -' '~ " 

Subsequent studies of 
. ~~ _:' ""(" .-::' 

Pt3Ti surface chemistry [8] showed that the surface is very 
~t r.:.:: >-~ ... ~~,; ~ ", f~.~" --. '. '""1.' • ,'- .; .,---~\~ -

reactive to oxygen at 1900 C, causing dealloying in the near 
... : c:.~ .:~.~~\::. .-- .. , '- , 

surface region and formation of titanium oxide overlayers. 
:- ! ~ ' .. - . ~ •.•. .1 J':':.. -

Thus, there appeared to be no evidence to_~~~p~rt the claim 
. .f -' , .-.•. ..: :,.. .I •• ' . • i • ',) 

of improved performance for a Pt-Ti alloy catalyst in a PAFC 
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cathode. Ggttesfe.1d·and Co-workers·.[9] have reported on a 

series of studies of the behayiorof Pt~Cr alloys in acid 

electrolyte. Cr was found to be etched from the near 
:.~ r.<_:(p~:r.:.:.~~~\: ::~,;."' .. ~,~,~ '-'::-;'-,:~'.'~~": ~.-.. -~ ':. .... ;~.'-. . ( 

surface region when the alloy was used in phosphoric acid at 
,.......1 ;'" ~ "\ '.~- J', :.:. r: r • f-, C', /".. 1 .... . ~ \~ 

~~i~tiveiy~io~ temp~~atu~~s. They could find no enhancement 
.~ (j :.'~), ~_,~ , -' ~. J_' _ :-: ~~ -' 'I; ~.::.... " :.' '~.: ,u. . -~ . . J ." ~' •••• ~ ~ , - __ <-

in the kinetics of oxygen reduction other than a surface 
::' ~ ~"': .-: .. , _, \.~_ n: E ';"';; ~ ·--;:r:' 1 ~:' ,_ ~ .. ) ..... ' ~ \ " 

area effect, 1.e. a Raney type effect where preferential 
::..; J... • .). r. \,1 ""; -',', - ...... , . .~:~.!, . --.::! ~ .. ':'. ~ . ;':'-, ':.- ~. '-.' ~ , 
dissolution of one metal causes an extreme roughening of the 

. ", .. -. 
, ,. 'w, _. .. • ~-

' . . .......... : 
surface of the alloy. It is not clear that such an effect 

would exist on small particles and at the relatively high 

eXEec~e~3to .annea],:,,·out this rQ1Jghness:o. r .• ' C. ~'C 

In rthe.:pre.s.en'\;'o,wQ+7k.;",we:present·, a~"study of the 

chara.9te:;:~z<i\t:iQR qt'",a '·I?t~.Co .1:;>imetallic;catalyst using the 

s~l!!~ ... !;,gch.Digues:'as:in.ou.r previous study of Pt-Ti , EXAFS, 

~l?S .J~nc;ic:~~{RJ)~. ~.J 9fc,·p<;ll;''t;:iqular·:interest ,is":th.e ~'determination of 

the existance of ordered Pt-Co phases and comparison with 

solid,s.o.l'!J.~i()!l.Lphasesi :·sinQe~ the ordered phase is claimed 

[5] .. to-b~ ~he;~:p~et'er:red cata.lyst.· The' interpretation of the 

resu~ts· ofth:is;o,sttldy was"aided by our:Jrecehtstudies in 

parall.e~, o:f the,·.surfacE?,· c:h~mistry of "the. ordered alloy Pt3Co 

[10-12] ." ,. 

PREPARATION 
" ./ 

All: <f=ata1Yl:jts, were prepared starting. from commercially 

available 99-rb9n:?upported :Pt catalyst obtained from the 

PrototechCompany·; (N~wton Highlands,. MA)~" . The Pt loading of 
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the material used was 10% by weight with: a':"na.rrow particle 

size distribution £rom 15~30 A~ • -: / 

The catalysts designated as Series A were prepared as 

follows. 0.016 g of Co(OH)2 was dissolved in a 50 ml volume 
,/ i::: ~..', 

of a 1:1 water:methanol mixture. Dropwise addition of 
.. 

dilute HCl brought the solution pH to 2~ One gram of the Pt 
. -- .... ';' :: 

on carbon catalyst was slowly added into this solution while 
. ~ .-.. ,.... ... -,.: ,.' 

aggitated in an ultrasonic mixer. Mixing was continued 
.~ ~.- , -, 

,~ ....... , . 

until dryness. 

A series of catalysts designated as S~ries~B was ~' 

prepared by the addition,of 0.Q5 gof Co(N03)2*6H2 to a 5§:'2 

ml volume of a::.,l:l"water:;methanol-mixture .. '~ Following-

complete dissol~tion'of the 'sal t, '-NH40H :was added' to the " 

solution to a final pH" of 11., One gram of' ,the Pt on"carbon-' 

catalyst wasslowly::added into"'this ,s0lutionwhile 'aggitated 

in an ultrasonic mixer.,"'._ .. 

In each series cobalt' was added ',to· the platinum·on 

carbon catalyst ·to obtaih a 3: 1" platinum to" cobalt atomic 

ratio after heat treatment. Elemental analysis by atomic 

emission spectroscopy ,(Galbraith Labora.to~ies) was used to 

determine the amount of metal lost (if any) during heat 

treatment. Three heat treatments were performed on each 

catalyst. The heat treatment duration was 2 hours at 

temperatures of 700, 900, 1200oC. All heat treatments were 

performed under inert gas atmosphere and'the catalysts 

remaine~ under inert g.as following the heat : treatments until 
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they cooled to room temperature. The 700 and 900 0 C heat 

treatments .were done· in a· ,Pt boat while the 12000 C was done . . . 

ina graphite. ·crucible... A small· amount of platinum (2 - 3% 

of the ampun:t.present initially)' was lost at 12000 C, 

presumably. que ,to ·volatilization. 

INSTRUMENTATION 

X-ray .d,i,ffraotion (XRD)'- analysis' of the supported 

catalysts :was: pe:r..formed .. using· Cu. KQ radiation in Siemens D-

;?():O !liff:ractomet~r'.> Powder. specimens' were. held in a 2.5 cm 

x:.~.1.5r cm .>c;·':1 nuntroughcut~ into the ·surface of a lucite 

block-.. Powders' were" pressed. into the .trough with a glass 

slide" to C?btain.,an.: -even'l'T'smooth disr.ributi:on· :of the powder . 

.:/. X-raY' fluor.es.cenqe (XRF}:spect·ra",·were col'lected with a 
, ... , ~,.' . -" 

Tra.cor .. ,x..,..ray. Spectr:ace 4:02 O .•. ~An. Intel' 8086' microprocessor 
'. ,. -". -.. .. 

control.s; da.tc:l..:. aCql,li.siit;ion and: analysis. . A rhodium x-ray 

source -and ?i ,Bi eLi:) . ,detec;tor" ar,e,usedfor excitation and 

collection of the fluorescence data. 

"..: x: ..,.~ay,.,. ph?t.oel ec:t;:ron;", sp.ectroscoPT (XPS), ,was performed in 

a Physi~al~ Electronics: ,5:48 ~ Auger/ESCA'system. The 

spect';-0!ll~.t~r, uses a Mg. Ka (1253.6 eV) x-ray source and a 

double-pass cyl-indric.aJ. mcirror~· analyzer~;, The system is ion 

pump~d with a base pressure' following.' bake-out of 5 * 10-8 

P~. ',' ,: Samples we~e .. .introduced into the analysis chamber by a 

rapid-introduction probe~ :·The binding energy scale 

linearity was ohecked by. using the separation between the Cu 

(2p) and (3p) ~'photoe'lectron lines.' Absolute binding energy 

• 
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was referenced to 83.8 eV for the Au(4f, 7/2) photoelectron 

peak. For analysis the catalyst specimens were mixed with 

Teflon powder (-10 wt%) as a binder and then pressed into a 

5rom hole drilled through a 2 cm * 1 cm * 1 rom aluminum 

holder. The aluminum holder was then mounted onto the probe 

tip. The data collection and analysis system used for XPS 

have been described elsewhere [13]. 

Extended x-ray absorption fine structure (EXAFS) 

experiments were performed on beamline VI atSSRL. The 

experiments were performed with beam conditions of 3 GeV and 

60 mAo The powders were mounted on a porous graphite fiber 

substrate using Teflon as a binder. The EXAFS specimen .," 

holder and fluorescence_detector were ~btained from F.W. 

Lytle [14]. Fluorescence-detection was chosen owing to the 

superior signal-to-noise-ratib of EXAFS data- collected'in 

this mode from metals in highly dispersed systems [15 J'. ' 

Data evaluation was performed using software provided by 

Sandstrom [16]. 

For the purposes of stability and activity testing the 

catalyst were fabricated into fuel cell electrodes of the 

type described by Kunz and Gruver [6]. These electrodes 

were immersed in oxygen saturated electrolyte, and subjected 

to a slow (2 mV/s) potential sweep from 0.9 to 0.6 V (versus 

reversible hydrogen electron in the same electrolyte,RHE) . 

The potential was held at 0.6 V (RHE) for 48 hours,- after 

which a polarization curve was obtained over the range of 

current density from 5-500 mA/cm2 . The electrochemical 
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experiment was performed by an EG&G 273 potentiostat. The 

activity was measured from this polarization curve 

normalized by the amount of platinum in the electrode (taken 

to be the product of the catalyst loading and the weight 

fraction of platinum in the catalyst measured by emission 

spectroscopy) . 

RESULTS 

1. X-ray Diffraction 

X-ray diffraction analysis was used to 

characterize the structure and approximate- size of the 

supported metal crystallites. Table I lists the XRD 

results. Lattice parameter values were based upon the 2-

theta position of the (311) diffraction line, and the 

particle size estimates were based upon' peak broadening of 

the (111) line relative:to"a bulk Pt foil [23a]. The 

lattice parameter of- the fcc· unit, c'ell of pure platinum is 

3.927:A, while the allOY Pt3Co, also fcc has a contracted 

lattice parameter of 3.831 A [21].0 

In Series B·the as-prepared catalyst has a lattice 

parameter value indicative of pure Pt. The particle size of 

the as-prepared sample was below the limit of determination 

(- 25 A), suggesting that the immersion in the basic media 

had no effect on the original Pt particle distribution. No 

additional diffraction lines were observed in the 

diffraction pattern suggesting that the deposited cobalt 

• 
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phase was amorphous. No clear trend in lattice parameter 

change due to heat. treatment temperature appeared. Particle 

sizes increased as expected with increasing heat treatment 

temperature temperature. In no case was there any evidence 

of superlattice reflections indicative of the formation of 

an ordered Pt-Co alloy phase. Diffraction lines from the 

12000 C specimen were, however, strongly asymetric to the 

high two-theta side. An estimation of the second peak 

position from high resolution scans of both the (111) and 

(311) diffraction peaks, gave lattice parameter values of 

3.843 and 3.849 A, respectively. This result indicates the 

presence of a second phase which has a lattice parameter 

close to that for the Pt3Co alloy. This two-phase alloy 

formed only after a large increase in the particle size. 

In series A the as-prepared catalyst was altered 

slightly from the original condition of the Prototech 

catalyst. Most notable was the appreciably larger particle 

size in this sample compared to that from the as-prepared 

Series B catalyst. It seems that the acidic solution used 

in the series A preparation affects the high surface area Pt 

particles, possibly by a dissolution/deposition process 

since, according to Pourbaix [17], Pt is slightly soluble in 

chloride at pH 2. Lattice parameter values changed 

significantly following the 700 0 C heat treatment, with 

subsequent heatings yielding very small changes in the 

lattice parameter. Particle size values for Series A at 
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each heat treatment temperature were found to be larger than 

the corresponding catalyst in Series B. Fin~l particle size 

of the Series A 12000 C sample (120 A) was about four times 

greater than the original Pt catalyst. Surprisingly, weak 

--," superlattice reflections were observed from the 7000 C Series 

A catalyst which were not seen in the 900 0 C sample. At 

.-.1200oC the superlattice lines were clearly evident (Fig. 1), 

.... but. the diffraction data for the 9000 C sample indicated the 

presence of two alloy phases without observable 

superlattice lines. Based upon a visual fitting, the higher 

. two-theta (311) peak indicated a la'ttice parameter of 3.832 

A, close to that for the ordered phase Pt3co, but without 

, superlattice reflections. Despite the evidence for ordering 

in the 12000 C catalyst, the lattice parameter was 0.033 A 

larger than the anticipated value for Pt3Co. 

2. Extended X-ray Absorption Fine Structure (EXAFS) 

Cobal t K-edge EXAFS spectra were collected .for all of 

the Series B catalysts. The data reduction methods and the 

procedure for interpreting EXAFSspectra were the same as 

those we described previously [7] for Ti K-edge spectra from 

Pt-Ti alloys. Figure 2 shows the radial distribution 

functions for the Series B catalysts, derived from the 

Fourier transform of k 3 * x (k). Figure 3 shows the radial 

distribution functions for standard reference materials that 

serve as candidate materials for the chemical state and 
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structure of the cobalt in the catalyst. The characteristic 

coordination shells are labelled in the figure from the 

known crystallographic structure of the standard compounds. 

Comparison of the radial distribution functions from the 

catalyst with those of the standard compounds may be used to 

"fingerprint" the chemical state of the Co in the catalyst 

as a function of heat-treatment. The as-prepared catalyst 

had only one strong peak in the radial distribution function 

at a length characteristic of a Co-O bond (it is not 

possible to identify the type of oxide from this alone as 

the first neighbor ° bo~d lengths are not very different) . 

The absence of a Co-Co scattering feature at greater 

scattering distance suggests the Co is possibly atomically 

dispersed. After heating 7000C a second feature at -2.6 A 

scattering distance appears which is attributed to Co-Co 

scattering. Upon heating to 9000 C the Co-Co feature becomes 

dominent, and the radial distribution function compares very 

favorably with reference data of C0304. There is no major 

feature following the 9000C heat treatment which may be 

assigned to an interaction between platinum and cobalt. 

This does not eliminate the possibility, however, that some 

finite amount of alloying may have occurred. In the EXAFS 

spectra from the as-prepared, 7000C and 9000C specimens, the 

edge energy was 7712 eVe After the 12000C heat-treatment, 

the edge changed to 7708 eV and the radial distribution 

function changed dramatically. Two peaks appeared at 2.25 A 

and 4.99 A. These correspond to the first and second Co-Pt 
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bond distances in the Pt3Co alloy. The shift in the edge 

energy is indicative of a change in the chemical state of 

the cobalt. Cobalt-Cobalt scattering will be weak compared 

to that from Co-Pt due to the much larger scattering cross­

section of Pt. The broad peak at 2.25 A has structure on 

the left and right side which is due to the presence of 

remaining oxide. 

3. Activity Measurements as PAFC Cathode 

The supported Pt catalyst used as the starting material 

for synthesis of the Pt-Co catalysts was used as the control 

or reference material for a comparison of the relative 

activity of the Pt-Co catalysts to pure Pt. The reference 

Pt catalyst was subjected to exactly the same heat treatment 

as the Pt-Co material, fabricated into electrodes, and 

tested in the same apparatus using the same procedures as 

used for the Pt-Co catalysts. The results for the Series A 

catalysts are summarized in Table II, where we have used the 

same measure of activity as used by Bregoli [24], the so­

called mass activity, defined as the current density at O.9V 

(RHE) normalized by the weight of Pt in the, electrode. If 

the mass activity is divided by the surface area of the 

catalytically active phase, the result is the specific 

activity or the real activity per unit area, comparable to 

an activity measurement on a solid electrode made of the 

active material. We used here three different methods for 

measuring the surface area of the metallic phase(s) present 
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in these catalysts, electron microscopy [25], x-ray 

diffraction line broadening [23b], and CO chemisorption 

[26], although all three methods were not applied to each 

sample. For a general comparison of surface area 

measurement by these particular techniques, the interested 

reader is referred to the excellent review by Kinoshita and 

stonehart [27]. In our previous studies of the surface 

chemistry of Pt3Co, we found that CO is adsorbed on the 

alloy surface to the same extent as on the pure Pt surface 

[10-12], which was also true for other surface compositions 

of Pt-Co alloys. Thus, CO chemisorption is a valid method 

for surface area measurement regardless of the composition 

of the Pt-Co alloy phases present (CO does not chemisorb on 

the oxides of cobalt [10]). X-ray diffraction line 

broadening is not accurate when the particle size is less 

than 5 nm, or when there is a broad particle size 

distribution. All three techniques appear to give the same 

result when applied to the most annealed catalysts, the 

12000 sample, which contained the ordered phase Pt3Co. 

However, none of the Pt-Co catalysts had either a mass 

activity or a specific activity that was significantly 

higher than the pure Pt catalysts of comparable surface 

area. As reported by Bregoli [24], the mass activity of 

pure Pt catalysts in PAFC cathodes depends on the surface 

area, hence the comparison between the Pt-Co catalysts and 

pure Pt catalysts must be made as a function of surface area 

of the active material, i.e. the metallic phases. This is 
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done in Figure 5. Both Bregoli's original data and the 

results of the present work for heat-treated Pt catalysts 

are shown along with the data for both Series A and B Pt-co 

catalysts. only the co chemisorption surface areas are used 

in this plot, as they are the most comparable to the method 

used by Bregoli, hydrogen chemisorption. Our data for pure 

Pt agree very well with the upper band of Bregoli's data, 

i.e. the upper limit of specific activity (60 ~ A/cm2 ) for 

the supported Pt catalysts in his study. The two Pt-Co 

catalysts which have the highest degree of alloying, the 

9000C and 12000C Series A samples, have a specific activity 

which is perhaps slightly higher than the upper band of the 

pure Pt data (this work plus Bregoli's), but the difference 

is less than 10%. Also shown in the figure are the levels 

of mass activity reported in the patents discussed earlier. 

Of these, only the Pt-Cr [3] and Pt-Cr-Co [4,5] are actually 

more active than pure Pt when the surface area dependance is 

accounted for. Thus, the comparison of activity between 

alloys which have been heat-treated to highly dispersed Pt 

which has not been heat-treated is misleading; comparison to 

heat-treated Pt having comparable surface area indicates a 

much smaller, almost negligible effect of alloying on 

activity. 

4. X-ray Fluorescence 

Loss of Co from the electrodes during fuel cell testing 

was determined by use of x-ray fluorescence (XRF), rather 



15 

than the more accurate and absolute method of emission 

spectroscopy. This is due to the size of sample needed for 

emission spectroscopy, which exceeds the amount in our 

electrodes by an order of magnitude. XRF data are reported 

for " before" and "after" the activity testing of the as­

prepared and 12000 C sample from each series, Table III. 

Comparison of the before-test ratio values to that from a 

bulk Pt/Co alloy, (approximate composition 24 at% cobalt) 

indicates that in all cases less than a 3:1 Pt:Co 

stoichiometric amount of cobalt was present in the catalyst. 

Both the as-prepared catalysts had lower cobalt to platinum 

fluorescence ratios than the 12000 C catalyst despite the 

fact that the former were the precursors to the latter. 

Secondary excitation of the cobalt atoms by the fluorescence 

of neighboring platinum atoms in the alloy particles 

accounts for the apparent low concentration of cobalt in the 

as- prepared samples, since secondary fluorescence would be 

dependent upon the degree of alloying. The loss results 

indicated a significant effect of alloying. Both the as­

prepared (not heat-treated) catalysts lost in excess of 80% 

of the cobalt present, whereas the 12000 C catalyst lost 30%, 

with the Series A 1200 0 C sample losing only 15%. 

5. X-ray Diffraction Analysis of Tested Catalysts 

The four electrochemically tested catalysts were also 

examined by x-ray diffraction (Table IV). Quite 

surprisingly, in each case two phase behavior was observed, 
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characterized by the splitting of the (311) reflection (Fig. 

2). The least intense of the (311) peaks appeared at higher 

angle (two-theta degrees). The lattice parameter from this 

weaker peak was in each case very close to that of Pt3Co, 

(3.831 A). Each as-prepared (not heat-treated) catalyst 

also illustrated a greater than two-fold increase in 

particle size. For the 12000 C Series A catalyst no evidence 

remained of superlattice lines which were observed prior to 

the electrochemical testing. Particle size of the heat 

treated catalysts also increased following electrochemical 

testing. 

DISCUSSION 

In both preparations the cobalt is deposited from 

solution, and the most probable form of the resulting cobalt 

phase is an hydroxide. The EXAFS data from the as-prepared 

catalyst indicates only Co-O interactions, indicative of a 

highly dispersed cobalt-oxygen moeity. XPS of the as­

prepared catalyst showed a Co(2p, 3/2) peak at 781.1 eV with 

strong satellite structure characteristic of reference XPS 

data of Co(II) hydroxide [18]. Platinum particles in the 

as-prepared materials should be unchanged from their 

original form, but in Series A the particles show about a 

50% increase in size relative to the starting material. 

Pourbaix [17] indicates the possibility of finite Pt 

dissolution in acidic chloride solutions at a pH of 2. with 

-'.~' ... 

.. 
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the high surface areas involved, much .of the Pt could be 

dissolved, then re-deposited upon drying. Particle sizes 

are consistantly larger in series A relative to Series B 

possibly due to the initial re-distribution and resulting 

co-precipitation of Pt with the cobalt. Alloying was also 

much more rapid in Series A as a result of increased 

platinum-cobalt contact prior to the heat treatments. In 

Series B, particle sizes remained small until the 12000 C 

heat treatment, a temperature at which Pt diffusion 

resulting in particle size growth is known to occur [19]. 

Only following 12000 C heat treatment in Series B is there 

indication of alloy formation (as the second phase observed 

in XRD). Series A on the other hand demonstrates a lower 

lattice parameter and weak superlattice reflections even 

after a 7000 C heat treatment. The physical characteristics 

of the two series of catalysts therefore depend strongly 

upon the solution chemistry under which they were prepared. 

The acid chloride media is apparently responsible for 

increased alloying and particle size due to the initial co­

precipitation of some of the platinum with the cobalt, while 

Series B behaves similarly to material prepareed by physical 

mixing of cobalt oxide with the Pt on carbon catalyst. A 

similar example is given in our previous work with Pt-Ti 

alloys [7]. 

The exact reduction reaction involved in the 

transformation of cobalt hydroxide to the alloy is not 

known, but, it can be approximated by the following: 
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Sufficient H2 is present in the carbon support to act as the 

reducing agent. The free energy of the reaction above is 

negative at room temperature if we use the reported free 

energy of mixing of Pt3Co of -2.5 kcal/mol [20]. The water: 

hydrogen ratio must be maintained below -7.5:1 to assure the 

formation of the alloy phase, which is easily accomplished 

with a flow of dry hydrogen. Heat treatments therefore aid 

in the formation of the alloy by increasing the mobility of 

the platinum on the carbon support. Once platinum particles 

are in contact with the cobalt hydroxide, conversion of 

platinum to the alloy is thermodynamically favorable. 

Ordering of the Pt-Co alloy occurred following heat 

treatment at 700 0 C and 12000 C in Series A as indicated by 

the superlattice reflections observed from both samples. As 

mentioned above, the superlattice reflection intensity (due 

to an orderly replacement of Pt atoms at the fcc corners 

with Co atoms) should be 10% of the fundamental reflections 

assuming complete ordering [23b]. At less than complete 

ordering the intensity of superlattice reflections decreases 

as the square of the decrease of ordering. Based on 

tabulated lattice parameter values for various Pt/Co alloy 

compositions [21] the compositions of the Series A 9000 C and 

12000 C catalysts were 80 + 2 at% Pt. From the Pt-Co phase 

diagram, 80 at% Pt is just within the boundary for an 

ordered Pt3Co phase, which exists in a narrow composition 
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range centered at 75 at% Pt [22]. The presence of 

superlattice reflections in our catalyst samples at 80 ± 2 

at% Pt are, therefore, reasonably consistent with the bulk 

alloy phase diagram and reflects the thermodynamic 

favorability of the ordered state in this alloy system. 

The XRD analyses summarized in Table I showed that for 

Series A catalyst the evolution for the ordered alloy phase 

at 12000 C passed through a two-phase region at 900oC. In 

the two-phase state, one of these phases appears to be of 

the same composition as the ordered alloy but is disordered. 

Because x-ray diffraction is a volume-averaging technique, 

and because ordered phases diffract more strongly than 

disordered phases, XRD analysis weights larger crystallites 

and ordered phases more heavily than smaller crystallites 

and disordered phases. It is possible, then that even the 

1200 0 C sample is two-phase as well with some amount of 

disordered alloy second phase 'present but masked by stronger 

diffracted intensity from the ordered phase. This would 

account for the anomalous lattice parameter if we presume 

the disordered alloy phase is of lower Co content. Two­

phase character would be consistent with the post-test XRD 

analyses, which indicated two-phases formed in the 12000 C 

sample after fuel cell testing. In each of the four tested 

catalysts, one phase had a lattice parameter close to (± 

0.1%) than that for Pt3Co, with the second phase being 

closer to pure Pt. It is known from the XRF results that a 

sizable fraction of the cobalt initially present was lost 
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during fuel cell testing. From the known solubility of 

cobalt oxides in strong acids [17], loss of any unalloyed 

cobalt would be expected, but the XRD results suggest some 

cobalt was lost from the alloy phase(s) as well. The 

majority of cobalt remaining in the catalyst was as an alloy 

with a nominal composition of 75 at% (from the lattice 

parameter), suggesting that this alloy may have sufficient 

stability in PAFC cathodes to be of practical interest. The 

disappearance of superlattice lines suggests, however, that 

sufficient cobalt was lost from the ordered phase to drop 

the composition below the ordered phase boundary [22]. 

In parallel with this study of supported Pt-Co 

catalyst, we were conducting studies of the surface 

chemistry of bulk alloys of Pt-co, especially Pt3Co [10-12]. 

We found an interesting surface enrichment phenomenon, where 

the clean annealed surface of the alloy is pure Pt'and the 

subsurface is enriched in Co [,11]. Furthermore, this Pt 

surface does not behave like pure Pt for the chemisorption 

of CO [12] or oxygen [10], binding CO less strongly and 

oxygen more strongly. However, when heated in oxygen at 

fuel cell temperatures, even at very low pressures, e.g. 

10-6t torr, the surface region is dealloyed by oxidation to 

form a cobalt oxide overlayer [10]. The oxide overlayer 

dissolves in hot concentrated phosphoric acid, leaving a 

dealloyed pure Pt surface region on top of the bulk alloy. 

Thus, it became clear that any significant enhancement of 

oxygen reduction activity from supported, Pt-Co alloys would 



be surprising. One could, however, expect some roughness 

effects, like those reported by Gottesfeld and co-workers 

[9] for solid Pt-Cr alloys, for surfaces dealloyed by 

corrosion of the base metal. 
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According to Figure 5, the magnitude of the enhancement 

for the Pt-Cr [3] and/or Pt-Cr-Co [4,5] catalysts is 

approximately 20%, not the factor of 2 claimed in the 

patents. The difference is due to the basis of comparison; 

the patents do not include the dependance of either mass 

activity (per unit mass of Pt) or specific activity (per 

unit Pt area) of Pt on surface area, a dependance which is 

now well established [24,25,28]. One could easily imagine 

roughness effects of this magnitude for alloy particles in 

the size range of 10 nm and higher. Further, tnere may also 

be other subtle effects related to the shape dependance of 

the kinetics of oxidation. As we reported previously [25], 

we suggested an explanation for the surface area dependance 

of the activity of Pt on the structure sensitivity of the 

kinetics [29], i.e. (100) vicinal planes are much more 

active than (111). Heat treatment of the catalysts to 

induce alloy formation also produces differently shaped 

particles which expose a different distribution of crystal 

tplanes. It is possible that the alloying element together 

with the particle growth during heat treatment results in 

particles terminated primarily in (100) vicinal planes, thus 

maximizing the activity for a given mass of metal present. 
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Table I. Summary of X-Ray Diffraction Analysis of Pt-Co Catalysts with 
Varying Heat-Treatments. 

Series A 

As-Prepared 

700 e C 

900 e C 

1200 e C 

Series B 

As-Prepared 

700 e C 

900 e C 

1200 e C 

Lattice 
Parameter 

0 

3.925 A 

3.870 

3.867 

3.864 

e 

3.927 A 

3.894 

3.907 

3.910 

Particle 
Size 

0 

34 A 

84 

80 

120 

e 

< 25 A 

25 

41 

104 

Superlattice 

No 

Weak 

No 
(Two Phase) 

Yes 

No 

No 

No 

No 
(Two Phase) 



Table II. The Catalytic Activity of Pt-Co Catalysts as PAFC Cathodes. 

Supported Pt Heat Supported Pt--Co 
Treatment 

d S MA RA a S MA RA -

0 

(m2/g) (~A/cm2) 
0 

(m2/g) (~A/cm2) (A) (A/g) (A) (A/g) 

25 a 110 28 25 None 34a 80 23 30 

124c 28 23 105 t 23 22 

72c 0 

78c 38 53 700 C 32 41 

65 a 0 

45 a 42 26 62 900 C 61 37 61 

50c 26 52 58c 37 60 

1l0a,b 0 

120a,b 25 15 60 1200 C 23 15 62 

25c 15 60 22c 15 63 

aaverage particle size determined by electron microscopy; surface area calculated from equation S = 6/pd. 

baverage particle size determined by x-ray diffraction. 

csurface area measured by CO chemisorption. 

,} • '-" .. 

N 
0'\ 
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Table III. X-Ray Fluorescence Analysis of Co/Pt Atomic Ratios After 
PAFC Testing. 

Sample 

'Seri es A 

As-Prepared 

.1200°C 

Series B 

As-Prepared 

Pt3CO 

Standard 

Wt·
t
% 

Pt 

9.2 -

8.8 

9.2 

8.9 

89.5 

Co(Ka)/Pt(La ) 

Before After 
Test Test % Co Loss 

0.0180 0.0032 82.2 

0.0835 0.0710 15.0 

0.0395 0.0049 87.5 

0.0740 0.0530 28.4 

0.109 

tdetermined by atomic emission spectroscopy (Galbraith Laboratories) 

27 
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Table IV. Summary of X-Ray Diffraction Analysis of Pt-Co Catalysts 
After PAFC Testing. 

Series A 
As-Prepared 

Seri es B 
As-Prepared 

1200°C 

Lattice 
Parameter 

o 
3.919 A 

(3.833) 

3.866 
(3.833) 

a 

3.907 A 
(3.828) 

3.904 
(3.834) 

Particle 
Size 

o 
81 A 

135 

a 

74 A 

130 

Superlattice 

No 
(Two Phase) 

No 
(Two Phase) 

No 
(Two Phase) 

No 
(Two Phase) 
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FIGURE CAPTIONS 

Fig. 1 .. X-ray diffraction scan of Series A 12000 C specimen. 

Arrows indicate the position of the superlattice 

reflections. 

Fig. 2. Cobalt K-edge EXAFS radial distribution plots from 

.~ the Series B catalysts, demonstrating the 

conversion from Co-O species to PtjCo alloy. 

Fig. 3. Co K-edge EXAFS radial distribution plots for 

selected reference cobalt compounds. 

Fig. 4. (311) X-ray diffraction line from the Series B 

12000 catalyst before and after electrochemical 

testing. Dashed line indicates expected peak 

location for pure platinum. 

Fig. S~ Plot of oxygen reduction activity of Pt (_,e) and 

Pt~Co (~,A) catalysts as a function of surface 

area. _ - pure Pt, this work; e - pure Pt, 

Bregoli [24]; ~ - series APt-Co; & - Series B 

Pt-Co. 98% H3P04, 1770 C, pure 02 gas humidified 

to a dew point of SOOC. 
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